Features

= |P66 protection rating

« Patented partial lighting 10°+40° beam angle lens design

* Die cast aluminum heat sink with anti-rust (anodic oxidation) surface finish

Specification

Item Code

140048096
140048094

140048095

Item Description

LEDWallwasher-P L1000-24W-AR-I0+40D-GP
LEDWallwasher-P L1000-32W-3000-10+40D-GP

LEDWallwasher-P L1000-32W-4000-10+40D-GP

Benefits

» Water and dust proof, suitable for outdoor use

* Focuses light for precise wall washing up to 8 meters

Power Lumen

Factor (Im)
24 0.90 700
32 0.95 1700
32 0.95 1900

Efficacy
(Im/W)

55

60

= Strong, durable and refined design

Input Current
(mA)

120
150

150

Application
Square Building
¥
Hotel

Lifetime

(L70B50)
Amber 30000 100
3000 30000 100
4000 30000 100

Technical Specifications

Electrical Supply

On / Off Cycles 50,000 Frequency (Hz) 50/60

Colour Consistency (SDCM) 7 Voltage (V) 220-240

Dimmable No AC/DC AC

Beam Angle (°) 10+40

1P 66 Housing Material Aiuminum

Driver Integrated (Yes,/No) Yes Optical Material PMMA

Glow Wire Test 650°C

Driver Failure Rate 1% at 5000h

Weight (kg/pc) 3.86 Operating Temperature -40~45°C
Application Temperature 25°C
Storage Environment -45-50°C
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This luminaire
contains built-in
LED lamps.
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The lamps cannot be changed
inthe luminaire.
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Packaging Information

Single Box(1pc/box)

Packaging Unit (40pcs/unit)

ltem Code iz Bresaristilen Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight
(LxWxH) ((33) (LxWxH) ((33)
140048096 LEDWallwasher-P L1000-24W-AR-10+40D-GP 1030x100x125 4.67 1050x225x282 18.68
140048094 LEDWallwasher-P L1000-32W-3000-10+40D-GP 1030x100x125 4.67 1050%x225x282 18.68
140048095 LEDWallwasher-P L1000-32W-4000-10+40D-GP 1030x100x125 4.67 1050x225x282 18.68
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Photometric Data

300 150

cd/kim
——C0-C180 ——C90-C270

n=100%

10°+40°(24W/32W)
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