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It 
LED Downlight Performer 

Features Benefits 
• Flicker Free • Light without flicker reduces stress while working/living underneath 

• Easy Installation • Light housing and driver on board design ensure 1 step plug-and-play 

• Energy Saving • Up Ip 60% energy savings from CFL down light 

Specification 

Application 
J_ 

Home 

Store 

11111 
11111 

Office Hospital 

It C d It D . t' Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 
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LEDDownlightRc-P R200-22W-4000-MW GP 

LEDDownlightRc-P R200-22W-5700-MW GP 

LEDDownlightRc-P R200-33W-3000-MW GP 

LEDDownlightRc-P R200-33W-4000-MW GP 

LEDDownlightRc-P R200-33W-5700-MW GP 
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Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

Glow wire test 

Driver failure rate 

Weight (pc/kg) 

Packaging Information 

80 

Yes 

White 

I P20, I P44 for exposed part 

IK02 

No 

650°C 

1% at 5000h 

0.45/0.76/0.76/0.76 

0.51/0.83/0.83/0.83 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

50/60 

220-240 

AC 

PC +Aluminum 

PC/PMMA 

-15-45°C 

25°C 

-25-50°C 

CE CB 
C§af.DO 
[!] Tho,l,m;o,;� 

eontalnsbullt•ln 
LEDl■mps. 

Thelampscannotbec.hanged 
intheluminaire. 

874/2012 Ill 

Item Single Box(lpc/box) Outer box 

003 

. . Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty Item Code Item Description 
(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

140065510 LEDDownlightRc-P R150-11W-3000-MW GP 200'200'103 0.59 415'410'330 7.08 12 

140065511 LEDDownlightRc-P R150-11W-4000-MW GP 200'200'103 0.59 415'410*330 7.08 12 

140065512 LEDDownlightRc-P R150-11W-5700-MW GP 200*200*103 0.59 415*410*330 7.08 12 

140065513 LEDDownlightRc-P R200-15W-3000-MW GP 260*260*118 535*530*255 8 8 

140065514 LEDDownlightRc-P R200-15W-4000-MW GP 260*260*118 535*530*255 8 8 

140065515 LEDDownlightRc-P R200-15W-5700-MW GP 260*260*118 535*530*255 8 8 

140065516 LEDDownlightRc-P R200-22W-3000-MW GP 260*260*118 535*530*255 8 8 

140065517 LEDDownlightRc-P R200-22W-4000-MW GP 260*260*118 535*530*255 8 8 

140065518 LEDDownlightRc-P R200-22W-5700-MW GP 260*260*118 535*530*255 8 8 

140065519 LEDDownlightRc-P R200-33W-3000-MW GP 260*260*118 535*530*255 8 8 

140065520 LEDDownlightRc-P R200-33W-4000-MW GP 260*260*118 535*530*255 8 8 

140065521 LEDDownlightRc-P R200-33W-5700-MW GP 260*260*118 535*530*255 8 8 

140065522 LEDDownlightRc-P Rl50-11W-3000-HG GP 200*200'103 0.59 415*410*330 7.08 12 

140065523 LEDDownlightRc-P Rl50-11W-4000-HG GP 200*200*103 0.59 415*410*330 7.08 12 

140065524 LEDDownlightRc-P R150-11W-5700-HG GP 200*200*103 0.59 415*410*330 7.08 12 

140065525 LEDDownlightRc-P R200-15W-3000-HG GP 260*260'118 535'530'255 8 8 

140065526 LEDDownlightRc-P R200-15W-4000-HG GP 260*260'118 535'530'255 8 8 

140065527 LEDDownlightRc-P R200-15W-5700-HG GP 260*260'118 535'530'255 8 8 

140065528 LEDDownlightRc-P R200-22W-3000-HG GP 260*260'118 535'530'255 8 8 

140065529 LEDDownlightRc-P R200-22W-4000-HG GP 260*260'118 535'530'255 8 8 

140065530 LEDDownlightRc-P R200-22W-5700-HG GP 260*260'118 535'530*255 8 8 

140065531 LEDDownlightRc-P R200-33W-3000-HG GP 260*260*118 535'530*255 8 8 

140065532 LEDDownlightRc-P R200-33W-4000-HG GP 260*260*118 535*530*255 8 8 

140065533 LEDDownlightRc-P R200-33W-5700-HG GP 260*260*118 535*530*255 8 8 

140065534 LEDDownlightRc-P R150-11W-3000-DA MW GP 200*200*103 0.59 415*410*330 7.08 12 

140065535 LEDDownlightRc-P R150-11W-4000-DA MW GP 200*200*103 0.59 415'410*330 7.08 12 

140065536 LEDDownlightRc-P R150-11W-5700-DA MW GP 200'200'103 0.59 415'410*330 7.08 12 

140065537 LEDDownlightRc-P R200-15W-3000-DA MW GP 260*260'118 535'530'255 8 8 

140065538 LEDDownlightRc-P R200-15W-4000-DA MW GP 260*260'118 535'530'255 8 8 

140065539 LEDDownlightRc-P R200-15W-5700-DA MW GP 260*260*118 535'530*255 8 8 

Item Single Box(lpc/box) Outer box 

. . Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty Item Code Item Description 
(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

140065540 

140065541 

140065542 

140065543 

140065544 

140065545 

140065546 

140065547 

140065548 

140065549 

140065550 

140065551 

140065552 

140065553 

140065554 

140065555 

140065556 

140065557 

540001041510 

540001041610 

540001041710 

540001041810 

540001041910 

540001042010 

540001042110 

540001042210 

540001042310 

540001042410 

540001042510 

540001042610 

540001042710 

540001042810 

540001042910 

540001043010 

Accesory 

LEDDownlightRc-P R200-22W-3000-DA MW GP 260'260*118 535*530'255 8 

LEDDownlightRc-P R200-22W-4000-DA MW GP 260'260*118 535*530'255 8 

LEDDownlightRc-P R200-22W-5700-DA MW GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-3000-DA MW GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-4000-DA MW GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-5700-DA MW GP 260*260*118 535*530'255 8 

LEDDownlightRc-P R150-11W-3000-DA HG GP 200*200*103 0.59 415*410'330 7.08 

LEDDownlightRc-P R150-11W-4000-DA HG GP 200*200*103 0.59 415*410'330 7.08 

LEDDownlightRc-P R150-11W-5700-DA HG GP 200*200*103 0.59 415*410'330 7.08 

LEDDownlightRc-P R200-15W-3000-DA HG GP 260*260*118 535*530'255 8 

LEDDownlightRc-P R200-15W-4000-DA HG GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-15W-5700-DA HG GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-22W-3000-DA HG GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-22W-4000-DA HG GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-22W-5700-DA HG GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-3000-DA HG GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-4000-DA HG GP 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-5700-DA HG GP 260'260*178 535*530*255 8 

LEDDownlightRc-P R150-11W-3000-MW BLE 200*200'103 0.59 415*410'330 7.08 

LEDDownlightRc-P R150-11W-4000-MW BLE 200*200*103 0.59 415*410'330 7.08 

LEDDownlightRc-P R200-15W-3000-MW BLE 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-15W-4000-MW BLE 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-22W-3000-MW BLE 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-22W-4000-MW BLE 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-3000-MW BLE 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-4000-MW BLE 260*260*118 535*530'255 8 

LEDDownlightRc-P R150-11W-3000-HG BLE 200*200'103 0.59 415*410'330 7.08 

LEDDownlightRc-P R150-11W-4000-HG BLE 200*200'103 0.59 415*410'330 7.08 

LEDDownlightRc-P R200-15W-3000-HG BLE 260'260*118 535*530'255 8 

LEDDownlightRc-P R200-15W-4000-HG BLE 260'260*118 535*530'255 8 

LEDDownlightRc-P R200-22W-3000-HG BLE 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-22W-4000-HG BLE 260'260*178 535*530*255 8 

LEDDownlightRc-P R200-33W-3000-HG BLE 260'260*118 535*530*255 8 

LEDDownlightRc-P R200-33W-4000-HG BLE 260*260*118 535*530'255 8 

Item Single Box(lpc/box) Outer box 
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Pie Product Dimensions Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty MOQ 
Item Code Item Description 

(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

560009000210 LED Smartlight Switch-BLE 86x86x13.6mm 230'95'110 0.103 245*205'245 4.12 40 40 

560006000210 LED Smartlight-Rc Sensor-BLE q,92x51.6mm 100'100*70 0.192 320*215*235 3.456 18 36 

004 



Dimensional Drawing 
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Cut-out Drawing 
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Photometric Data 
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LED Downlight HZII 

Features Benefits 
• Easy Installation • Full range of sizes 4" 6" 7" 8" ideal choice for replacement projects 

• High efficacy • Die-cast aluminum design for up to 30,000 hours of life 

• Long lifespan • System efficacy up to 90Im/W 

• Ring and lamp body separate design for easy installation and improved assembly efficiency 

Specification 

Application 

Home Shopping Mall 

***** 

Hotel 

It C d It D . t· Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

540001039010 LEDDownlight Rc-HZII R100-10W-3000-WH-GP 10 0.9 850 85 55 30000 540 

540001039110 LEDDownlight Rc-HZII R100-10W-4000-WH-GP 10 0.9 900 90 55 30000 540 

540001039210 LEDDownlight Rc-HZII R100-10W-5700-WH-GP 10 0.9 900 90 55 30000 540 

540001039310 LEDDownlight Rc-HZII R150-15W-3000-WH-GP 15 0.9 1575 105 78 30000 540 

540001039410 LEDDownlight Rc-HZII R150-15W-4000-WH-GP 15 0.9 1650 110 78 30000 540 

540001039570 LEDDownlight Rc-HZII R150-15W-5700-WH-GP 15 0.9 1650 110 78 30000 540 

540001039610 LEDDownlight Rc-HZII R175-20W-3000-WH-GP 20 0.9 1860 93 106 30000 540 

540001039710 LEDDownlight Rc-HZII R175-20W-4000-WH-GP 20 0.9 2000 100 106 30000 540 

540001039810 LEDDownlight Rc-HZII R175-20W-5700-WH-GP 20 0.9 2000 100 106 30000 540 

540001039910 LEDDownlight Rc-HZII R200-30W-3000-WH-GP 30 0.9 3150 105 140 30000 520 

540001040010 LEDDownlight Rc-HZII R200-30W-4000-WH-GP 30 0.9 3300 110 140 30000 520 

540001040110 LEDDownlight Rc-HZII R200-30W-5700-WH-GP 30 0.9 3300 110 140 30000 520 

540001040210 LEDDownlight Rc-HZII R200-40W-3000-WH-GP 40 0.9 3700 92.S 175 30000 520 

540001040310 LEDDownlight Rc-HZII R200-40W-4000-WH-GP 40 0.9 4000 100 175 30000 520 

540001040410 LEDDownlight Rc-HZII R200-40W-5700-WH-GP 40 0.9 4000 100 175 30000 520 

11111 
1111 
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Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

Glow wire test 

Driver failure rate 

Weight (pc/kg) 

Packaging Information 

Electrical Supply 

80 Frequency (Hz) 

Voltage (V) 

No AC/DC 

White 

IP20 Mechanical Properties 

IK02 Optical Material 

No Housing Material 

650°C 

1% at 5000h Application Conditions 

0.166/0.216/0.397 /0.57 4 Operating Temperature 

Application Temperature 

Storage Environment 

50/60 

220-240 

AC 

Aluminium Alloy 

PC 

-10~45°C 

25°C 

-25~50°C 

CE CB 

[!] Thlslumlnalr1 
contalnsbullt-Jn 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 Ill 

Item Single Box(lpc/box) Outer box 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

540001039010 LEDDownlight Rc-HZII Rl00-l0W-3000-WH-GP 129*59*130 0.304 405*315*280 9.12 30 

540001039110 LEDDownlight Rc-HZII RlO0-l0W-4000-WH-GP 129*59*130 0.304 405*315*280 9.12 30 

540001039210 LEDDownlight Rc-HZII RlO0-l0W-5700-WH-GP 129*59*130 0.304 405*315*280 9.12 30 

540001039310 LEDDownlight Rc-HZII R150-15W-3000-WH-GP 199*192*80 0.363 415*400*425 7.26 20 

540001039410 LEDDownlight Rc-HZII Rl50-15W-4000-WH-GP 199*192*80 0.363 415*400*425 7.26 20 

540001039510 LEDDownlight Rc-HZII R150-15W-5700-WH-GP 199*192*80 0.363 415*400*425 7.26 20 

540001039610 LEDDownlight Rc-HZII R175-20W-3000-WH-GP 228*217*90 0.67 470*450*295 8.04 12 

540001039710 LEDDownlight Rc-HZII R175-20W-4000-WH-GP 228*217*90 0.67 470*450*295 8.04 12 

540001039810 LEDDownlight Rc-HZII R175-20W-5700-WH-GP 228*217*90 0.67 470*450*295 8.04 12 

540001039910 LEDDownlight Rc-HZII R200-30W-3000-WH-GP 258*251*102 0.982 530*265*435 7.856 8 

540001040010 LEDDownlight Rc-HZII R200-30W-4000-WH-GP 258*251*102 0.982 530*265*435 7.856 8 

540001040110 LEDDownlight Rc-HZII R200-30W-5700-WH-GP 258*251*102 0.982 530*265*435 7.856 8 

540001040210 LEDDownlight Rc-HZII R200-40W-3000-WH-GP 258*251*102 0.982 530*265*435 7.856 8 

540001040310 LEDDownlight Rc-HZII R200-40W-4000-WH-GP 258*251*102 0.982 530*265* 435 7.856 8 

540001040410 LEDDownlight Rc-HZII R200-40W-5700-WH-GP 258*251*102 0.982 530*265* 435 7.856 8 

Dimensional Drawing 
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007 

Cut-out Drawing 
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Photometric Data 
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LED Slim Downlight EcoMax I l l  Dim 

Featu res Benefits Application 

• High Lumen Output 

• Long lifespan 

• Up to 50% energy saving compared to conventional down light 

• Lasts 3 times longer than conventional downlight , up to 30000hrs lifetime 4 � 
. 

• Easy to Repair • Independent driver can be replaced by professionals Home Shopping Mal l  School 

• High Quality Dimming • All versions available in different light colour and with Triac dimming t1ll.fJ -� 
.1 .. 1 1F 1 1 1 1 1  

Retai l  Hotel Office 

Specification 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 

(W) Factor (Im) (l m/W) (mA) (L70B50) (pcs) 

540001014810 LEDDownlight Re-ES Ill R100-6W-Dim-3000-WH 6 0.9 450 75 60 30000 600 

540001014910 LEDDownlight Rc-ESI I I  R100-6W-Dim-4000-WH 6 0.9 480 80 60 30000 600 

540001014610 LEDDownlight Rc-ESI I I  R100-6W-Dim-6500-WH 6 0.9 480 80 60 30000 600 

540001013410 LEDDownlight Rc-ESI I I  R150-12W-Dim-3000-WH 12 0.9 900 75 105 30000 600 

540001013710 LEDDownlight Rc-ESI I I  R150-12W-Dim-4000-WH 12 0.9 960 80 105 30000 600 

540001013210 LEDDownlight Rc-ESI I I  R150-12W-Dim-6500-WH 12 0.9 960 80 105 30000 600 

540001014310 LEDDownlight Rc-ESI I I  R200-18W-Dim-3000-WH 18 0.9 1350 75 150 30000 600 

540001013670 LEDDownlight Rc-ESI I I  R200-18W-Dim-4000-WH 78 0.9 1440 80 150 30000 600 

540001013310 LEDDownlight Rc-ESI I I  R200-18W-Dim-6500-WH 78 0.9 1440 80 150 30000 600 

540001013810 LEDDownlight Rc-ESI I I  R200-24W-Dim-3000-WH 24 0.9 1800 75 180 30000 600 

540001013910 LEDDownlight Rc-ESI I I  R200-24W-Dim-4000-WH 24 0.9 1920 80 180 30000 600 

540001014270 LEDDownlight Rc-ESI I I  R200-24W-Dim-6500-WH 24 0.9 1920 80 180 30000 600 

540001013510 LEDDownlight Rc-ESI I I  S100-6W-Dim-3000-WH 6 0.9 450 75 60 30000 600 

540001014510 LEDDownlight Rc-ESI I I  S100-6W-Dim-4000-WH 6 0.9 480 80 60 30000 600 

540001014110 LEDDownlight Rc-ESI I I  S100-6W-Dim-6500-WH 6 0.9 480 80 60 30000 600 

540001014410 LEDDownlight Rc-ESI I I  S150-12W-Dim-3000-WH 12 0.9 900 75 105 30000 600 

540001014010 LEDDownlight Rc-ESI I I  S150-12W-Dim-4000-WH 12 0.9 960 80 105 30000 600 

540001013110 LEDDownlight Rc-ESI I I  Sl50-12W-Dim-6500-WH 12 0.9 960 80 105 30000 600 

540001015010 LEDDownlight Rc-ESI I I  S200-18W-Dim-3000-WH 18 0.9 1350 75 150 30000 600 

540001014710 LEDDownlight Rc-ESI I I  S200-18W-Dim-4000-WH 18 0.9 1440 80 150 30000 600 

540001015210 LEDDownlight Rc-ESI I I  S200-18W-Dim-6500-WH 18 0.9 1440 80 150 30000 600 

540001015410 LEDDownlight Rc-ESI I I  S200-24W-Dim-3000-WH 24 0.9 1800 75 180 30000 600 

540001015110 LEDDownlight Rc-ESI I I  S200-24W-Dim-4000-WH 24 0.9 1920 80 180 30000 600 

540001015310 LEDDownlight Rc-ESI I I  S200-24W-Dim-6500-WH 24 0.9 1920 80 180 30000 600 
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Technical Specifications 

CRI  

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP  

IK 

Driver integrated (Yes/No) 

Glow wire test 

Driver failure rate 

Weight (pc/kg) 

80 

Yes 

White 

IP20 

IK02 

No 

650°C 

7% at 5000h 

0.144/0.203/0.303/0.303 

0.157 /0.238/0.353/0.353 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC / DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

50/60 

220-240 

AC 

PC 

PC 

-15-45°C 

25°C 

-25-50°C 

CE CB 

[!] Thisluminalre 
contains built-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 

Packaging Information 

Item Single Box(l pc/box) Packaging Unit 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

540001014810 LEDDownlight Re-ES Ill R100-6W-Dim-3000-WH 144*144*44 0.208 445*235*305 6.24 30 

540001014910 LEDDownlight Rc-ESII I  R100-6W-Dim-4000-WH 144*144*44 0.208 445*235*305 6.24 30 

540001014610 LEDDownlight Rc-ESII I  R100-6W-Dim-6500-WH 144*144*44 0.208 445*235*305 6.24 30 

540001013410 LEDDownlight Rc-ESII I  R150-12W-Dim-3000-WH 189*166*44 0.294 390*235*350 5.88 20 

540001013710 LEDDownlight Rc-ESII I  R150-12W-Dim-4000-WH 189*166*44 0.294 390*235*350 5.88 20 

540001013210 LEDDownlight Rc-ESII I  R150-12W-Dim-6500-WH 189*166*44 0.294 390*235*350 5.88 20 

540001014310 LEDDownlight Rc-ESII I  R200-18W-Dim-3000-WH 240*216*44 0.423 495*235*235 4.23 10 

540001013610 LEDDownlight Rc-ESII I  R200-18W-Dim-4000-WH 240*216*44 0.423 495*235*235 4.23 10 

540001013310 LEDDownlight Rc-ESII I  R200-18W-Dim-6500-WH 240*216*44 0.423 495*235*235 4.23 10 

540001013810 LEDDownlight Rc-ESII I  R200-24W-Dim-3000-WH 240*216*44 0.423 495*235*235 4.23 10 

540001013910 LEDDownlight Rc-ESII I  R200-24W-Dim-4000-WH 240*216*44 0.423 495*235*235 4.23 10 

540001014210 LEDDownlight Rc-ESII I  R200-24W-Dim-6500-WH 240*216*44 0.423 495*235*235 4.23 10 

540001013510 LEDDownlight Rc-ESII I  S700-6W-Dim-3000-WH 144*144*44 0.221 445*235*305 6.63 30 

540001014510 LEDDownlight Rc-ESII I  S100-6W-Dim-4000-WH 144*144*44 0.221 445*235*305 6.63 30 

540001014110 LEDDownlight Rc-ESII I  S100-6W-Dim-6500-WH 144*144*44 0.221 445*235*305 6.63 30 

540001014410 LEDDownlight Rc-ESII I  S150-12W-Dim-3000-WH 189'184*44 0.337 390*235*385 6.74 20 

540001014010 LEDDownlight Rc-ESII I  S150-12W-Dim-4000-WH 189*184*44 0.337 390*235*385 6.74 20 

540001013110 LEDDownlight Rc-ESII I  S150-12W-Dim-6500-WH 189*184*44 0.337 390*235*385 6.74 20 

540001015010 LEDDownlight Rc-ESII I  S200-18W-Dim-3000-WH 240*234*44 0.495 495*235*250 4.95 10 

540001014710 LEDDownlight Rc-ESII I  S200-18W-Dim-4000-WH 240*234*44 0.495 495*235*250 4.95 10 

540001015210 LEDDownlight Rc-ESII I  S200-18W-Dim-6500-WH 240*234*44 0.495 495*235*250 4.95 10 

540001015410 LEDDownlight Rc-ESII I  S200-24W-Dim-3000-WH 240'234*44 0.495 495*235*250 4.95 10 

540001015110 LEDDownlight Rc-ESII I  S200-24W-Dim-4000-WH 240*234*44 0.495 495*235*250 4.95 10 

540001015310 LEDDownlight Rc-ESII I  S200-24W-Dim-6500-WH 240*234*44 0.495 495*235*250 4.95 10 
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Dimensiona l  Drawing 

0 □ 
A --

Photometric Data 

6W/12W/18W/24W 

Dim mer List 

Manufacturer Model 

PH ILIPS SED-200A 

MK EX8501 

MK SX8501 

CLIPSAL 5/I/E32 

Schneider KB32V500 

STEP E033N 

Panasonic WEG 57813 

Legrand 281084 

Legrand 617030 

01 1  

ID 

Type A(mm) C(mm) 

LED DL-RC-ESIII R100 6W Dim 

LED DL-RC-ESIII R150 12W Dim 

LED DL-RC-ESIII R200 18W Dim 

LED DL-RC-ESIII R200 24W Dim 

<D172 

©162 

<D212 

<D212 

29 

29 

29 

29 

Type A(mm) B(mm) H(mm) 

LED DL-RC-ESIII 5100 6W Dim 112 712 29 

LED DL-RC-ESIII 5150 12W Dim 162 762 29 

LED DL-RC-ESIII 5200 18W Dim 272 212 29 

LED DL-RC-ESIII 5200 24W Dim 212 212 29 

==---==----= 

I 

LED S l im  Down l ight EcoMax I l l  H PF 

Features Benefits Application 

• High efficacy 

• High lumen output 

• Up to 50% energy saving compared to conventional down light 

• Lasts 3 times longer than conventional down light, up to30000hrs lifetime lD a 
• Look good • A slim, stylish body gives this luminaire a modern aesthetic that brings beauty to any space Home Shopping Mall School 

• High PF 

• Long lifespan 
Conference Room Hospital 

Specification 

It C d It D . 1. Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

540001035610 LEDDownlight Rc-HPF ESIII R100-6W-3000-WH 6 0.9 480 80 29 30000 600 

540001034810 LEDDownlight Rc-HPF ESIII R100-6W-4000-WH 6 0.9 480 80 29 30000 600 

540001034910 LEDDownlight Rc-HPF ESIII R100-6W-6500-WH 6 0.9 480 80 29 30000 600 

540001034410 LEDDownlight Rc-HPF ESIII R150-12W-3000-W 12 0.9 960 80 58 30000 600 

540001034510 LEDDownlight Rc-HPF ESIII R150-12W-4000-W 12 0.9 960 80 58 30000 600 

540001033910 LEDDownlight Rc-HPF ESIII R150-12W-6500-W 12 0.9 960 80 58 30000 600 

540001034610 LEDDownlight Rc-HPF ESIII R200-18W-3000-W 18 0.9 1440 80 80 30000 600 

540001036110 LEDDownlight Rc-HPF ESIII R200-18W-4000-W 18 0.9 1440 80 80 30000 600 

540001035210 LEDDownlight Rc-HPF ESIII R200-18W-6500-W 18 0.9 1440 80 80 30000 600 

540007035710 LEDDownlight Rc-HPF ESIII R200-24W-3000-W 24 0.9 1920 80 108 30000 600 

540001034310 LEDDownlight Rc-HPF ESIII R200-24W-4000-W 24 0.9 1920 80 108 30000 600 

540001035310 LEDDownlight Rc-HPF ESIII R200-24W-6500-W 24 0.9 1920 80 108 30000 600 

540007035010 LEDDownlight Rc-HPF ESIII 5700-6W-3000-WH 6 0.9 480 80 29 30000 600 

540001035510 LEDDownlight Rc-HPF ESIII 5100-6W-4000-WH 6 0.9 480 80 29 30000 600 

540001035110 LEDDownlight Rc-HPF ESIII 5100-6W-6500-WH 6 0.9 480 80 29 30000 600 

540001035810 LEDDownlight Rc-HPF ESIII 5150-12W-3000-W 12 0.9 960 80 58 30000 600 

540001036210 LEDDownlight Rc-HPF ESIII 5150-12W-4000-W 12 0.9 960 80 58 30000 600 

540001036010 LEDDownlight Rc-HPF ESIII 5150-12W-6500-W 12 0.9 960 80 58 30000 600 

540001034110 LEDDownlight Rc-HPF ESIII 5200-18W-3000-W 18 0.9 1440 80 80 30000 600 

540007034270 LEDDownlight Rc-HPF ESIII 5200-18W-4000-W 18 0.9 1440 80 80 30000 600 

540001034710 LEDDownlight Rc-HPF ESIII 5200-18W-6500-W 18 0.9 1440 80 80 30000 600 

540001034010 LEDDownlight Rc-HPF ESIII 5200-24W-3000-W 24 0.9 1920 80 108 30000 600 

540001035910 LEDDownlight Rc-HPF ESIII 5200-24W-4000-W 24 0.9 1920 80 108 30000 600 

540001035410 LEDDownlight Rc-HPF ESIII 5200-24W-6500-W 24 0.9 1920 80 108 30000 600 
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Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

G low wire test 

Driver failure rate 

Weight (pc/kg) 

80 

No 

White 

IP20 

IK02 

Yes 

650°C 

1% at 5000h 

0.12/0.18/0.275/0.135 

0.21/0.325 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Optical Material 

Housing Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

50/60 

220-240 

AC 

PC 

PC 

-10~45°C 

25°C 

-25~50°C 

CE CB 

[!] ;h;,1,.;,.;,. 
containsbullt•in 
LED lamps. 

The lamps cannot be changed 

in the luminaire. 

874/2012 

Packagi ng I nfo rmat ion 

01 3 

Item Single Box(1pc/box) Outer box 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

540001035610 LEDDownlight Rc-HPF ESIII R100-6W-3000-WH 144*44*129 0.186 445*235*275 5.58 30 

540001034810 LEDDownlight Rc-HPF ESIII R100-6W-4000-WH 144*44*129 0.186 445*235*275 5.58 30 

540001034910 LEDDownlight Rc-HPF ESIII R100-6W-6500-WH 144*44*129 0.186 445*235*275 5.58 30 

540001034410 LEDDownlight Rc-HPF ESIII R150-12W-3000-W 189*44*166 0.268 390*235*350 5.36 20 

540001034510 LEDDownlight Rc-HPF ESIII R150-12W-4000-W 189*44*166 0.268 390*235*350 5.36 20 

540001033910 LEDDownlight Rc-HPF ESIII R150-12W-6500-W 189*44*166 0.268 390*235*350 5.36 20 

540007034610 LEDDownlight Rc-HPF ESII I  R200-18W-3000-W 240*44*216 0.41 495*235*235 4.1 10 

540001036110 LEDDownlight Rc-HPF ESIII R200-18W-4000-W 240*44*216 0.41 495*235*235 4.1 10 

540001035210 LEDDownlight Rc-HPF ESIII R200-18W-6500-W 240*44*216 0.41 495*235*235 4.1 10 

540007035710 LEDDownlight Rc-HPF ESII I  R200-24W-3000-W 240*44*216 0.41 495*235*235 4.1 10 

540001034310 LEDDownlight Rc-HPF ESIII R200-24W-4000-W 240*44*216 0.41 495*235*235 4.1 10 

540001035310 LEDDownlight Rc-HPF ESIII R200-24W-6500-W 240*44*216 0.41 495*235*235 4.1 10 

540001035010 LEDDownlight Rc-HPF ESIII S700-6W-3000-WH 144*44*144 0.202 445*235*305 6.06 30 

540001035510 LEDDownlight Rc-HPF ESIII 5100-6W-4000-WH 144'44'144 0.202 445*235*305 6.06 30 

540001035110 LEDDownlight Rc-HPF ESIII 5100-6W-6500-WH 144*44*144 0.202 445*235*305 6.06 30 

540001035810 LEDDownlight Rc-HPF ESIII 5150-12W-3000-W 189*44*184 0.309 390*235*385 6.18 20 

540001036210 LEDDownlight Rc-HPF ESIII 5150-12W-4000-W 189*44'184 0.309 390*235*385 6.18 20 

540001036010 LEDDownlight Rc-HPF ESIII 5150-12W-6500-W 189*44*184 0.309 390'235*385 6.18 20 

540001034110 LEDDownlight Rc-HPF ESIII 5200-18W-3000-W 240*44*234 0.47 495*235*250 4.7 10 

540001034210 LEDDownlight Rc-HPF ESIII 5200-18W-4000-W 240*44*234 0.47 495*235*250 4.7 10 

540001034710 LEDDownlight Rc-HPF ESIII 5200-18W-6500-W 240*44*234 0.47 495*235*250 4.7 10 

540007034010 LEDDownlight Rc-HPF ESIII 5200-24W-3000-W 240*44*234 0.47 495*235*250 4.7 10 

540001035910 LEDDownlight Rc-HPF ESIII 5200-24W-4000-W 240*44*234 0.47 495*235*250 4.7 10 

540001035410 LEDDownlight Rc-HPF ESIII 5200-24W-6500-W 240*44*234 0.47 495*235*250 4.7 10 

Dimens iona l  D rawing 
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Cut-out Drawing 
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Features 
• High Lumen Output 

• Long lifespan 

• Easy to installation 

Specification 

LED Slim Downlight EcoMax II 

Benefits 
• Up to 50% energy saving compared to conventional down light 

• Lasts 3 times longer than conventional down light, up to 30000hrs lifetime 

• Driver on board in compact size ensure 1 step plug-and-play installation 

App l icat ion 

a} 4 
Home Shopping Mal l  School 

Conference Room Hospital 

It C d It D . 1. Power Power Lumen Efficacy Input Current CRI 
Rated Current CCT Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (mA) (K) (L70B50) (pcs) 

140053269 LEDDownlightRc-ESII R100-6W-3000-WH-NV 6 0.45 380 63 110 80 55 3000 30000 600 

140053270 LEDDownlightRc-ESII R100-6W-4000-WH-NV 6 0.45 400 67 110 80 55 4000 30000 600 

140053271 LEDDownlightRc-ESII R700-6W-6000-WH-NV 6 0.45 400 67 no 80 55 6000 30000 600 

140053272 LEDDownlightRc-ESII R150-12W-3000-WH-NV 12 0.50 810 68 110 80 100 3000 30000 600 

140053273 LEDDownlightRc-ESI  I R150-12W-4000-WH-NV 12 0.50 850 71 110 80 100 4000 30000 600 

140053274 LEDDownlightRc-ESI  I R150-12W-6000-WH-NV 12 0.50 850 71 no 80 100 6000 30000 600 

140053275 LEDDownlightRc-ESII R200-18W-3000-WH-NV 18 0.50 1250 69 110 80 155 3000 30000 600 

140053276 LEDDownlightRc-ESI  I R200-18W-4000-WH-NV 18 0.50 1300 72 110 80 155 4000 30000 600 

140053277 LEDDownlightRc-ESII R200-18W-6000-WH-NV 18 0.50 1300 72 no 80 155 6000 30000 600 

140053278 LEDDownlightRc-ESII R200-24W-3000-WH-NV 24 0.50 1620 68 110 80 190 3000 30000 600 

140053279 LEDDownlightRc-ESII R200-24W-4000-WH-NV 24 0.50 1700 71 110 80 190 4000 30000 600 

140053280 LEDDownlightRc-ESII R200-24W-6000-WH-NV 24 0.50 1700 71 no 80 190 6000 30000 600 

140053281 LEDDownlightRc-ESII 5100-6W-3000-WH-N V 6 0.45 380 63 110 80 55 3000 30000 600 

140053282 LEDDownlightRc-ESII 5100-6W-4000-WH-NV 6 0.45 400 67 110 80 55 4000 30000 600 

140053283 LEDDownlightRc-ESII 5100-6W-6000-WH-NV 6 0.45 400 67 no 80 55 6000 30000 600 

140053284 LEDDownlightRc-ESII 5150-12W-3000-WH-NV 12 0.50 810 68 no 80 100 3000 30000 600 

140053285 LEDDownlightRc-ESI  I 5150-12W-4000-WH-NV 12 0.50 850 71 110 80 100 4000 30000 600 

140053286 LEDDownlightRc-ESI  I 5150-12W-6000-WH-NV 12 0.50 850 71 no 80 100 6000 30000 600 

140053287 LEDDownlightRc-ESII 5200-18W-3000-WH-NV 18 0.50 1250 69 no 80 155 3000 30000 600 

140053288 LEDDownlightRc-ESII 5200-18W-4000-WH-NV 18 0.50 1300 72 110 80 155 4000 30000 600 

140053289 LEDDownlightRc-ESI  I 5200-18W-6000-WH-NV 18 0.50 1300 72 no 80 155 6000 30000 600 

140053290 LEDDownlightRc-ESII 5200-24W-3000-WH-NV 24 0.50 1620 68 110 80 190 3000 30000 600 

140053291 LEDDownlightRc-ESII 5200-24W-4000-WH-NV 24 0.50 1700 71 110 80 190 4000 30000 600 

140053292 LEDDownlightRc-ESII 5200-24W-6000-WH-NV 24 0.50 1700 71 110 80 190 6000 30000 600 
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It C d It D . 1. Power Power Lumen Efficacy Input Current CRI 
Rated Current CCT Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (mA) (K) (L70B50) (pcs) 

140058004 LEDDownlightSm-ESII RlOO WH-GP I I I I I I I I I 
140058005 LEDDownlightSm-ESII R150 WH-GP I I I I I I I I I 
140058006 LEDDownlightSm-ESII R200 WH-GP I I I I I I I I I 
140058007 LEDDownlightSm-ESII 5100 WH-GP I I I I I I I I I 
140058008 LEDDownlightSm-ESII 5150 WH-GP I I I I I I I I I 
140058009 LEDDownlightSm-ESII 5200 WH-GP I I I I I I I I I 

Technical Specifications 

On / Off Cycles 50,000 

Electrical Supply 

Frequency (Hz) 50/60 CE CB 
Colour Consistency (SDCM) 

Dimmable 

Beam Angle (0) 

Finishing Colour 

IP 

Driver Integrated (Yes/No) 

Glow Wire Test 

Driver Failure Rate 

Weight (kg/pc) 

6 

No 

110 

White 

IP44, IP20 for recessed parts 

YES 

650°C 

1%at 5000h 

0.13/0.23/0.41/0.41/0.15 

0.24/0.51/0.51 

Voltage (V) 

AC/DC 

Mechanical Properties 

Optical Material 

Housing Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

220-240 

AC 

Metal 

PMMA 

-10-40°C 

25°C 

-25-50°C 

[!] Thlslumlnalr• 

contains built-in 

LED lamps. 

Thelampscannotbechanged 
lnthelumlnalre. 

874/2012 Ill 

Packaging Information 

Item Single Box(lpc/box) Outer box 

1000 

1000 

1000 

1000 

1000 

1000 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

140053269 LEDDownlightRc-ESII R100-6W-3000-WH-NV 132*132*55 0.21 303*282*308 4.16 20 

140053270 LEDDownlightRc-ESII R100-6W-4000-WH-NV 132*132'55 0.21 303*282*308 4.16 20 

140053271 LEDDownlightRc-ESII R100-6W-6000-WH-NV 132*132*55 0.21 303*282*308 4.16 20 

140053272 LEDDownlightRc-ESII R150-12W-3000-WH-NV 190*190*53 0.41 571*212*213 4.14 10 

140053273 LEDDownlightRc-ESII R150-12W-4000-WH-NV 190*190*53 0.41 571*212*213 4.14 10 

140053274 LEDDownlightRc-ESI I R150-12W-6000-WH-NV 190*190*53 0.41 571*212*213 4.14 10 

140053275 LEDDownlightRc-ESII R200-18W-3000-WH-NV 248*248*55 0.67 591*273*271 6.69 10 

140053276 LEDDownlightRc-ESI I R200-18W-4000-WH-NV 248*248*55 0.67 591*273*271 6.69 10 

140053277 LEDDownlightRc-ESI I R200-18W-6000-WH-NV 248*248*55 0.67 591*273*271 6.69 10 

140053278 LEDDownlightRc-ESII R200-24W-3000-WH-NV 248*248*55 0.67 591*273*271 6.69 10 

140053279 LEDDownlightRc-ESII R200-24W-4000-WH-NV 248*248*55 0.67 591*273*277 6.69 10 

140053280 LEDDownlightRc-ESII R200-24W-6000-WH-NV 248*248*55 0.67 591*273*271 6.69 10 

140053281 LEDDownlightRc-ESII 5100-6W-3000-WH-NV 150*150*55 0.23 335*317*308 4.56 20 

140053282 LEDDownlightRc-ESII 5100-6W-4000-WH-NV 150*150*55 0.23 335*317*308 4.56 20 

140053283 LEDDownlightRc-ESII 5100-6W-6000-WH-NV 150*150*55 0.23 335*317*308 4.56 20 

140053284 LEDDownlightRc-ESII 5150-12W-3000-WH-NV 210*210*53 0.42 570*233*231 4.21 10 

140053285 LEDDownlightRc-ESII 5150-12W-4000-WH-NV 210*210*53 0.42 570*233*231 4.21 10 

140053286 LEDDownlightRc-ESI I 5150-12W-6000-WH-NV 210*210*53 0.42 570*233*231 4.21 10 

140053287 LEDDownlightRc-ESII 5200-18W-3000-WH-NV 273*273*55 0.77 590*296*294 7.68 10 

140053288 LEDDownlightRc-ESII 5200-18W-4000-WH-NV 273*273*55 0.77 590*296*294 7.68 10 

140053289 LEDDownlightRc-ESI I 5200-18W-6000-WH-NV 273*273*55 0.77 590*296*294 7.68 10 

140053290 LEDDownlightRc-ESII 5200-24W-3000-WH-NV 273*273*55 0.77 590*296*294 7.68 10 

140053291 LEDDownlightRc-ESII 5200-24W-4000-WH-NV 273*273*55 0.77 590*296*294 7.68 10 

140053292 LEDDownlightRc-ESII 5200-24W-6000-WH-NV 273*273*55 0.77 590*296*294 7.68 10 

017 

Item Single Box(lpc/box) Outer box 

I C d I D . . 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

tern o e tern escnpt,on 
(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

140058004 LEDDownlightSm-ESII RlOO WH-GP 120*120*63 0.173 620*500*410 

140058005 LEDDownlightSm-ESII R150 WH-GP 170*170*63 0.261 700*530*410 

140058006 LEDDownlightSm-ESII R200 WH-GP 220*220*63 0.369 680*500*410 

140058007 LEDDownlightSm-ESII 5100 WH-GP 120*120*63 0.191 620*500*410 

140058008 LEDDownlightSm-ESII 5150 WH-GP 170*170*63 0.297 700*530*410 

740058009 LEDDownlightSm-ESII 5200 WH-GP 220*220*63 0.433 680*500*410 

Dimensional Drawing 
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Type A(mm) B(mm) C(mm) 
LEDDL-Sm-ESII RlOO-WH-GP 115 I 60 

LEDDL-Sm-ESII R150-WH-GP 165 I 60 

LEDDL-Sm-ESII R200-WH-GP 215 I 60 

LEDDL-Sm-ESII 5700-WH-GP 715 115 60 

LEDDL-Sm-ESII 5150-WH-GP 165 165 60 

LEDDL-Sm-ESII 5200-WH-GP 215 215 60 
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OPPLE 

Featu res 

• High Lumen Output 

• Long lifespan 

• Easy Installation 

• Looking Good 

Specif icat ion 

LED Slim Downlight EcoMax II SM 

Benefits 

• Up to 50% energy saving compared to conventional down light 

• Lasts 3 times longer than conventional downlight, up to 30000hrs lifetime 

• Light housing and driver on board design ensure 1 step plug-and-play 

• A slim, stylish body gives this luminaire a modern aesthetic that brings beauty to any space 

App l icat ion 

(;) 4  
Home Shopping Mal l  

Hospital 

It C d It D . 1. Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escnp 10n (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

540002000510 LEDDownlightSm-ESII R100-6W-3000-WH-NV 6 0.5 450 75 45 30000 600 

540002002510 LEDDownlightSm-ESII R100-6W-4000-WH-NV 6 0.5 450 75 45 30000 600 

540002001710 LEDDownlightSm-ESII R100-6W-6000-WH-NV 6 0.5 450 75 45 30000 600 

540002001910 LEDDownlightSm-ESII R150-12W-3000-WH-NV 12 0.5 1000 83 90 30000 600 

540002001210 LEDDownlightSm-ESII R150-12W-4000-WH-NV 12 0.5 1000 83 90 30000 600 

540002002110 LEDDownlightSm-ESII R150-12W-6000-WH-NV 12 0.5 1000 83 90 30000 600 

540002002610 LEDDownlightSm-ESII R200-18W-3000-WH-NV 18 0.5 1500 83 135 30000 600 

540002000310 LEDDownlightSm-ESII R200-18W-4000-WH-NV 18 0.5 1500 83 135 30000 600 

540002001810 LEDDownlightSm-ESI I R200-18W-6000-WH-NV 18 0.5 1500 83 135 30000 600 

540002000610 LEDDownlightSm-ESII R200-24W-3000-WH-NV 24 0.5 2000 83 180 30000 600 

540002000410 LEDDownlightSm-ESII R200-24W-4000-WH-NV 24 0.5 2000 83 180 30000 600 

540002001510 LEDDownlightSm-ESII R200-24W-6000-WH-NV 24 0.5 2000 83 180 30000 600 

540002000810 LEDDownlightSm-ESII 5100-6W-3000-WH-NV 6 0.5 450 75 45 30000 600 

540002002010 LEDDownlightSm-ESII 5100-6W-4000-WH-NV 6 0.5 450 75 45 30000 600 

540002001310 LEDDownlightSm-ESII 5700-6W-6000-WH-NV 6 0.5 450 75 45 30000 600 

540002001010 LEDDownlightSm-ESI I 5150-12W-3000-WH-NV 12 0.5 1000 83 90 30000 600 

540002001410 LEDDownlightSm-ESII 5150-12W-4000-WH-NV 12 0.5 1000 83 90 30000 600 

540002002310 LEDDownlightSm-ESI I 5150-12W-6000-WH-NV 12 0.5 1000 83 90 30000 600 

540002002410 LEDDownlightSm-ESII 5200-18W-3000-WH-NV 18 0.5 1500 83 135 30000 600 

540002001610 LEDDownlightSm-ESI I 5200-18W-4000-WH-NV 18 0.5 1500 83 135 30000 600 

540002002210 LEDDownlightSm-ESI I 5200-18W-6000-WH-NV 18 0.5 1500 83 135 30000 600 

540002000710 LEDDownlightSm-ESII 5200-24W-3000-WH-NV 24 0.5 2000 83 180 30000 600 

540002001110 LEDDownlightSm-ESII 5200-24W-4000-WH-NV 24 0.5 2000 83 180 30000 600 

540002000910 LEDDownlightSm-ESII 5200-24W-6000-WH-NV 24 0.5 2000 83 180 30000 600 

School 
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Technical Specifications 

CRI 80 

Electrical Supply 

Frequency (Hz) 50/60 CE CB 
Colour Consistency (SDCM) 

Dimmable No 

Housing Colour White 

IP IP20 

IK IK02 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Driver failure rate 1% at 5000h 

Voltage (V) 

AC/DC 

Mechanical Properties 

Optical Material 

Housing Material 

Appl ication Conditions 

220-240 

AC 

PP+lrom 

PMMA 

[!] rn,,,.,.,,� 
,ontainsbuilt-in 
LED lamps. 

The lamps cannot be changed 
i n the luminaire. 

Weight (pc/kg) 0.187 /0.322/0.557 /0.557 

0.227 /0.387 /0.687 /0.687 

Operating Temperature -15-45°C 
874/2012 

Application Temperature 25°C 

Storage Environment -25-50°C 

Packaging Information 

Item Single Box(lpc/box) Outer box 

I C d I D . . Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty tern o e tern escnpt,on (LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

540002000510 LEDDownlightSm-ESII Rl00-6W-3000-WH-NV 129*46*132 0.248 405*250*285 7.44 30 

540002002510 LEDDownlightSm-ESII Rl00-6W-4000-WH-NV 129*46*132 0.248 405*250'285 7.44 30 

540002001710 LEDDownlightSm-ESII Rl00-6W-6000-WH-NV 129*46*132 0.248 405'250'285 7.44 30 

540002001910 LEDDownlightSm-ESII Rl50-12W-3000-WH-NV 171'46'174 0.418 360'250*370 8.36 20 

540002001210 LEDDownlightSm-ESII Rl50-12W-4000-WH-NV 171*46*174 0.418 360*250*370 8.36 20 

540002002110 LEDDownlightSm-ESII Rl50-12W-6000-WH-NV 171*46*174 0.418 360'250*370 8.36 20 

540002002610 LEDDownlightSm-ESII R200-18W-3000-WH-NV 228'46'231 0.715 470'250*250 7.15 10 

540002000310 LEDDownlightSm-ESII R200-18W-4000-WH-NV 228'46'231 0.715 470'250*250 7.15 10 

540002001810 LEDDownlightSm-ESII R200-18W-6000-WH-NV 228'46'231 0.715 470'250*250 7.15 10 

540002000610 LEDDownlightSm-ESII R200-24W-3000-WH-NV 228*46'231 0.715 470'250*250 7.15 10 

540002000410 LEDDownlightSm-ESII R200-24W-4000-WH-NV 228*46'231 0.715 470'250'250 7.15 10 

540002001510 LEDDownlightSm-ESII R200-24W-6000-WH-NV 228*46*231 0.715 470'250'250 7.15 10 

540002000810 LEDDownlightSm-ESII S100-6W-3000-WH-NV 129*46'132 0.288 405'250'285 8.64 30 

540002002010 LEDDownlightSm-ESII S100-6W-4000-WH-NV 129*46'132 0.288 405'250'285 8.64 30 

540002001310 LEDDownlightSm-ESII S100-6W-6000-WH-NV 129*46*132 0.288 405'250*285 8.64 30 

540002001010 LEDDownlightSm-ESII 5150-12W-3000-WH-NV 171'46'174 0.483 360'250*370 9.66 20 

540002001410 LEDDownlightSm-ESll 5150-12W-4000-WH-NV 171'46'174 0.483 360'250*370 9.66 20 

540002002310 LEDDownlightSm-ESI I 5150-12W-6000-WH-NV 171*46'174 0.483 360'250*370 9.66 20 

540002002410 LEDDownlightSm-ESI I 5200-18W-3000-WH-NV 228*46'231 0.845 470'250'250 8.45 10 

540002001610 LEDDownlightSm-ESI I 5200-18W-4000-WH-NV 228'46'231 0.845 470'250*250 8.45 10 

540002002210 LEDDownlightSm-ESI I 5200-18W-6000-WH-NV 228'46'231 0.845 470'250*250 8.45 10 

540002000710 LEDDownlightSm-ESII 5200-24W-3000-WH-NV 228*46'231 0.845 470'250'250 8.45 10 

540002001110 LEDDownlightSm-ESII 5200-24W-4000-WH-NV 228*46'231 0.845 470'250'250 8.45 10 

540002000910 LEDDownlightSm-ESII 5200-24W-6000-WH-NV 228'46'231 0.845 470'250*250 8.45 10 
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Di mens iona l D rawing 

□ 
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Photometric Data 

cd 450 Im 

- co-c1ao - C90-C270 

6W 

cd 1500 Im 
- co-c1ao - C90-C270 

18W 

l LED DL-5F-E511 Rl 00 6W 

LED DL-5F-E511 Rl 50 1 2W 

LED DL-5F-E511 R200 1 8W 

LED DL-5F-E511 R200 24W 

LED DL-5F-E511 5 1 00 6W 

LED DL-5F-E511 5 1 50 1 2W 

LED DL-5F-E511 5200 1 8W 

LED DL-5F-E511 5200 24W 

cd 

- co-ClBO 

cd 

- co-c1ao - C90-C270 

12W 

24W 

A(mm) B(mm) 

CD 7 24 

CD 1 66 

(1)223 

CD223 

40 

40 

40 
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A(mm) B(mm) C(mm) 
1 24 

1 66 
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223 

1 24 

1 66 

223 

223 

1000 Im 

1500 Im 

40 

40 

40 

40 
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LED Spotlight HJ 

Features Benefits Application 
• 1-lOV dimming • Tune light intensity to suit your environment or the time of day 

• New designed compound-eye lens • Accurate light-shape control and uniform light distribution 

• Aluminum die-casting heat sink • Superb heat control enables better efficiency 
Home Hotel Restauiant 

• Multiple choices of beam angle powers • Accommodate different display areas and applications 

• Horizontal rotate 355°, vertical rotate35° • Flexible adjustment for accent lighting 

Reta i l  

Specification 

Power Power Lumen Efficacy Input Current Lifetime MOQ Item Code Item Description (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

140056827 LEDSpotRA-HJ 70W-3000-76D-WH-GP 70 0.94 800 80 50 30000 300 

740056828 LEDSpotRA-HJ 70W-3000-24D-WH-GP 10 0.94 850 85 50 30000 300 

140056829 LEDSpotRA-HJ 70W-3000-36D-WH-GP 10 0.94 850 85 50 30000 300 

140056830 LEDSpotRA-HJ 10W-4000-16D-WH-GP 10 0.94 800 80 50 30000 300 

740056831 LEDSpotRA-HJ 70W-4000-24D-WH-GP 10 0.94 850 85 50 30000 300 

140056832 LEDSpotRA-HJ 70W-4000-36D-WH-GP 10 0.94 850 85 50 30000 300 

140056833 LEDSpotRA-HJ 16W-3000-16D-WH-GP 16 0.94 1400 88 75 30000 300 

740056834 LEDSpotRA-HJ 76W-3000-24D-WH-GP 16 0.94 7400 88 75 30000 300 

140056835 LEDSpotRA-HJ 16W-3000-36D-WH-GP 16 0.94 1440 90 75 30000 300 

140056836 LEDSpotRA-HJ 76W-4000-16D-WH-GP 16 0.94 1400 88 75 30000 300 

140056837 LEDSpotRA-HJ 16W-4000-24D-WH-GP 16 0.94 1400 88 75 30000 300 

140056838 LEDSpotRA-HJ 16W-4000-36D-WH-GP 16 0.94 1440 90 75 30000 300 

140056839 LEDSpotRA-HJ 30W-3000-16D-WH-GP 30 0.94 2800 93 150 30000 300 

140056840 LEDSpotRA-HJ 30W-3000-24D-WH-GP 30 0.94 2800 93 150 30000 300 

140056841 LEDSpotRA-HJ 30W-3000-36D-WH-GP 30 0.94 2900 97 150 30000 300 

140056842 LEDSpotRA-HJ 30W-4000-16D-WH-GP 30 0.94 2800 93 150 30000 300 

740056843 LEDSpotRA-HJ 30W-4000-24D-WH-GP 30 0.94 2800 93 150 30000 300 

140056844 LEDSpotRA-HJ 30W-4000-36D-WH-GP 30 0.94 2900 97 150 30000 300 

140056845 LEDSpotRA-HJ 40W-3000-17D-WH-GP 40 0.94 4000 100 190 30000 300 

740056846 LEDSpotRA-HJ 40W-3000-24D-WH-GP 40 0.94 4000 700 190 30000 300 

140056847 LEDSpotRA-HJ 40W-3000-36D-WH-GP 40 0.94 4000 100 190 30000 300 

140056848 LEDSpotRA-HJ 40W-4000-17D-WH-GP 40 0.94 4000 100 190 30000 300 

740056849 LEDSpotRA-HJ 40W-4000-24D-WH-GP 40 0.94 4000 700 190 30000 300 

140056850 LEDSpotRA-HJ 40W-4000-36D-WH-GP 40 0.94 4000 100 190 30000 300 

023  

I t  D . 1. Power Power Lumen Efficacy Input Current Lifetime MOQ Item Code em escnp ,on 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

541003034010 

541003034170 

541003034210 

541003034310 

Technical Specifications 

CRI 

LEDSpotRA-HJ 10W-Dim-3000-24D-WH-GP 

LEDSpotRA-HJ 16W-Dim-3000-24D-WH-GP 

LEDSpotRA-HJ 30W-Dim-3000-24D-WH-GP 

LEDSpotRA-HJ 40W-Dim-3000-24D-WH-GP 

80 

Colour Consistency (SDCM) < 6  

Dimmable No 

Housing Colour White 

Beam Angle(0) 16/17 /24/36 

IP IP20 

IK IK02 

Driver integrated (Yes/No) No 

Glow wire test 650°C 

Driver failure rate 1% at 5000h 

Weight (pc/kg) 0.25/0.39/0.69/0.96 

Packaging Information 

10 

16 

30 

40 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

0.94 

0.94 

0.94 

0.94 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

800 

850 

2800 

4000 

50/60 

220-240 

AC 

Aluminum 

pc 

-25-50°C 

25°c 

-25-50°C 

80 

53 

93 

100 

50 

75 

150 

190 

30000 

30000 

30000 

30000 

CE CB 
, .. �. 

1-1ov • 

[I] Thisluminaire 
contains built-In 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 -
Item Single Box(lpc/box) Packaging Unit 

300 

300 

300 

300 

C d I D . 1. Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty Item O e tern escr,p ,on 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140056827 LEDSpotRA-HJ 10W-3000-16D-WH-GP 173*116*90 0.38 608*541208 11 30 

140056828 LEDSpotRA-HJ 10W-3000-24D-WH-GP 173*116*90 0.38 608*541208 11 30 

140056829 LEDSpotRA-HJ 10W-3000-36D-WH-GP 173*116'90 0.38 608*541208 11 30 

140056830 LEDSpotRA-HJ 10W-4000-16D-WH-GP 173'116'90 0.38 608*547208 11 30 

140056831 LEDSpotRA-HJ 10W-4000-24D-WH-GP 773*176*90 0.38 608*547208 11 30 

140056832 LEDSpotRA-HJ 10W-4000-36D-WH-GP 773*176*90 0.38 608*541208 11 30 

140056833 LEDSpotRA-HJ 16W-3000-16D-WH-GP 150'122*100 0.42 620*508*224 13 32 

140056834 LEDSpotRA-HJ 16W-3000-24D-WH-GP 150'122*100 0.42 620*508*224 13 32 

740056835 LEDSpotRA-HJ 16W-3000-36D-WH-GP 150*122*100 0.42 620*508*224 13 32 

140056836 LEDSpotRA-HJ 16W-4000-16D-WH-GP 750'122*100 0.42 620*508*224 73 32 

140056837 LEDSpotRA-HJ 16W-4000-24D-WH-GP 750*722*100 0.42 620*508*224 13 32 

140056838 LEDSpotRA-HJ 76W-4000-36D-WH-GP 750*722*100 0.42 620*508*224 13 32 

140056839 LEDSpotRA-HJ 30W-3000-16D-WH-GP 158*158*125 0.73 652*492*274 18 24 

140056840 LEDSpotRA-HJ 30W-3000-24D-WH-GP 158*158*125 0.73 652* 492*27 4 18 24 

140056841 LEDSpotRA-HJ 30W-3000-36D-WH-GP 158*158*125 0.73 652* 492*27 4 18 24 

740056842 LEDSpotRA-HJ 30W-4000-16D-WH-GP 158*158*125 0.73 652* 492*27 4 18 24 

740056843 LEDSpotRA-HJ 30W-4000-24D-WH-GP 758*158*125 0.73 652*492*274 18 24 

140056844 LEDSpotRA-HJ 30W-4000-36D-WH-GP 758*158*725 0.73 652*492*274 78 24 
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Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140056845 LEDSpotRA-HJ 40W-3000-17D-WH-GP 

140056846 LEDSpotRA-HJ 40W-3000-24D-WH-GP 

140056847 LEDSpotRA-HJ 40W-3000-36D-WH-GP 

140056848 LEDSpotRA-HJ 40W-4000-17D-WH-GP 

140056849 LEDSpotRA-HJ 40W-4000-24D-WH-GP 

140056850 LEDSpotRA-HJ 40W-4000-36D-WH-GP 

541003034010 LEDSpotRA-HJ l0W-Dim-3000-24D-WH-GP 

541003034110 LEDSpotRA-HJ 16W-Dim-3000-24D-WH-GP 

541003034210 LEDSpotRA-HJ 30W-Dim-3000-24D-WH-GP 

541003034310 LEDSpotRA-HJ 40W-Dim-3000-24D-WH-GP 

Dimensional Drawing 

� 
C ut-o u t  -

1 - D - 1  

Photometric Data 

16D 

24D 

025 

184*184*160 

184*184*160 

184*184*160 

184*184*160 

184*184*160 

184*184*160 

173*116*90 

150*122*100 

158*158*125 

184*184*160 

1.1 570*384 *344 13 

1.1 570*384 *344 13 

1.1 570*384 *344 13 

1.1 570*384 *344 13 

1.1 570*384 *344 13 

1.1 570*384 *344 13 

0.38 608*541208 11 

0.42 620*508*224 13 

0.73 652*492*274 18 

1.1 570*384 *344 13 

Type H(mm) D(mm) C(mm) 

LED SP-RA HJlOW 

LED SP-RA HJ16W 

LED SP-RA HJ 30W 

LED SP-RA HJ 40W 

17D 

36D 

57 

82 

109 

140 

85 

116 

138 

170 

75 

100 

125 

150 

12 

12 

12 

12 

12 

12 

30 

32 

24 

12 LED Spot l ight G rid HJ 

Features Benefits Application 
• New designed compound-eye lens 

• Accurate light-shape control and uniform light distribution 

• Aluminum die-casting heat sink 
• Superb heat control enables better efficiency 

• Multiple choices of beam angle & powers 
• Accommodate different display areas and applications 

• Horizontal rotate 355° vertical rotate 35° 
• Flexible adjustment for accent lighting Home Hotel Restauiant 

\llllJ 
Reta I I  

Specification 

It C d It D . t· Power Power Lumen Efficacy Input Current CRI CTT Lifetime MOQ em O e em escr,p ,on (W) Factor (Im) (lm/W) (mA) (K) (L70B50) (pcs) 

140056821 LEDSpotGR-HJ-l lOW-3000-24D-WH-GP 10 0.94 850 85 50 ;;.so 3000 30000 300 

140056851 LEDSpotGR-HJ-l lOW-4000-24D-WH-GP 10 0.94 850 85 50 ;;;.so 4000 30000 300 

140057400 LEDSpotGR-HJ-l lOW-3000-24D-GY-GP 10 0.94 850 85 50 ;;.so 3000 30000 300 

140057401 LEDSpotGR-HJ-1 lOW-4000-24D-GY-GP 10 0.94 850 85 50 ;;;.so 4000 30000 300 

140056852 LEDSpotGR-HJ-2 20W-3000-24D-WH-GP 20 0.94 1700 85 100 ;;.so 3000 30000 300 

140056853 LEDSpotGR-HJ-2 20W-4000-24D-WH-GP 20 0.94 1700 85 100 ;;.so 4000 30000 300 

140057402 LEDSpotGR-HJ-2 20W-3000-24D-GY-GP 20 0.94 1700 85 100 ;;;.so 3000 30000 300 

140057403 LEDSpotGR-HJ-2 20W-4000-24D-GY-GP 20 0.94 1700 85 100 ;;;.so 4000 30000 300 

140056854 LEDSpotGR-HJ-1 20W-3000-24D-WH-GP 20 0.94 1800 90 90 ;;,so 3000 30000 300 

140056855 LEDSpotGR-HJ-l 20W-4000-24D-WH-GP 20 0.94 1800 90 90 ;;.so 4000 30000 300 

140057404 LEDSpotGR-HJ-1 20W-3000-24D-GY-GP 20 0.94 1800 90 90 ;;.so 3000 30000 300 

140057405 LEDSpotGR-HJ-l 20W-4000-24D-GY-GP 20 0.94 1800 90 90 ;;,so 4000 30000 300 

140056856 LEDSpotGR-HJ-2 40W-3000-24D-WH-GP 40 0.94 3600 90 180 ;;.so 3000 30000 300 

140056857 LEDSpotGR-HJ-2 40W-4000-24D-WH-GP 40 0.94 3600 90 180 ;;.so 4000 30000 300 

140057406 LEDSpotGR-HJ-2 40W-3000-24D-GY-GP 40 0.94 3600 90 180 ;;;.so 3000 30000 300 

140057407 LEDSpotGR-HJ-2 40W-4000-24D-GY-GP 40 0.94 3600 90 180 ;;.so 4000 30000 300 

140056858 LEDSpotGR-HJ-l 30W-3000-24D-WH-GP 30 0.94 2800 93 140 ;;.so 3000 30000 300 

140056859 LEDSpotGR-HJ-l 30W-4000-24D-WH-GP 30 0.94 2800 93 140 ;;.so 4000 30000 300 

140057408 LEDSpotGR-HJ-l 30W-3000-24D-GY-GP 30 0.94 2800 93 140 ;;,so 3000 30000 300 

140057409 LEDSpotGR-HJ-l 30W-4000-24D-GY-GP 30 0.94 2800 93 140 ;;.so 4000 30000 300 

140056860 LEDSpotGR-HJ-2 60W-3000-24D-WH-GP 60 0.94 5600 93 280 ;;.so 3000 30000 300 

140056861 LEDSpotGR-HJ-2 60W-4000-24D-WH-GP 60 0.94 5600 93 280 ;;,so 4000 30000 300 

140057410 LEDSpotGR-HJ-2 60W-3000-24D-GY-GP 60 0.94 5600 93 280 ;;.so 3000 30000 300 

140057411 LEDSpotGR-HJ-2 60W-4000-24D-GY-GP 60 0.94 5600 93 280 ;;.so 4000 30000 300 
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Power Power Lumen Efficacy Input Current CTT Lifetime MOQ Item Code Item Description (W) Factor (Im) (lm/W) (mA) CRI (K) (L7OB5O) (pcs) 

140056862 LEDSpotGR-HJ-1 40W-3000-24D-WH-GP 40 0.94 4000 100 180 ;;,,so 3000 30000 300 

140056863 LEDSpotGR-HJ-1 40W-4000-24D-WH-GP 40 0.94 4000 100 180 ;;,,so 4000 30000 300 

140057412 LEDSpotGR-HJ-1 40W-3000-24D-GY-GP 40 0.94 4000 100 180 ;;,,so 3000 30000 300 

140057413 LEDSpotGR-HJ-1 40W-4000-24D-GY-GP 40 0.94 4000 100 180 ;;,,so 4000 30000 300 

140056864 LEDSpotGR-HJ-2 80W-3000-24D-WH-GP 80 0.94 8000 100 360 ;;,,so 3000 30000 300 

140056865 LEDSpotGR-HJ-2 80W-4000-24D-WH-GP 80 0.94 8000 100 360 ;;,,so 4000 30000 300 

140057414 LEDSpotGR-HJ-2 80W-3000-24D-GY-GP 80 0.94 8000 700 360 ;;,,so 3000 30000 300 

140057415 LEDSpotGR-HJ-2 80W-4000-24D-GY-GP 80 0.94 8000 100 360 ;;,,so 4000 30000 300 

Technical Specifications 

On I Off Cycles 50,000 

Electrical Supply 

Frequency (Hz) 50/60 CE CB 
Colour Consistency (SDCM) <6 Voltage (V) 220-240 

Dimmable No AC/DC AC I I I  

Beam Angle 0 24 

Finishing Colour White/Grey Mechanical Properties 

[!] Thl,l,mloal" 
co ntains built -in 
LED lamps. 

IP IP20 Housing Material Aluminum+PC 
-

}� !i9 
IK IK02 Optical Material PC 

Driver Integrated (Yes/No) No 

Glow Wire Test 650C Application Conditions a:: 
Thelampscannotbechanged 

Driver Failure Rate 1% at 5000h Operating Temperature -25-50°C 

Weight (kg/pc) 0.51/0.88/l.02/1.86/1.62/2.93 Application Temperature 25°C 

lnthelumlnaire. 

874/2012 Ill 
Storage Environment -25-50°C 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

027 

Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty 
Item Code Item Description (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140056821 LEDSpotGR-HJ-1 10W-3000-24D-WH-GP 172'170*115 0.651 540'358'256 7.812 12 

140056851 LEDSpotGR-HJ-1 10W-4000-24D-WH-GP 172'170*115 0.651 540'358'256 7.812 12 

140057400 LEDSpotGR-HJ-1 10W-3000-24D-GY-GP 172'170'115 0.651 540'358'256 7.812 12 

140057401 LEDSpotGR-HJ-1 10W-4000-24D-GY-GP 172'170*115 0.651 540'358'256 7.812 12 

140056852 LEDSpotGR-HJ-2 20W-3000-24D-WH-GP 250'172'115 1.044 514*358'256 8.352 8 

140056853 LEDSpotGR-HJ-2 20W-4000-24D-WH-GP 250'172'115 1.044 514*358'256 8.352 8 

140057402 LEDSpotGR-HJ-2 20W-3000-24D-GY-GP 250'172'115 1.044 514*358'256 8.352 8 

140057403 LEDSpotGR-HJ-2 20W-4000-24D-GY-GP 250'172'115 1.044 514*358'256 8.352 8 

140056854 LEDSpotGR-HJ-1 20W-3000-24D-WH-GP 790'188'151 1.334 402'402'346 10.672 8 

140056855 LEDSpotGR-HJ-1 20W-4000-24D-WH-GP 190'188'151 1.334 402'402'346 10.672 8 

140057404 LEDSpotGR-HJ-1 20W-3000-24D-GY-GP 190'188'151 1.334 402'402'346 10.672 8 

140057405 LEDSpotGR-HJ-1 20W-4000-24D-GY-GP 190'188'151 1.334 402'402'346 10.672 8 

140056856 LEDSpotGR-HJ-2 40W-3000-24D-WH-GP 316'188'151 2.375 402'334'346 9.5 4 

140056857 LEDSpotGR-HJ-2 40W-4000-24D-WH-GP 316'188'151 2.375 402'334'346 9.5 4 

140057406 LEDSpotGR-HJ-2 40W-3000-24D-GY-GP 316'188'151 2.375 402'334'346 9.5 4 

140057407 LEDSpotGR-HJ-2 40W-4000-24D-GY-GP 316'188'151 2.375 402'334'346 9.5 4 

140056858 LEDSpotGR-HJ-1 30W-3000-24D-WH-GP 190'188'151 1.334 402'402'346 10.672 8 

140056859 LEDSpotGR-HJ-1 30W-4000-24D-WH-GP 190'188'151 1.334 402'402'346 10.672 8 

140057408 LEDSpotGR-HJ-1 30W-3000-24D-GY-GP 190'188'151 1.334 402'402'346 10.672 8 

140057409 LEDSpotGR-HJ-1 30W-4000-24D-GY-GP 190'188'151 1.334 402'402'346 10.672 8 

140056860 LEDSpotGR-HJ-2 60W-3000-24D-WH-GP 316'188'151 2.375 402'334'346 9.5 4 

140056861 LEDSpotGR-HJ-2 60W-4000-24D-WH-GP 316*188'151 2.375 402'334'346 9.5 4 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty 
Item Code Item Description (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140057410 LEDSpotGR-HJ-2 60W-3000-24D-GY-GP 316'188*151 

140057411 LEDSpotGR-HJ-2 60W-4000-24D-GY-GP 316'188*151 

140056862 LEDSpotGR-HJ-1 40W-3000-24D-WH-GP 224'222'180 

140056863 LEDSpotGR-HJ-1 40W-4000-24D-WH-GP 224*222*780 

140057412 LEDSpotGR-HJ-1 40W-3000-24D-GY-GP 224*222"180 

140057413 LEDSpotGR-HJ-1 40W-4000-24D-GY-GP 224'222*180 

140056864 LEDSpotGR-HJ-2 80W-3000-24D-WH-GP 380*222'180 

140056865 LEDSpotGR-HJ-2 80W-4000-24D-WH-GP 380*222'180 

140057414 LEDSpotGR-HJ-2 80W-3000-24D-GY-GP 380*222'180 

140057415 LEDSpotGR-HJ-2 80W-4000-24D-GY-GP 380*222'180 

Dimensional Drawing 

Photometric Data 

24D 

2.375 402'334'346 9.5 4 

2 .375 402'334*346 9.5 4 

1.93 470*470*402 15.44 8 

1.93 470*470'402 15.44 8 

1.93 470*470'402 15.44 8 

1.93 470'470'402 15.44 8 

3.63 470'398'402 14.52 4 

3.63 470'398'402 14.52 4 

3.63 470'398'402 14.52 4 

3.63 470'398'402 14.52 4 

Model L (mm) W (mm) H (mm) Cut Out (mm) 

LED SP-GR HJ-110W 115 115 83 95•95 

LED SP-GR HJ-2 20W 205 115 83 775•95 

LED SP-GR HJ-1 20W 147 147 117 730'130 

LED SP-GR HJ-2 40W 264 147 117 255'130 

LED SP-GR HJ-1 30W 147 147 117 130'130 

LED SP-GR HJ-2 60W 264 147 117 255'130 

LED SP-GR HJ-1 40W 185 185 145 165'165 

LED SP-GR HJ-2 80W 340 185 145 320*165 
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LED Spotlight HQII 

Features Benefits Application 
***** 

• Clean beam 

• Long Lifespan 

• New designed optical microprism reflector with COB chips provides clean light beam 

• Aluminum die-casting heat sink ensure lifetime up to 30000hrs 

• Vertical Rotate 25° • Flexible adjustment for accent lighting Retail Hotel Restaurant 

• Various accessories • A variety of accessories to meet different scenarios 

Meeting room 

Specification 

It C d It D . 1. Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

541003055810 LEDSpotRA-HQII 9W-Dim-3000-24D-WH-GP 9 0.9 600 67 45 30000 600 

541003055910 LEDSpotRA-HQII 9W-Dim-3000-36D-WH-GP 9 0.9 600 67 45 30000 600 

541003056010 LEDSpotRA-HQII 9W-Dim-4000-24D-WH-GP 9 0.9 600 67 45 30000 600 

541003056110 LEDSpotRA-HQII 9W-Dim-4000-36D-WH-GP 9 0.9 600 67 45 30000 600 

541003056210 LEDSpotRA-HQII 9W-Dim-5700-24D-WH-GP 9 0.9 600 67 45 30000 600 

541003056310 LEDSpotRA-HQII 9W-Dim-5700-36D-WH-GP 9 0.9 600 67 45 30000 600 

541003056410 LEDSpotRA-HQll 12W-Dim-3000-24D-WH-GP 12 0.9 800 67 60 30000 600 

541003056510 LEDSpotRA-HQll 12W-Dim-3000-36D-WH-GP 12 0.9 800 67 60 30000 600 

541003056610 LEDSpotRA-HQll 12W-Dim-4000-24D-WH-GP 12 0.9 800 67 60 30000 600 

541003056710 LEDSpotRA-HQll 12W-Dim-4000-36D-WH-GP 12 0.9 800 67 60 30000 600 

541003056810 LEDSpotRA-HQll 12W-Dim-5700-24D-WH-GP 12 0.9 800 67 60 30000 600 

541003055710 LEDSpotRA-HQll 12W-Dim-5700-36D-WH-GP 12 0.9 800 67 60 30000 600 

029 

Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

G low wire test 

Driver failure rate 

Weight (pc/kg) 

Packaging Information 

Electrical Supply 

80 Frequency (Hz) 

¾ 6  Voltage (V) 

TRIAC AC/DC 

White 

IP20 Mechanical Properties 

IK02 Housing Material 

No Optical Material 

650°C 

0.5% Application Conditions 

0.198 Operating Temperature 

Application Temperature 

Storage Environment 

50/60 

220-240 

AC 

Aluminium Alloy 

PC 

-10~45°C 

25°C 

-25~50°C 

CE CB 

[!] Th;,1,m;.,;� 
cantainsbuilt-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 Ill 

Item Single Box(lpc/box) Outer box 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

541003055810 LEDSpotRA-HQII 9W-Dim-3000-24D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003055910 LEDSpotRA-HQII 9W-Dim-3000-36D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003056010 LEDSpotRA-HQII 9W-Dim-4000-24D-WH-GP 95'95*93 0.233 400*300'205 5.592 24 

541003056110 LEDSpotRA-HQII 9W-Dim-4000-36D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003056210 LEDSpotRA-HQII 9W-Dim-5700-24D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003056310 LEDSpotRA-HQII 9W-Dim-5700-36D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003056410 LEDSpotRA-HQll 12W-Dim-3000-24D-WH-GP 95*95*93 0.233 400*300'205 5.592 24 

541003056510 LEDSpotRA-HQll 12W-Dim-3000-36D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003056610 LEDSpotRA-HQll 12W-Dim-4000-24D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003056710 LEDSpotRA-HQll 12W-Dim-4000-36D-WH-GP 95*95*93 0.233 400*300'205 5.592 24 

541003056810 LEDSpotRA-HQll 12W-Dim-5700-24D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

541003055710 LEDSpotRA-HQll 12W-Dim-5700-36D-WH-GP 95*95*93 0.233 400*300*205 5.592 24 

Accesory 

Item Single Box(lpc/box) Outer box 

Pie Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty MOQ 
Item Code Item Description 

(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) • 541098001410 Accessory-kit Filter-Blue-Light HQII-GP 50*40*60 0.017 270*220'206 6.375 375 375 

0 541098001310 Accessory-kit Filter-YLW-Light HQII-GP 50*40*60 0.017 270*220'206 6.375 375 375 

• 541098001210 Accessory-kit Filter-Red-Light HQII-GP 50*40*60 0.017 270*220'206 6.375 375 375 

541098001110 Accessory-kit Lens-Ellipse HQII-GP 50*40*60 0.017 270*220'206 6.375 375 375 

• 541098001010 Accessory-kit Honeycomb HQII-GP 50*40*60 0.017 270*220'206 6.375 375 375 
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Dim mer List 

Manufacturer Model 

Schneider KB31RD400 

Schneider KB31RD400 

Panasonic WEG57813 

Hager XP8515 

MEM E9511 

Busch Jaeger 2247U 

Busch Jaeger 2250U 

Busch Jaeger 6513 U-102 

Jung 266 GDE 

Wintop 13212 

Wintop 13512 

Legrand 617030 

Dimens iona l  D rawing 

Cut-out Drawing 

/ ' ,  

- - - - - - - - - - - - / / ;' 

<D70 

9W/1 2W 
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Photometr ic Data 
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LED Pa ne l  Zent ih  U pgrade B l uetooth & Da l i  

Features 

• Unique,see-through design 

• Omnidirectional light emission 

• Professional batwing light distribution 

• 30000Hrs lifetime 

Specif icat ion 

Benefits 

• Easily matches different decoration style 

• Offers more comfortable light,with the whole space being lit up 

brightly and evenly 

• Ensures the even distribution of illumination surface, minimize 

the quantity of luminares needed for same area 

• Minimizes maintenance with long lifespan and low failure rate 

• Flexible and easily upgradeable to intelligent application 

App l icat ion 

Office Library School 

Conference Room 

It C d It D . t· Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escrip ,on (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

140061358 LEDPanelSp-Z L1222-75W-4000-TR-GP 

140061359 LEDPanelSp-Z Ll222-75W-5700-TR-GP 

542006007910 LEDPanelSp-Z Ll222-75W-BLE-4000-TR-GP 

542006008010 LEDPanelSp-Z Ll222-75W-BLE-5700-TR-GP 

542006008110 LEDPanelSp-Z Ll222-75W-DALl-4000-TR-GP 

542006008210 LEDPanelSp-Z L 1222-75W-DALl-5700-TR-GP 

Technical Specifications 

ON/Off Cycles 500,000 

Colour Consistency (SDCM) 6 

Dimmable No 

Beam Angle(0) 156 

Finishing Colour Silver 

IP IP20 

IK IK02 

Driver integrated (Yes/No) No 

Glow wire test 850°C 

Driver failure rate 1% at 5000h 

Weight (pc/kg) 4.0/4.1/4.1 

033  

75 0.98 7500 

75 0.98 7500 

75 0.98 7500 

75 0.98 7500 

75 0.98 7500 

75 0.98 7500 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

App l ication Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

100 

100 

100 

100 

100 

100 

50/60 

220-240 

AC 

PMMA 

Aluminum 

-10-40°C 

25°C 

-25-50°C 

370 30000 

370 30000 

370 30000 

370 30000 

370 30000 

370 30000 

C B  

[!] Thlslumlnalre 
cont�ins built-in 
LED lamps. 

Thelampscannotbechanged 
inthelumlnalre. 

874/2012 

100 

100 

100 

100 

100 

100 

Packaging Information 

Item Single Box(1pc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140061358 LEDPanelSp-Z L 1222-75W-4000-TR-GP 1332*348*92 5.526 1332*348*92 5.526 

140061359 LEDPanelSp-Z L 1222-75W-5700-TR-GP 1332*348*92 5.526 1332*348*92 5.526 

542006007910 LEDPanelSp-Z L 1222-75W-BLE-4000-TR-GP 1332*348*92 5.526 1332*348*92 5.526 

542006008010 LEDPanelSp-Z L 1222-75W-BLE-5700-TR-GP 1332*348*92 5.526 1332*348*92 5.526 

542006008110 LEDPanelSp-Z L 1222-75W-DALl-4000-TR-GP 1332*348*92 5.526 1332*348*92 5.526 

542006008210 LEDPanelSp-Z L 1222-75W-DALl-5700-TR-GP 1332*348*92 5.526 1332*348*92 5.526 

Di mens ion a l  Drawing 

18 

Photometr ic Data 
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Featu res 

• High efficacy 

Ir I 

• Easy Installation 

• Flicker Free 

Specification 

LED Performer Linear Trace 

Benefits Appl ication 

• High lumen out put up to ll0lm/w, Huge energy saving up to 65% 

compared to conventional TL Lighting 

• Simple installation with snap-in mounting of connector 

• Light without flicker reduces stress while working/living underneath 

ClS 
Library 

d] 
Hospital 

m 
Shopping Mall -

Conference Room 

,1..1 1 1 1 1 1  

Office 

� 
School 

Power Power Lumen Efficacy Input Current Lifetime MOQ Item Code Item Description (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

542005041310 LED-P-Linear Trace-SP-L600-15W CON N.1 15 0 ,9 1650 110 80 50000 300 

542005041410 LED-P-Linear Trace-SP-L600-15W CON N.1 BLE 15 0.9 1650 110 80 50000 300 

542005041510 LED-P-Linear Trace-SP-L600-15W CON N.1 DALI 15 0.9 1650 110 80 50000 300 

542005041610 LED-P-Linear Trace-SP-L600-15W CON N.2 15 0.9 1650 110 80 50000 300 

542005041710 LED-P-Linear Trace-SP-L600-15W CON N.2 BLE 15 0.9 1650 110 80 50000 300 

542005041810 LED-P-Linear Trace-SP-L600-15W CON N.2 DALI 15 0.9 1650 110 80 50000 300 

542005041910 LED-P-Linear Trace-SP-L 1200-30W 30 0.9 3300 110 140 50000 300 

542005042010 LED-P-Linear Trace-SP-L 1200-30W BLE 30 0.9 3300 110 140 50000 300 

542005042110 LED-P-Linear Trace-SP-L1200-30W DALI 30 0.9 3300 110 140 50000 300 

542005042210 LED-P-Linear Trace-SP-L1200-30W CON N.1 30 0.9 3300 110 140 50000 300 

542005042310 LED-P-Linear Trace-SP-L 1200-30W CON N.1 BLE 30 0.9 3300 110 140 50000 300 

542005042410 LED-P-Linear Trace-SP-L1200-30W CON N.1 DALI 30 0.9 3300 110 140 50000 300 

542005042510 LED-P-Linear Trace-SP-L1200-30W CON N.2 30 0.9 3300 110 140 50000 300 

542005042610 LED-P-Linear Trace-SP-L1200-30W CON N.2 BLE 30 0.9 3300 110 140 50000 300 

542005042710 LED-P-Linear Trace-SP-L1200-30W CON N.2 DALI 30 0.9 3300 110 140 50000 300 

542005042810 LED-P-Linear Trace-SP-L-CONN.  15 0.9 1650 110 80 50000 300 

542005042910 LED-P-Linear Trace-SP-L-CONN.BLE 15 0.9 1650 110 80 50000 300 

542005043010 LED-P-Linear Trace-SP-L-CONN.DALI 15 0 ,9 1650 110 80 50000 300 

542005043110 LED-P-Linear Trace-SP-T-CON N. 23 0.9 2520 110 110 50000 300 

542005043210 LED-P-Linear Trace-SP-T-CON N.BLE 23 0.9 2520 110 110 50000 300 

542005043310 LED-P-Linear Trace-SP-T-CON N.DALI 23 0.9 2520 110 110 50000 300 

542005043410 LED-P-Linear Trace-SP-+-CON N. 30 0.9 3300 110 140 50000 300 

542005043510 LED-P-Linear Trace-SP-+-CON N.BLE 30 0.9 3300 110 140 50000 300 

542005043610 LED-P-Linear Trace-SP-+-CON N.DALI 30 0 ,9 3300 110 140 50000 300 
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Accessory 

Packaging Unit 

Item Code Item Description Carton Dimensions(mm) MOQ 

(LxWxH) Note 

542098021310 LED-P-Linear Trace-SP-Suspended Rope 500*348*200 64pcs/CTN 100 

542098021410 LED-P-Linear Trace-End cap 265*235*205 60pcs/CTN 100 

542098021510 LED-P-Linear Trace-L1800-Cover 430* 430*330 16 rolls/CTN 100 

542098021610 LED-P-Linear Trace-L2400-Cover 430* 430*330 16 rolls/CTN 100 

542098021710 LED-P-Linear Trace-L3000-Cover 430*430*330 16 rolls/CTN 100 

542098021810 LED-P-Linear Trace-L6000-Cover 506*506*336 16 rolls/CTN 100 

542098021910 LED-P-Linear Trace-L12000-Cover 730*375*330 8 rolls/CTN 100 

542098022010 LED-P-Linear Trace-Cutter 255*135*105 l00pcs/CTN 100 

CRI ;;.so 
Technical Specifications Electrical Supply 

Frequency (Hz) 50 / 60 C B  
Colour Consistency (SDCM) 6 Voltage (V) 220-240 

Dimmable No AC / DC AC I I I  

Housing Colour White 

IP IP20 

[!] Thl,l,ml,ol� 
contalnsbullt•ln 

LED lamps. 

IK IK02 

No Driver integrated (Yes/No) 

Glow wire test 650°C 

Mechanical Properties 

Housing Material Aluminum 

Optical Material PS 

Cit 
}� r.9 

� 
1% at 5000h Driver fa i l u re rate Thelampscannotbechanged 

Application Conditions in the luminaire. 

874/2012 

Operating Temperature -25-50°C 

Application Temperature 25°c 

Storage Environment -25-50°C 

Packaging Information 

Item Single Box(lpc/box) Packing Unit 

II 

. . Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty Item Code Item Description (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

542005041310 LED-P-Linear Trace-SP-L600-15W CON N.1 68*78*663 1.8 730*265*290 7.2 4 

542005041410 LED-P-Linear Trace-SP-L600-15W CON N.1 BLE 68*78*663 1.8 730*265*290 7.2 4 

542005041510 LED-P-Linear Trace-SP-L600-15W CON N.1 DALI 68*78*663 1.8 730*265*290 7.2 4 

542005041610 LED-P-Linear Trace-SP-L600-15W CON N.2 68*78*720 2 805*265*290 8 4 

542005041710 LED-P-Linear Trace-SP-L600-15W CON N.2 BLE 68*78*720 2 805*265*290 8 4 

542005041810 LED-P-Linear Trace-SP-L600-15W CON N.2 DALI 68*78*720 2 805*265*290 8 4 

542005041910 LED-P-Linear Trace-SP-L1200-30W 68*78*1206 3.01 1260*265*290 12.04 4 

542005042010 LED-P-Linear Trace-SP-L1200-30W BLE 68*78*1206 3.01 1260*265*290 12.04 4 

542005042110 LED-P-Linear Trace-SP-L1200-30W DALI 68*78*1206 3.01 1260*265*290 12.04 4 

542005042210 LED-P-Linear Trace-SP-L1200-30W CONN.1 68*78*1320 3.2 1330*265*290 12.8 4 

542005042310 LED-P-Linear Trace-SP-L1200-30W CONN.1 BLE 68*78*1320 3.2 1330*265*290 12.8 4 

542005042410 LED-P-Linear Trace-SP-L1200-30W CONN.1 DALI 68*78*1320 3.2 1330*265*290 12.8 4 

542005042510 LED-P-Linear Trace-SP-L1200-30W CON N.2 68*78*1263 3.2 1405*265*290 12.8 4 

542005042610 LED-P-Linear Trace-SP-L1200-30W CON N.2 BLE 68*78*1263 3.2 1405*265*290 12.8 4 

542005042710 LED-P-Linear Trace-SP-L1200-30W CON N.2 DALI 68*78*1263 3.2 1405*265*290 12.8 4 

542005042810 LED-P-Linear Trace-SP-L-CON N. 394*394*78 1.9 470*470*255 3.8 2 

542005042910 LED-P-Linear Trace-SP-L-CON N.BLE 394*394*78 1.9 470*470*255 3.8 2 

542005043010 LED-P-Linear Trace-SP-L-CON N.DALI 394*394*78 1.9 470*470*255 3.8 2 
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Packaging Information 

Item Single Box(1pc/box) Packing Unit 

It C d It D . t' Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty em O e em escrip ,on (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

542005043110 LED-P-Linear Trace-SP-T-CONN. 720*394*78 2.9 795*470*255 8.7 3 

542005043210 LED-P-Linear Trace-SP-T-CONN.BLE 720*394*78 2.9 795*470*255 8.7 3 

542005043310 LED-P-Linear Trace-SP-T-CONN.DALI 720*394*78 2.9 795*470*255 8.7 3 

542005043410 LED-P-Linear Trace-SP-+-CONN. 720*720*78 3.6 665*665*110 3.6 

542005043510 LED-P-Linear Trace-SP-+-CONN.BLE 720*720*78 3.6 665*665*110 3.6 

542005043610 LED-P-Linear Trace-SP-+-CONN.DALI 720*720*78 3.6 665*665*110 3.6 

Dimensional Drawing 

L1200 LxWxH=1206x67.6x78.1 mm " L" LxWxH=333.8x333.8x78mm 

= 

L600 LxWxH=606x67.6x78.1 mm 

§0§ 

0 "+" LxWxH =600x600x78mm 

'T' LxWxH =600x333.8x78mm 
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Features 

• Up to 115Im/W, I-lOVdimmable 

• Multiple beam angle options: 60°,100°, Asymmetric 

• Flexible installation options including recessed, pole and 

surface mounting 

• Up to 60,000 hours lifespan, IP65, IKOS 

Specification 

LED Canopy Performer 

Benefits 

• Excellent lighting effects, low glare, optimized vertical illuminance 

• Energy efficient and green, up to 60% energy saving comparing to 

MH luminaire 

• Waterproof and dustproof, adaptable in outdoor use 

• Flexible installation, accommodate various applications 

Application 

i) +15 
Petrol Station Transportation Mall 

� ?@J ll. 
Gymnasium Sports Area Factory 

. . Power Power Lumen Efficacy . Lifetime MOQ Item Code Item Description (W) Factor (Im) (lm/W) Beam Type Installation Mode (L70850) (pcs) 

140063994 LED Canopy-P 120W-3000-MB-R 120 0.95 12000 100 Middle beam Recessed 60000 100 

140063995 LED Canopy-P 120W-4000-MB-R 120 0.95 12600 105 Middle beam Recessed 60000 100 

140063996 LED Canopy-P 120W-5700-MB-R 120 0.95 13800 115 Middle beam Recessed 60000 100 

140063997 LED Canopy-P 120W-3000-WB-R 120 0.95 12000 100 Wide beam Recessed 60000 100 

140063998 LED Canopy-P 120W-4000-WB-R 120 0.95 12600 105 Wide beam Recessed 60000 100 

140063999 LED Canopy-P 120W-5700-WB-R 120 0.95 13800 115 Wide beam Recessed 60000 100 

140064000 LED Canopy-P 120W-3000-AS-R 120 0.95 12000 100 Asymmetric beam Recessed 60000 100 

140064001 LED Canopy-P 120W-4000-AS-R 120 0.95 12600 105 Asymmetric beam Recessed 60000 100 

140064002 LED Canopy-P 120W-5700-AS-R 120 0.95 13800 115 Asymmetric beam Recessed 60000 100 

140064003 LED Canopy-P 120W-3000-MB-C 120 0.95 12000 100 Middle beam Surface mounted 50000 100 

140064004 LED Canopy-P 120W-4000-MB-C 120 0.95 12600 105 Middle beam Surface mounted 50000 100 

140064005 LED Canopy-P 120W-5700-MB-C 120 0.95 13800 115 Middle beam Surface mounted 50000 100 

140064006 LED Canopy-P 120W-3000-WB-C 120 0.95 12000 100 Wide beam Surface mounted 50000 100 

140064007 LED Canopy-P 120W-4000-WB-C 120 0.95 12600 105 Wide beam Surface mounted 50000 100 

140064008 LED Canopy-P 120W-5700-WB-C 120 0.95 13800 115 Wide beam Surface mounted 50000 100 

140064009 LED Canopy-P 120W-3000-AS-C 120 0.95 12000 100 Asymmetric beam Surface mounted 50000 100 

140064010 LED Canopy-P 120W-4000-AS-C 120 0.95 12600 105 Asymmetric beam Surface mounted 50000 100 

140064011 LED Canopy-P 120W-5700-AS-C 120 0.95 13800 115 Asymmetric beam Surface mounted 50000 100 

140064012 LED S Light-P 120W-3000-AS-P 120 0.95 12000 100 Asymmetric beam Pole 60000 100 

140064013 LED 5 Light-P 120W-4000-AS-P 120 0.95 12600 105 Asymmetric beam Pole 60000 100 

140064014 LED S Light-P 120W-5700-AS-P 120 0.95 13800 115 Asymmetric beam Pole 60000 100 

03 9 

Technical Specifications 

CRI 

On/Off Cycles 

Colour Consistency (SDCM) 

Dimmable 

Beam Angle(0) 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

Glow wire test 

Driver fa i l u re rate 

Weight (kg/pc) 

Packaging Information 

Electrical Supply 

;;,,so Frequency (Hz) 

50000 Voltage (V) 

<6 AC/DC 

Yes(l-lOV) 

60/100/ Asymmetric 
Mechanical Properties 

White 
Housing Material 

IP65 
Optical Material 

IKOS 

Yes 

650°C Application Conditions 

1% at 5000h Operating Temperature 

7.17 /7.71/6.50 Storage Environment 

50/60 

220-240 

AC 

Die-casting Aluminum 

PC 

-35-50°C 

-35-65°C 

[I] Thi, i,mi•ai,o 
contains built-in 

LED lamps. 

Cit 
}� 

Thelampscannotbechanged 
intheluminaire. 
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Item Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight 

(LxWxH) (kg) 

140063994 LED Canopy-P 120W-3000-MB-R 515*515*125 9.06 

140063995 LED Canopy-P 120W-4000-MB-R 515*515*125 9.06 

140063996 LED Canopy-P 120W-5700-MB-R 515*515*125 9.06 

140063997 LED Canopy-P 120W-3000-WB-R 515*515*125 9.06 

140063998 LED Canopy-P 120W-4000-WB-R 515*515*125 9.06 

140063999 LED Canopy-P 120W-5700-WB-R 515*515*125 9.06 

140064000 LED Canopy-P 120W-3000-AS-R 515*515*125 9.06 

140064001 LED Canopy-P 120W-4000-AS-R 515*515*125 9.06 

140064002 LED Canopy-P 120W-5700-AS-R 515*515*125 9.06 

140064003 LED Canopy-P 120W-3000-MB-C 455*415*180 9.00 

140064004 LED Canopy-P 120W-4000-MB-C 455*415*180 9.00 

140064005 LED Canopy-P 120W-5700-MB-C 455*415*180 9.00 

140064006 LED Canopy-P 120W-3000-WB-C 455*415*180 9.00 

140064007 LED Canopy-P 120W-4000-WB-C 455*415*180 9.00 

140064008 LED Canopy-P 120W-5700-WB-C 455*415*180 9.00 

140064009 LED Canopy-P 120W-3000-AS-C 455*415*180 9.00 

140064010 LED Canopy-P 120W-4000-AS-C 455*415*180 9.00 

140064011 LED Canopy-P 120W-5700-AS-C 455*415*180 9.00 

140064012 LED S Light-P 120W-3000-AS-P 585*415*150 7.80 

140064013 LED S Light-P 120W-4000-AS-P 585*415*150 7.80 

140064014 LED S Light-P 120W-5700-AS-P 585*415*150 7.80 

Dimensional Drawing 
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Recessed mounting Pole mounting Sue/ace mounting 
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Di mens iona l  D rawing 
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Recessed mounting Pole mounting 

Cut-out D rawing 

cutout 

360X360 

Recessed mounting 

Photometric Data 
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LED H ighbay Performer IV 

Featu res Benefits 
• High efficiency up to 160 lm/W • Advanced ultra slim design 

• IP66 dust and water protection • Up to 40% weight reduction compared to Highbay Performer Ill 

• 3 beam angle : 60° , 100° , 60°+100° • 70000h long life time 

Specif icat ion 

App l icat ion 

I ndustrial Warehouse 

Gymnasium 

Station 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

545001006610 LEDHighbay-P4 BOW-5700-60D-GY-GP BOW 0,95 12800 160 383 70000 100 

545001006710 LEDHighbay-P4 BOW-5700-100D-GY-GP BOW 0,95 12800 160 383 70000 100 

545001006810 LEDHighbay-P4 BOW-5700-60+ 100D-GY-GP BOW 0,95 12800 160 383 70000 100 

545001031110 LEDHighbay-P4 BOW-5700-DALl-60D-GP BOW 0,95 12800 160 383 70000 100 

545001031210 LEDHighbay-P4 BOW-5700-DALl-100D-GP BOW 0,95 12800 160 383 70000 100 

545001031310 LEDHighbay-P4 BOW-5700-DALl-60+100D-GP BOW 0,95 12800 160 383 70000 100 

545001028710 LEDHighbay-P4 BOW-5700-BLE-60D-GP BOW 0,95 12800 160 383 70000 100 

545001028810 LEDHighbay-P4 BOW-5700-BLE-100D-GP BOW 0,95 12800 160 383 70000 100 

545001028910 LEDHighbay-P4 BOW-5700-BLE-60+100D-GP BOW 0,95 12800 160 383 70000 100 

545001026310 LEDHighbay-P4 BOW-5700-MD-60D-GP BOW 0,95 12800 160 383 70000 100 

545001026410 LEDHighbay-P4 BOW-5700-MD-100D-GP BOW 0,95 12800 160 383 70000 100 

545001026510 LEDHighbay-P4 BOW-5700-MD-60+100D-GP BOW 0,95 12800 160 383 70000 100 

545001007210 LEDHighbay-P4 llOW-5700-60D-GY-GP llOW 0,95 17050 155 550 70000 100 

545001007310 LEDHighbay-P4 llOW-5700-100D-GY-GP llOW 0,95 17050 155 550 70000 100 

545001007410 LEDHighbay-P4 llOW-5700-60+100D-GY-GP llOW 0,95 17050 155 550 70000 100 

545007031710 LEDHighbay-P4 110W-5700-DALl-60D-GP 110W 0,95 17050 155 550 70000 700 

545001031810 LEDHighbay-P4 llOW-5700-DALl-100D-GP llOW 0,95 17050 155 550 70000 100 

545007031910 LEDHighbay-P4 110W-5700-DALl-60+100D-GP 110W 0,95 17050 155 550 70000 700 

545001029310 LEDHighbay-P4 llOW-5700-BLE-60D-GP llOW 0,95 17050 155 550 70000 100 

545001029410 LEDHighbay-P4 llOW-5700-BLE-100D-GP llOW 0,95 17050 155 550 70000 100 

545001029510 LEDHighbay-P4 llOW-5700-BLE-60+100D-GP llOW 0,95 17050 155 550 70000 100 

545007026910 LEDHighbay-P4 110W-5700-MD-60D-GP 110W 0,95 17050 155 550 70000 700 

545001027010 LEDHighbay-P4 llOW-5700-MD-100D-GP llOW 0,95 17050 155 550 70000 100 

545007027110 LEDHighbay-P4 110W-5700-MD-60+100D-GP 110W 0,95 17050 155 550 70000 700 

042 



Specification 
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. . Power Power Lumen Efficacy Input Current Lifetime MOQ Item Code Item Description 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

545001007810 

545001007910 

545001008010 

545001032310 

545001032410 

545001032570 

545001029910 

545001030010 

545001030110 

545001027510 

545001027610 

545001027710 

545001008410 

545001008510 

545001008610 

545001032970 

545001033010 

545001033110 

545001030510 

545001030610 

545001030710 

545001028110 

545001028210 

545001028310 

*4000K Option Available 

Technical Specifications 

CRI 

LEDHighbay-P4 155W-5700-60D-GY-GP 

LEDHighbay-P4 155W-5700-100D-GY-GP 

LEDHighbay-P4 155W-5700-60+ 100D-GY-GP 

LEDHighbay-P4 155W-5700-DALl-60D-GP 

LEDHighbay-P4 155W-5700-DALl-100D-GP 

LEDHighbay-P4 155W-5700-DALl-60+100D-GP 

LEDHighbay-P4 155W-5700-BLE-60D-GP 

LEDHighbay-P4 155W-5700-BLE-100D-GP 

LEDHighbay-P4 155W-5700-BLE-60+100D-GP 

LEDHighbay-P4 155W-5700-MD-60D-GP 

LEDHighbay-P4 155W-5700-MD-100D-GP 

LEDHighbay-P4 155W-5700-MD-60+100D-GP 

LEDHighbay-P4 215W-5700-60D-GY-GP 

LEDHighbay-P4 215W-5700-100D-GY-GP 

LEDHighbay-P4 215W-5700-60+100D-GY-GP 

LEDHighbay-P4 215W-5700-DALl-60D-GP 

LEDHighbay-P4 215W-5700-DALl-100D-GP 

LEDHighbay-P4 215W-5700-DALl-60+100D-GP 

LEDHighbay-P4 215W-5700-BLE-60D-GP 

LEDHighbay-P4 215W-5700-BLE-100D-GP 

LEDHighbay-P4 215W-5700-BLE-60+100D-GP 

LEDHighbay-P4 215W-5700-MD-60D-GP 

LEDHighbay-P4 215W-5700-MD-100D-GP 

LEDHighbay-P4 215W-5700-MD-60+100D-GP 

Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP IP66 

IK IK08 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Driver failure rate 1% at 5000h 

Weight (kg/pc) 2.68/3.56 

155W 

155W 

155W 

155W 

155W 

155W 

155W 

155W 

155W 

155W 

155W 

155W 

215W 

215W 

215W 

215W 

215W 

215W 

215W 

215W 

215W 

215W 

215W 

215W 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

0.95 

Operating Temperature 

Application Temperature 

Storage Environment 

24025 

24800 

24800 

24800 

24800 

24800 

24800 

24800 

24800 

24800 

24800 

24800 

33325 

33325 

33325 

33325 

33325 

33325 

33325 

33325 

33325 

33325 

33325 

33325 

50/60 

220-240 

AC 

Aluminium 

160 

160 

160 

160 

160 

160 

160 

160 

160 

160 

160 

160 

155 

155 

155 

155 

155 

155 

155 

155 

155 

155 

155 

155 

Polycarbonate 

-30-50°C 

25°C 

-30-65°C 

742 

742 

742 

742 

742 

742 

742 

742 

742 

742 

742 

742 

1100 

1100 

1100 

1100 

1100 

1100 

1100 

1100 

1100 

1100 

1100 

1100 

[I] 
s 
C. 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

70000 

Thisluminaire 

containsbullt•ln 
LED lamps. 

}� 

The lamps cannot be changed 
intheluminaire. 
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100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

Packaging Information 

Item Single Box(lpc/box) Outer box 

I D . . Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty Item Code tern escnpt,on 
(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

545001006670 

545001006710 

545001006810 

545001031110 

545001031210 

545001031310 

545001028710 

545001028810 

545001028910 

545001026310 

545001026410 

545001026510 

545001007210 

545001007310 

545001007410 

545001031710 

545001031810 

545001031910 

545001029310 

545001029410 

545001029510 

545001026910 

545001027010 

545001027110 

545001007810 

545001007910 

545001008010 

545001032310 

545001032410 

545001032510 

545001029910 

545001030010 

545001030170 

545001027510 

545001027610 

545001027710 

545001008410 

545001008510 

545001008610 

545001032910 

545001033010 

545001033110 

545001030510 

545001030610 

545001030710 

545001028110 

545001028210 

545001028310 

LEDHighbay-P4 80W-5700-60D-GY-GP 

LEDHighbay-P4 80W-5700-100D-GY-GP 

LEDHighbay-P4 80W-5700-60+ 100D-GY-GP 

LEDHighbay-P4 80W-5700-DALl-60D-GP 

LEDHighbay-P4 80W-5700-DALl-100D-GP 

LEDHighbay-P4 80W-5700-DALl-60+ 100D-G P 

LEDHighbay-P4 80W-5700-BLE-60D-GP 

LEDHighbay-P4 80W-5700-BLE-100D-GP 

LEDHighbay-P4 80W-5700-BLE-60+100D-GP 

LEDHighbay-P4 80W-5700-MD-60D-GP 

LEDHighbay-P4 80W-5700-MD-100D-GP 

LEDHighbay-P4 80W-5700-MD-60+100D-GP 

LEDHighbay-P4 110W-5700-60D-GY-GP 

LEDHighbay-P4 110W-5700-100D-GY-GP 

LEDHighbay-P4 llOW-5700-60+ 100D-GY-GP 

LEDHighbay-P4 110W-5700-DALl-60D-GP 

LEDHighbay-P4 110W-5700-DALl-100D-GP 

LEDHighbay-P4 110W-5700-DALl-60+100D-GP 

LEDHighbay-P4 110W-5700-BLE-60D-GP 

LEDHighbay-P4 110W-5700-BLE-100D-GP 

LEDHighbay-P4 110W-5700-BLE-60+100D-GP 

LEDHighbay-P4 110W-5700-MD-60D-GP 

LEDHighbay-P4 710W-5700-MD-100D-GP 

LEDHighbay-P4 110W-5700-MD-60+ 100D-GP 

LEDHighbay-P4 155W-5700-60D-GY-GP 

LEDHighbay-P4 155W-5700-100D-GY-GP 

LEDHighbay-P4 155W-5700-60+ 100D-GY-GP 

LEDHighbay-P4 155W-5700-DALl-60D-GP 

LEDHighbay-P4 755W-5700-DALl-100D-GP 

LEDHighbay-P4 155W-5700-DALl-60+100D-GP 

LEDHighbay-P4 155W-5700-BLE-60D-GP 

LEDHighbay-P4 155W-5700-BLE-100D-GP 

LEDHighbay-P4 155W-5700-BLE-60+ 100D-G P 

LEDHighbay-P4 155W-5700-MD-60D-GP 

LEDHighbay-P4 155W-5700-MD-100D-GP 

LEDHighbay-P4 155W-5700-MD-60+100D-GP 

LEDHighbay-P4 215W-5700-60D-GY-GP 

LEDHighbay-P4 215W-5700-100D-GY-GP 

LEDHighbay-P4 215W-5700-60+ 100D-GY-GP 

LEDHighbay-P4 215W-5700-DALl-60D-GP 

LEDHighbay-P4 215W-5700-DALl-100D-GP 

LEDHighbay-P4 215W-5700-DALl-60+ 100D-GP 

LEDHighbay-P4 215W-5700-BLE-60D-GP 

LEDHighbay-P4 215W-5700-BLE-100D-GP 

LEDHighbay-P4 215W-5700-BLE-60+100D-GP 

LEDHighbay-P4 215W-5700-MD-60D-GP 

LEDHighbay-P4 215W-5700-MD-100D-GP 

LEDHighbay-P4 215W-5700-MD-60+100D-GP 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

374*374*131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

37 4 *37 4 *131 

453*453*131 

453*453*131 

453*453*131 

453* 453*131 

453*453*131 

453* 453*131 

453*453*131 

453*453*131 

453* 453*131 

453*453*131 

453*453*131 

453* 453*131 

453*453*131 

453*453*131 

453*453*131 

453* 453*131 

453*453*131 

453*453*131 

453* 453*131 

453*453*131 

453* 453*131 

453*453*131 

453*453*131 

453* 453*131 
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3.81 

3.81 

3.81 

3.81 

3.81 

3.81 

3.81 

3.81 

3.81 

3.81 
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3.81 

3.81 

3.81 

3.81 

3.81 
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3.81 

3.81 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

5.20 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

385*385*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

470*470*285 

7.62 

7.62 

7.62 

7.62 

7.62 

7.62 

7.62 
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7.62 
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7.62 
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7.62 
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2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 

2 
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Dimensional Drawing 
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Photometric Data 
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LED Highbay EcoMax 

Features Benefits Application 
• I P65 dust and water proof • More durab le  and robust with integrated design 

• 4KV su rge protection • Excel lent structure for best thermal control 

• Beam angle options: 30°, 60°, 100° • F lexib le  insta l lation, accommodating various appl ication Industrial Warehouse Station 

• Mult ip le insta l lation options: hook , pole or bracket 
• Fashionab le  and modern appearance 

Gymnasium 

Specification 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

545001005400 LEDHighbay-E 50W-5700-60D-GY-GP 

545001005500 LEDHighbay-E 50W-5700-100D-GY-G P 

545001005600 LEDHighbay-E 80W-5700-60D-GY-GP 

545001005700 LEDHighbay-E 80W-5700-100D-GY-G P 

545001005800 LEDHighbay-E 150W-5700-60D-GY-GP 

545001005900 LEDHighbay-E 150W-5700-100D-GY-GP 

545001006000 LEDHighbay-E 200W-5700-30D-GY-GP 

545001006100 LEDHighbay-E 200W-5700-60D-GY-GP 

Technical Specifications 

CRI ;,.so 

Colour  Consistency (SDCM) 6 

Dimmab le  No 

Housing Colour Grey 

I P  I P65 

IK I K08 

Driver integrated (Yes/No) Yes 

G low wire test 650°C 

Driver fai l u re rate 1% at 5000h 

Weight (kg/pc) 0.87 /1 .35/3.09/3.58 

sow 0.95 5000 

sow 0.95 5000 

sow 0.95 8000 

SOW 0.95 8000 

150W 0.95 15000 

150W 0.95 15000 

200W 0.95 20000 

200W 0.95 20000 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Appl ication Temperature 

Storage Environment 

100 

100 

100 

100 

100 

100 

100 

100 

50/60 

220-240 

AC 

Die-casting 

PC 

-35-45°C 

25°C 

-35-65°C 

250 30000 

250 30000 

380 30000 

380 30000 

700 30000 

700 30000 

900 30000 

900 30000 

C B  

[!] Thlslumlnalra 
contalnsbullt-Jn 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 
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Packaging Information 

Item Single Box(l pc/box) Packaging Unit 

It C d It D . 1. Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty 
em O e em escnp ,on 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

545001005400 

545001005500 

545001005600 

545001005700 

545007005800 

545001005900 

545001006000 

545001006100 

LEDHighbay-E 50W-5700-60D-GY-GP 214'214'102 1.33 445•445•230 10.61 

LEDHighbay-E 50W-5700-100D-GY-GP 214'214'102 1.33 445•445•230 10.61 

LEDHighbay-E SOW-5700-60D-GY-GP 270'270'106 1.93 560'285'240 7.70 

LEDHighbay-E 80W-5700-100D-GY-GP 270'270'106 1.93 560'285'240 7.70 

LEDHighbay-E 150W-5700-60D-GY-GP 390'390*720 4.26 405*405*270 8.51 

LEDHighbay-E 150W-5700-100D-GY-GP 390*390*120 4.26 405* 405*270 8.51 

LEDHighbay-E 200W-5700-30D-GY-GP 446'446'120 5.00 460*460*270 9.99 

LEDHighbay-E 200W-5700-60D-GY-GP 446*446*120 5.00 460* 460*270 9.99 

Item Code Accessories Gross Weight Packing Qty MOQ Picture 
(kg/pcs) (pcs) (pcs) 

545098007800 Highbay-E Pole-mounted Accessory 0.54 6 218 ,_...--.¾ 
545098001900 Highbay-E Wall-mounted Accessory(SOW) 0.08 12 576 

545098002000 Highbay-E Wall-mounted Accessory(80W) 0.13 10 576 r, 545098002100 Highbay-E Wall-mounted Accessory(150W) 0.23 10 576 

545098002200 Highbay-E Wall-mounted Accessory(200W) 0.29 8 576 

545098002300 High bay EcoMax Reflector SOW 0.43 8 514 

545098002400 High bay EcoMax Reflector 80W 0.54 8 514 

545098002500 High bay EcoMax Reflector 150W 0.82 8 514 

545098002600 High bay EcoMax Reflector 200W 0.93 6 514 

8 

8 

4 

4 

2 

2 

2 

2 

Dimensional Drawing 

D 

Photometric Data 
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60° (50W/80W/150W/200W) 

Model <D(mm) D(mm) H(mm) 

LED HB-E SOW 194 196 129.2 

LED HB-E 80W 250 251 133 

LED HB-E 150W 345 345 148 

LED HB-E 200W 401 402 148 

\ 

700° (50W/80W/150W) 

Features 
• Optimal heat management, 30Khrs 

• Up to 105 lm/W 

• Two beam angle options 

• Multiple installation options: hook, pole or wall mounting 

Specification 

LED Lowbay EcoMax H 

Benefits 
• Lasts 4 times longer than conventional low bay 

• Easily replace conventional low bay, more than 50% energy savings 

• Applicable in multiple ceiling heights and environment 

• Flexible installation 

Application 

Industrial Warehouse Station 

Gymnasium 

It C d It D . 1. Power Power Lumen Efficacy Input Current Beam Angle Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (0) (L70B50) (pcs) 

140060802 LED Lowbay-ElOOW-5700-60-SL-GP 100 

140060803 LED Lowbay-ElOOW-5700-90-SL-GP 100 

140060804 LED Lowbay-ElSOW-5700-60-SL-GP 150 

140060805 LED Lowbay-E150W-5700-90-SL-GP 150 

545002000810 LED Lowbay-E200W-5700-60-SL-GP 200 

545002000710 LED Lowbay-E200W-5700-90-SL-GP 200 

Technical Specifications 

CRI ;;,,so 
Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Silver 

IP IP20 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Weight (kg/pc) 1.68 - 2.97 

0.95 9000 90 

0.95 10500 105 

0.95 13500 90 

0.95 15750 105 

0.95 18000 90 

0.95 20000 100 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Storage Environment 

465 60 

465 90 

700 60 

700 90 

915 60 

915 90 

50/60 

220-240 

AC 

PC 

Aluminium 

-20-45°C 

-25-50°C 

30000 

30000 

30000 

30000 

30000 

30000 

[!],.,, ,,., .. ,,. cont■insbuilt-in 
LEDl■mps. 

Thelampscannotbechanged 
intheluminaire. 
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Packagi ng I nformat ion 

Item Single Box(1pc/box) Packaging Unit 

It C d It D . t· Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty em O e em escrip ,on (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140060802 LED Lowbay-El00W-5700-60-SL-GP 378*378*390 3.06 378*378*390 3.06 

140060803 LED Lowbay-E100W-5700-90-SL-GP 460*460*318 3.06 460*460*318 3.06 

140060804 LED Lowbay-E150W-5700-60-SL-GP 378*378* 454 4.08 378*378*454 4.08 

140060805 LED Lowbay-El50W-5700-90-SL-GP 460* 460*372 4.81 460*460*372 4.81 

545002000810 LED Lowbay-E200W-5700-60-SL-GP 380*380*330 4.33 380*380*330 4.33 

545002000710 LED Lowbay-E200W-5700-90-SL-GP 465* 465*330 4.78 465*465*330 4.78 

Accessory 

Accessories Packaging Unit 

It D . t· MOQ Dimensions(mm) Gross Weight Packing Qty 
p· Item Code em escrip 10n (pcs) (LxWxH) (kg) (pcs) 1cture 

545002000910 

545002001010 

545002001110 

Lowbay 100-200W reflector 60D 

Lowbay 100-200W reflector 90D 

LED Lowbay-E200W-5700 Gearbox 

150 

150 

150 

400* 400*298 

480*480*215 

400*400*330 

2.28 

2.52 

11.92 

4 

4 

4 i 

Dimens iona l  D rawi ng 

Photometr ic Data 

f 1 ' 
\;< > j 
{71 \ \ 

/' / 

60°(100W/150W/120W/200W) 

049 

f 

Type H CD 

LED LB-E 100W-60-GP 415mm 330mm 

LED LB-E 100W-90-GP 335mm 412mm 

LED LB-E 150W-60-GP 475mm 330mm 

LED LB-E 150W-90-GP 395mm 412mm 

LED LB-E 200W 60D 510mm 328mm 

LED LB-E 200W 90D 425mm 413mm 

f- '\: 

\ l 

f 1---f \ / 

; 
,, 

/' "\ ,, 

90°(100W/150W/120W/200W) 

0 r 

Featu res 

• Optimal heat management, 30Khrs 

• Up to 100 lm/W 

• Two beam angle options 

• Multiple installation options: hook, pole or wall mounting 

Specif icat ion 

LED Lowbay EcoMax 

Benefits 

• Lasts 4 times longer than conventional low bay 

• Easily replace conventional low bay, more than 50% energy savings 

• Applicable in multiple ceiling heights and environment 

• Flexible installation 

App l icat ion 

I ndustrial Warehouse Station 

Gymnasium 

It C d It D . t· 
Power Power Lumen Efficacy I nput Current Beam Angle Lifetime MOQ 

em O e em escnp ,on 
(W) Factor ( Im) ( lm/W) (mA) (0) (L70B50) (pcs) 

140056750 LED Lowbay-E28W-3000-60-SL-GP 28 

140056756 LED Lowbay-E28W-3000-120-SL-GP 28 

140056755 LED Lowbay-E28W-5700-60-SL-GP 28 

140056751 LED Lowbay-E28W-5700-120-SL-GP 28 

140056753 LED Lowbay-E40W-3000-60-SL-GP 40 

140056752 LED Lowbay-E40W-3000-120-SL-GP 40 

140056757 LED Lowbay-E40W-5700-60-SL-GP 40 

140056754 LED Lowbay-E40W-5700-120-SL-GP 40 

140056758 LED Lowbay-E48W-3000-60-SL-GP 48 

140056748 LED Lowbay-E48W-3000-120-SL-GP 48 

140056749 LED Lowbay-E48W-5700-60-SL-GP 48 

140056759 LED Lowbay-E48W-5700-120-SL-GP 48 

Technical Specifications 

CRI ;;,, 30 

Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Silver 

IP IP20 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Weight (kg/pc) 0.61 - 0.99 

0.95 2520 90 125 

0.95 2520 90 125 

0.95 2520 90 125 

0.95 2520 90 125 

0.95 3600 90 185 

0.95 3600 90 185 

0.95 3600 90 185 

0.95 3600 90 185 

0.95 5000 100 226 

0.95 5000 100 226 

0.95 5000 100 226 

0.95 5000 100 226 

Electrical Supply 

Frequency (Hz) 50/60 

Voltage (V) 220-240 

AC / DC AC 

Mechan ical  Propert ies 

Driver Housing material PC 

Reflector Material Aluminium 

Appl ication Conditions 

Operating Temperature -20-45°C 

Storage Environment -25-50°C 

60 

120 

60 

120 

60 

120 

60 

120 

60 

120 

60 

120 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

[!] ,M,l"mio,i� 
contains built-In 
LED lamp s .  
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}� !i9 

Thelampscannotbechanged 
inthelumin;iire. 
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Packagi ng I nfo rmat ion 

Item Single Box(1pc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140056750 LED Lowbay-E28W-3000-60-SL-GP 276*276*176 1.10 564 *564 *380 8.81 8 

140056756 LED Lowbay-E28W-3000-120-SL-G P 406*406*156 1.68 826*414*340 6.71 4 

140056755 LED Lowbay-E28W-5700-60-SL-GP 276*276*176 1.10 564 *564 *380 8.81 8 

140056751 LED Lowbay-E28W-5700-120-SL-G P 406*406*156 1.68 826*414*340 6.71 4 

140056753 LED Lowbay-E40W-3000-60-SL-GP 276*276*186 1.45 564*564*400 11.58 8 

140056752 LED Lowbay-E40W-3000-120-SL-GP 406*406*166 2.02 826*414*364 8.08 4 

140056757 LED Lowbay-E40W-5700-60-SL-GP 276*276*186 1.45 564*564*400 11.58 8 

140056754 LED Lowbay-E40W-5700-120-SL-GP 406*406*166 2.02 826*414*364 8.08 4 

140056758 LED Lowbay-E48W-3000-60-SL-GP 276*276*196 1.94 564 *564 * 420 15.50 8 

140056748 LED Lowbay-E48W-3000-120-SL-GP 406*406*186 2.51 826*414*404 10.04 4 

140056749 LED Lowbay-E48W-5700-60-SL-GP 276*276*196 1.94 564 *564 * 420 15.50 8 

140056759 LED Lowbay-E48W-5700-120-SL-GP 406*406*786 2.51 826*414*404 10.04 4 

Di mens iona l  D rawing 

Photometr ic Data 

60°(28W / 40W I 48W) 

051 

Type H ¢ 

LED LB-E 28W-60-GP 187.5mm 230mm 

LED LB-E 28W-120-GP 167.5mm 360mm 

LED LB-E 40W-60-GP 197.5mm 230mm 

LED LB-E 40W-120-GP 177.5mm 360mm 

LED LB-E 48W-60-GP 217.5mm 230mm 

LED LB-E 48W-120-GP 197.5mm 360mm 

f 

/ 

120°(28W I 40W I 48W) 

LED Waterproof Performer 2 

Features Benefits App l icat ion 
• Up t o  130 lm/W 

• IP66 protection rating 

• Up to 60% energy saving compared to fluorescent solution 

• Quick installation with through wiring and easy end-cap connections GJl m 
• Impact resistant polycarbonate housing(IK08) • Wide range ensure availability of right fixture for projects Medical Industrial Parking 
• DALI option available 

• Prepared for through wiring 

• Prevents cover yellowing 

ti 
School Warehouse 

Specif icat ion 

Item Code Item Description Power Power Lumen Efficacy Input Current CRI CCT Lifetime MOQ 
(w) Factor (Im) (lm/W) (mA) (K) (L70B50) (pcs) 

543022003770 LED Waterproof-P2 L653-12.5W-4000-FR-GP 12.5 0.9 1375 110 66 ;;.so 4000 70000 504 

543022003610 LED Waterproof-P2 L653-12.5W-6500-FR-GP 12.5 0.9 1375 110 66 ;;.so 6500 70000 504 

543022003510 LED Waterproof-P2 L653-23W-4000-FR-GP 23 0.9 2530 110 113 ;;.so 4000 70000 504 

543022003410 LED Waterproof-P2 L653-23W-6500-FR-GP 23 0.9 2530 110 113 ;;.so 6500 70000 504 

543022003310 LED Waterproof-P2 L1263-23W-4000-FR-GP 23 0.9 2530 110 113 ;;.so 4000 70000 504 

543022003270 LED Waterproof-P2 L1263-23W-6500-FR-GP 23 0.9 2530 110 113 ;;.so 6500 70000 504 

543022003110 LED Waterproof-P2 L1263-40W-4000-FR-GP 40 0.9 4400 110 190 ;;,,so 4000 70000 504 

543022003010 LED Waterproof-P2 L1263-40W-6500-FR-GP 40 0.9 4400 110 190 ;;,,so 6500 70000 504 

543022002910 LED Waterproof-P2 L1563-27W-4000-FR-GP 27 0.9 2970 110 126 ;;.so 4000 70000 504 

543022002810 LED Waterproof-P2 L1563-27W-6500-FR-GP 27 0.9 2970 110 126 ;;.so 6500 70000 504 

543022002710 LED Waterproof-P2 L1563-51W-4000-FR-GP 51 0.9 5610 110 238 ;;.so 4000 70000 504 

543022002610 LED Waterproof-P2 L1563-51W-6500-FR-GP 51 0.9 5610 110 238 ;;.so 6500 70000 504 

543022002510 LED Waterproof-P2 L1563-75W-4000-FR-GP 75 0.9 9000 120 330 ;;,,so 4000 70000 504 

543022002410 LED Waterproof-P2 L1563-75W-6500-FR-GP 75 0.9 9000 120 330 ;;,,so 6500 70000 504 

543022002310 LED Waterproof-P2 L1563-90W-4000-FR-GP 90 0.9 11700 130 400 ;;.so 4000 70000 504 

543022002210 LED Waterproof-P2 L1563-90W-6500-FR-GP 90 0.9 11700 130 400 ;;.so 6500 70000 504 

543022002110 LED Waterproof-P2 L653-13W-DALl-4000-FR-GP 13 0.9 1430 110 63 ;;.so 4000 70000 504 

543022004010 LED Waterproof-P2 L653-13W-DALl-6500-FR-GP 13 0.9 1430 110 63 ;;.so 6500 70000 504 

543022003910 LED Waterproof-P2 L653-24W-DALl-4000-FR-GP 24 0.9 2640 110 120 ;;,,so 4000 70000 504 

543022003810 LED Waterproof-P2 L653-24W-DALl-6500-FR-GP 24 0.9 2640 110 120 ;;.so 6500 70000 504 

543022002010 LED Waterproof-P2 L1263-24W-DALl-4000-FR-GP 24 0.9 2640 110 114 ;;.so 4000 70000 504 

543022001910 LED Waterproof-P2 L1263-24W-DALl-6500-FR-GP 24 0.9 2640 110 114 ;;.so 6500 70000 504 

543022001810 LED Waterproof-P2 L1263-45W-DALl-4000-FR-GP 45 0.9 4950 110 196 ;;.so 4000 70000 504 

543022001710 LED Waterproof-P2 L1263-45W-DALl-6500-FR-GP 45 0.9 4950 110 196 ;;.so 6500 70000 504 

543022001610 LED Waterproof-P2 L1563-28W-DALl-4000-FR-GP 28 0.9 3080 110 131 ;;.so 4000 70000 504 

543022001510 LED Waterproof-P2 L1563-28W-DALl-6500-FR-GP 28 0.9 3080 110 131 ;;.so 6500 70000 504 

543022001410 LED Waterproof-P2 L1563-55W-DALl-4000-FR-GP 55 0.9 6050 110 238 ;;.so 4000 70000 504 

543022001310 LED Waterproof-P2 L1563-55W-DALl-6500-FR-GP 55 0.9 6050 110 238 ;;.so 6500 70000 504 
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Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

Glow wire test 

Driver failure rate 

Weight (kg/pc) 

Packaging Information 

Electrical Supply 

;;,,so Frequency (Hz) 

< 4  Voltage (V) 

No/Yes(DALI) AC / DC 

Grey 

IP66 Mechanical Finishing Properties 

IK0B Housing Material 

Yes Optical Material 

650°C 

1% at 5000h 
App l ication Conditions 

0.85-2.10 
Operating Temperature 

Ta 

Storage Environment 

50 / 60 

220-240 

AC 

PC 

Plastic and aluminium 

-25-45°C 

45°c 

-25-65°C 

C B 

[!] Thlslumlnalr111 
contains built-in 
LED lamps. 

The lamps cannot be changed 
intheluminaire. 
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Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543022003710 LED Waterproof-P2 L653-12.5W-4000-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022003610 LED Waterproof-P2 L653-12.5W-6500-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022003510 LED Waterproof-P2 L653-23W-4000-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022003410 LED Waterproof-P2 L653-23W-6500-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022003310 LED Waterproof-P2 L1263-23W-4000-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022003210 LED Waterproof-P2 L1263-23W-6500-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022003110 LED Waterproof-P2 L1263-40W-4000-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022003010 LED Waterproof-P2 L1263-40W-6500-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022002910 LED Waterproof-P2 L1563-27W-4000-FR-GP 7637*83*85 2.10 1702*264 *190 12.60 6 

543022002810 LED Waterproof-P2 L1563-27W-6500-FR-GP 1637*83*85 2.10 1702*264 *190 12.60 6 

543022002710 LED Waterproof-P2 L1563-51W-4000-FR-GP 7637*83*85 2.33 1702*264 *190 13.98 6 

543022002610 LED Waterproof-P2 L1563-51W-6500-FR-GP 1637*83*85 2.33 1702*264 *190 13.98 6 

543022002510 LED Waterproof-P2 L1563-75W-4000-FR-GP 1637*83*85 2.40 1702*264 *190 14.40 6 

543022002410 LED Waterproof-P2 L1563-75W-6500-FR-GP 1637*83*85 2.40 1702*264 *190 14.40 6 

543022002310 LED Waterproof-P2 L1563-90W-4000-FR-GP 1637*83*85 2.40 1702*264 *190 14.40 6 

543022002210 LED Waterproof-P2 L1563-90W-6500-FR-GP 1637*83*85 2.40 1702*264 *190 14.40 6 

543022002110 LED Waterproof-P2 L653-13W-DALl-4000-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022004010 LED Waterproof-P2 L653-13W-DALl-6500-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022003910 LED Waterproof-P2 L653-24W-DALl-4000-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022003810 LED Waterproof-P2 L653-24W-DALl-6500-FR-GP 732*83*85 1.15 797*264 *190 6.90 6 

543022002010 LED Waterproof-P2 L1263-24W-DALl-4000-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022001910 LED Waterproof-P2 L1263-24W-DALl-6500-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022001810 LED Waterproof-P2 L1263-45W-DALl-4000-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022001710 LED Waterproof-P2 L1263-45W-DALl-6500-FR-GP 1337*83*85 1.85 1402*264*190 11.10 6 

543022001610 LED Waterproof-P2 L1563-28W-DALl-4000-FR-GP 1637*83*85 2.10 1702*264 *190 12.60 6 

543022001510 LED Waterproof-P2 L1563-28W-DALl-6500-FR-GP 1637*83*85 2.10 1702*264 *190 12.60 6 

543022001410 LED Waterproof-P2 L1563-55W-DALl-4000-FR-GP 1637*83*85 2.10 1702*264 *190 12.60 6 

543022001310 LED Waterproof-P2 L1563-55W-DALl-6500-FR-GP 1637*83*85 2.10 1702*264 *190 12.60 6 
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Dimensional Drawing 
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Features 
• Up to 120 lm/W 

• IP65 dust and water protection 

• I K08 Anti-shock enclose 

• Emergency option available 

Specif icat ion  

LED Waterproof EcoMax 1 1  

Benefits 
• Low energy consumption,up to 55% energy saving comparing to fluorescent solution 

• Water and dust proof,suitable for outdoor use 

• Impact resistant 

• Flexible installation and Low maintenance 

Application 

Parking Warehouse 

Tunnel Hospital 

It C d It D . 1. Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escrip ,on (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543022013810 LEDWaterproof-E L650-9W-4000-FR-GP 

543022015410 LEDWaterproof-E L650-9W-6500-FR-GP 

543022014010 LEDWaterproof-E L1260-18W-4000-FR-GP 

543022014110 LEDWaterproof-E L1260-18W-6500-FR-GP 

543022014310 LEDWaterproof-E L1560-34W-4000-FR-GP 

543022014210 LEDWaterproof-E L1560-34W-6500-FR-GP 

543022014410 LEDWaterproof-E L650-22W-4000-FR-GP 

543022014510 LEDWaterproof-E L650-22W-6500-FR-GP 

543022014610 LEDWaterproof-E L1260-46W-4000-FR-GP 

543022014810 LEDWaterproof-E L1260-46W-6500-FR-GP 

543022014710 LEDWaterproof-E L1560-55W-4000-FR-GP 

543022014910 LEDWaterproof-E L1560-55W-6500-FR-GP 

543022015010 LEDWaterproof-E L1260-46W-4000-EPS-FR-GP 

543022015110 LEDWaterproof-E L1260-46W-6500-EPS-FR-GP 

543022015210 LEDWaterproof-E L1560-55W-4000-EPS-FR-GP 

543022015310 LEDWaterproof-E L1560-55W-6500-EPS-FR-GP 

Technical Specifications 

CRI 80 

Colour Consistency (SDCM) 6 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

Glow wire test 

Driver failure rate 

Weight (kg/pc) 

0 5 5  

No 

Grey 

IP65 

IK08 

Yes 

650°C 

1% at 5000h 

0.89/1.40/1.68/0.95/ 

1.66/2.08/2.12/2.62 

9 0.9 1080 

9 0.9 1080 

18 0.9 2160 

18 0.9 2160 

34 0.9 4080 

34 0.9 4080 

22 0.9 2640 

22 0.9 2640 

46 0.9 5520 

46 0.9 5520 

55 0.9 6600 

55 0.9 6600 

46 0.9 5520 

46 0.9 5520 

55 0.9 6600 

55 0.9 6600 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Appl ication Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

120 46 

120 46 

120 91 

120 91 

120 155 

120 155 

120 101 

120 101 

120 205 

120 205 

120 240 

120 240 

120 200 

120 200 

120 230 

120 230 

50/60 

220-240 

AC 

PC 

PC 

-20-45°C 

25°C 

-25-65°C 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

I I  

00 Thi1luminair• 
contains buill•in 
LEDlamp1. 

The lamps cannot be changed 

in tha luminaire. 
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504 

504 

504 

504 

504 

504 

504 

504 

504 

504 

504 

504 

I 
I 
I 
I 

Packag i ng I nfo rmat ion 

Item S ingle Box(lpc/box) Outer box 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight 

(LxWxH) (kg) (LxWxH) (kg) 

543022013810 LEDWaterproof-E 

543022015410 LEDWaterproof-E 

543022014010 LEDWaterproof-E 

543022014110 LEDWaterproof-E 

543022014310 LEDWaterproof-E 

543022014210 LEDWaterproof-E 

543022014410 LEDWaterproof-E 

543022014510 LEDWaterproof-E 

543022014610 LEDWaterproof-E 

543022014810 LEDWaterproof-E 

543022014710 LEDWaterproof-E 

543022014910 LEDWaterproof-E 

543022015010 LEDWaterproof-E 

543022015110 LEDWaterproof-E 

543022015210 LEDWaterproof-E 

543022015310 LEDWaterproof-E 

Di mens iona l  D rawi ng 

H
I � ij 'Er 

wl �::; □ ::: 

Photometric Data 

I 

- CO - C180 - C90- C270 

L650-9W-4000-FR-GP 

L650-9W-6500-FR-GP 

L 1260-18W-4000-FR-GP 

L 1260-18W-6500-FR-GP 

L 1560-34W-4000-FR-GP 

L 1560-34W-6500-FR-GP 

L650-22W-4000-FR-GP 

L650-22W-6500-FR-GP 

L 1260-46W-4000-FR-GP 

L 1260-46W-6500-FR-GP 

L 1560-55W-4000-FR-GP 

L 1560-55W-6500-FR-GP 

L 1260-46W-4000-EPS-FR-GP 

L 1260-46W-6500-EPS-FR-GP 

L 1560-55W-4000-EPS-FR-GP 

L 1560-55W-6500-EPS-FR-G P 

\ 
\. 

X 

'Er 

::: 

656'82'90 

656*82*90 

1266*82*90 

1266'82'90 

1566'82'90 

1566'82'90 

656*128'88 

656*128*88 

1266'128'88 

1266*128'88 

1566*128'88 

1566'128'88 

1266'128*88 

1266'128*88 

1566'128'88 

1566*128'88 

� j  

□ ] 

0.98 671*343*290 12.41 

0.98 671*343*290 12.41 

1.57 1281*261*290 15.00 

1.57 1281*261*290 15.00 

1.88 1581*270*290 18.12 

1.88 1581*270*290 18.12 

1.10 671*399*284 10.63 

1.10 671*399*284 10.63 

1.87 1281*399'196 12.22 

1.87 1281*399*196 12.22 

2.33 1581*399*196 15.16 

2.33 1581*399*196 15.16 

2.33 1281*399*196 14.98 

2.33 1281*399*196 14.98 

2.87 1581*399*196 18.40 

2.87 1581*399*196 18.40 

T L W H X ype (mm) (mm) (mm) (mm) 

LED WP-E 650-9W 

LED WP-E 1260-18W 

LED WP-E 1560-34W 

LED WP-E 650-22W 

LED WP-E 1260-46W 

LED WP-E 1560-55W 

650 

1260 

1560 

650 

1260 

1560 

82 

82 

82 

127 

127 

127 

86 

86 

86 

86 

86 

86 

350 

900 

1200 

350 

900 

1200 

0 5 6  



LED Waterproof Utility 3 

Features Benefits Appl ication 

• Up to ll0lm/W 

• Optimal heat management, 30Khrs 

• Low energy consumption,up to 50% energy saving comparing 

• Water and dust proof, suitable for outdoor use m � 
• IP65 protection rating • Impact resistant, low maintenance cost Parking Warehouse 

• I KOS Anti-shock enclosure 

� 611 
Tunnel Hospital 

Specification 

It C d It D . 1. Power Power Lumen Efficacy Input Current Lifetime MOQ 
em O e em escrip ,on 

(W) Factor (Im) (lm/W) (mA) (L7OB5O) (pcs) 

543022012910 LED Waterproof-U3 L600-20W-4000-FR-GP 

543022013010 LED Waterproof-U3 L600-20W-6500-FR-GP 

543022013310 LED Waterproof-U3 L1200-40W-4000-FR-GP 

543022013410 LED Waterproof-U3 L1200-40W-6500-FR-GP 

543022013510 LED Waterproof-U3 L1500-60W-4000-FR-GP 

543022013610 LED Waterproof-U3 L1500-60W-6500-FR-GP 

Technical Specifications 

CRI ;;.so 
Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP IP65 

IK IK0B 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Driver failure rate 1% at 5000h 

Weight (kg/pc) 0.58/1.15/1.43 

05 7 

20W 0.5 2200 

20W 0.5 2200 

40W 0.9 4400 

40W 0.9 4400 

60W 0.9 6600 

60W 0.9 6600 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Appl ication Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

110 

110 

110 

110 

110 

110 

50/60 

220-240 

AC 

Aluminium 

Polycarbonate 

-20-45°C 

25°C 

-25-65°C 

181 

181 

202 

202 

303 

303 

30000 

30000 

30000 

30000 

30000 

30000 

[!],_;,,,.;",;" contains built -in 
LED l amps. 

Thelampscannotbechanged 
intheluminaire. 

1000 

1000 

1000 

1000 

1000 

1000 
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Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543022012910 LED Waterproof-U3 L600-20W-4000-FR-GP 

543022013010 LED Waterproof-U3 L600-20W-6500-FR-GP 

543022013310 LED Waterproof-U3 L1200-40W-4000-FR-GP 

543022013410 LED Waterproof-U3 L 1200-40W-6500-FR-GP 

543022013510 LED Waterproof-U3 L 1500-60W-4000-FR-GP 

543022013610 LED Waterproof-U3 L 1500-60W-6500-FR-GP 

Dimensional Drawing 

r 'm1 
X 

L 

M d l  L W H X 0 e (mm) (mm) (mm) (mm) 

LED WP-U3 600-20W 

LED WP-U3 1200-40W 

LED WP-U3 1500-60W 

Photometric Data 

105° I � 
I 

I \ 

I \ 
- CO - C180 - C90 - C270 

605 

1208 

1509 

'-

80 

80 

80 

105° 

57 

57 

57 

300 

700 

1100 

615*85*64 0.66 635*362*27 4 10.56 16 

615*85*64 0.66 635*362*27 4 10.56 16 

1218*85*64 1.38 1235*362*210 16.56 12 

1218*85*64 1.38 1235*362*210 16.56 12 

1519*85*64 1.70 1535*362*210 20.42 12 

1519*85*64 1.70 1535*362*210 20.42 12 

• 

05 8 



LED Waterproof Utility Plus 

Features Benefits Application 
• Optimal heat management, 30000hrs • Lasts 4 times longer than fluorescent 

• IP65 protection rating • Waterproof and dustproof, suitable for outdoor use 

• I KOS Anti-shock enclosure • Impact resistant Parking Warehouse 

• Anti-UV polycarbonate cover • Prevent cover yellowing, ensures long product lifespan 

Tunnel Hospital 

Specification 

It C d It D . t' Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escnp ,an (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

140065110 LEDWaterproof-U L 600-lOW-4000-FR-GP-2 

140065111 LEDWaterproof-U L 600-lOW-6000-FR-GP-2 

140065112 LEDWaterproof-U L 1200-20W-4000-FR-GP-2 

140065113 LEDWaterproof-U L 1200-20W-6000-FR-GP-2 

140065114 LEDWaterproof-U L 1500-24W-6000-FR-GP-2 

140065115 LEDWaterproof-U L 1500-24W-4000-FR-GP-2 

140065116 LEDWaterproof-U L 600-20W-4000-FR-GP-2 

140065117 LEDWaterproof-U L 600-20W-6000-FR-GP-2 

140065118 LEDWaterproof-U L 1200-40W-4000-FR-GP-2 

140065119 LEDWaterproof-U L 1200-40W-6000-FR-GP-2 

140065120 LEDWaterproof-U L 1500-48W-4000-FR-GP-2 

140065121 LEDWaterproof-U L 1500-48W-6000-FR-GP-2 

Technical Specifications 

CRI 

Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP IP65 

IK IKOS 

Driver integrated (Yes/No) Yes 

G low wire test 650°C 

Driver failure rate 1% at 5000h 

Weight (kg/pc) 0.60/0.97 /l.15/0.69/1.19/1.47 

059 

10 0.9 900 90 

10 0.9 900 90 

20 0.9 1800 90 

20 0.9 1800 90 

24 0.9 2160 90 

24 0.9 2160 90 

20 0.9 1800 90 

20 0.9 1800 90 

40 0.9 3600 90 

40 0.9 3600 90 

48 0.9 4320 90 

48 0.9 4320 90 

Electrical Supply 

Frequency (Hz) 

Voltage CV) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Storage Environment 

48 

48 

97 

97 

116 

116 

97 

97 

193 

193 

232 

232 

50/60 

220-240 

AC 

PC 

PC 

-25-45°C 

-25-65°C 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

C B  

[!],_;,,".;",;" contains built-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

500 

500 

500 

500 

504 

504 

504 

504 

504 

504 

504 

504 
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Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140065110 LEDWaterproof-U L 600-lOW-4000-FR-GP-2 655*65*60 0.71 720*350*260 

140065111 LEDWaterproof-U L 600-lOW-6000-FR-GP-2 655*65*60 0.71 720*350*260 

140065112 LEDWaterproof-U L 1200-20W-4000-FR-GP-2 1255*65*60 1.11 1320*350*260 

140065113 LEDWaterproof-U L 1200-20W-6000-FR-GP-2 1255*65*60 1.11 1320*350*260 

140065114 LEDWaterproof-U L 1500-24W-6000-FR-GP-2 1555*67*60 1.43 1620*283*140 

140065115 LEDWaterproof-U L 1500-24W-4000-FR-GP-2 1555*67*60 1.43 1620*283*140 

140065116 LEDWaterproof-U L 600-20W-4000-FR-GP-2 655*87*60 0.88 720*276*200 

140065117 LEDWaterproof-U L 600-20W-6000-FR-GP-2 655*87*60 0.88 720*276*200 

140065118 LEDWaterproof-U L 1200-40W-4000-FR-GP-2 1255*87*60 1.40 1320*276*200 

140065119 LEDWaterproof-U L 1200-40W-6000-FR-GP-2 1255*87*60 1.40 1320*276*200 

140065120 LEDWaterproof-U L 1500-48W-4000-FR-GP-2 1555*87*60 1.83 1620*276*140 

140065121 LEDWaterproof-U L 1500-48W-6000-FR-GP-2 1555*87*60 1.83 1620*276*140 

Dimensional Drawing 

_______ J; ___ x ___ i __ 
��- - - - - - - - - -�} 

L 

L W H X Model (mm) (mm) (mm) (mm) 

LED WP-U 600-lOW 

LED WP-U 1200-20W 

LED WP-U 1500-24W 

LED WP-U 600-20W 

LED WP-U 1200-40W 

LED WP-U 1500-48W 

Photometric Data 

I 

- CO - Cl80 - C90- C270 

630 

1230 

1530 

630 

1230 

1530 

60 

60 

60 

80 

80 

80 

56 

56 

56 

56 

56 

56 

400 

750 

1200 

400 

750 

1200 

H 

14.20 20 

14.20 20 

22.20 20 

22.20 20 

11.40 8 

11.40 8 

7.90 9 

7.90 9 

12.60 9 

12.60 9 

11.00 6 

11.00 6 

060 



LED Waterproof UQ Series 

Features Benefits Application 
• Optimal heat management, 30Khrs • Low energy consumption,up to 50% energy savings 

• IP66 protection rating • Robust and reliable, good performance in poor grid environment 

• 2.SKV Surge protection • Impact resistant, low maintenance cost Parking Warehouse 

Tunnel Hospital 

Specification 

It C d It D . t· Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escrip ,an (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543022021010 LED Waterproof-UQ L600-7.5W-4000-FR-GP 

543022020910 LED Waterproof-UQ L600-7.5W-5700-FR-GP 

543022020810 LED Waterproof-UQ L 1200-15W-4000-FR-GP 

543022020710 LED Waterproof-UQ L 1200-15W-5700-FR-GP 

543022020610 LED Waterproof-UQ L 1200-30W-4000-FR-GP 

543022020510 LED Waterproof-UQ L1200-30W-5700-FR-GP 

Technical Specifications 

CRI ;.so 
Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP  IP66 

IK IK06 

Driver integrated (Yes/No) YES 

G low wire test 650°C 

Driver fai l u re rate 1% at 5000h 

Weight (kg/pc) 0.22/0.43/0.43 

061 

7.5 0.95 620 

7.5 0.95 620 

15 0.95 1300 

15 0.95 1300 

30 0.95 2850 

30 0.95 2850 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

83 40 

83 40 

87 70 

87 70 

95 140 

95 140 

50/60 

220-240 

AC 

PC 

PC 

-25-45°C 

25°C 

-30-65°C 

30000 

30000 

30000 

30000 

30000 

30000 

I I  

The lamps cannot be changed 

in the luminaire. 
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1000 

1000 

1000 

1000 

1000 

1000 

Packaging Information 

Item Single Box(lpc/box) Outer box 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

543022021010 LED Waterproof-UQ L600-7.5W-4000-FR-GP 50*50*640 

543022020910 LED Waterproof-UQ L600-7.5W-5700-FR-GP 50*50*640 

543022020810 LED Waterproof-UQ L1200-15W-4000-FR-GP 50*50*1240 

543022020710 LED Waterproof-UQ L1200-15W-5700-FR-GP 50*50*1240 

543022020610 LED Waterproof-UQ L1200-30W-4000-FR-GP 50*50*1240 

543022020510 LED Waterproof-UQ L1200-30W-5700-FR-GP 50*50*1240 

Dimensional Drawing 

Model A(mm) B(mm) C(mm) D(mm) 

LED WP-UQ 600-7.SW 

LED WP-UQ 1200-15W 

LED WP-UQ7200-30W 

Photometric Data 
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1194 

1194 

400 

900 

900 

0.315 650*320'270 9.45 30 

0.315 650*320'270 9.45 30 

0.559 1250*320*270 16.77 30 

0.559 1250*320'270 16.77 30 

0.559 1250*320*270 16.77 30 

0.559 1250*320*270 16.77 30 
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LED Waterproof EP Series 

Features Benefits Application 

• Compact and durable 

• IP65 protection rating 

• Dedicated housing for LED TB tube 

• Water and dust proof, suitable for wet and dusty environment m ll. t=t J:!iii!i 
• 3 length & 2 wiring options • Easy to install, esay maintenance Parking Factory Warehouse 

Specification 

Item Code Item Description Applicable lamps Cl ip Material 
(

MOQ

) pcs 

543022006110 LED Waterproof-EP L600-2T-SG-GP 2pcs single-ended input LED TB Tube(0.6m) stainless steel 500 

543022006010 LED Waterproof-EP L600-2T-DB-GP 2pcs double-ended input LED TB Tube(0.6m) stainless steel 500 

543022005810 LED Waterproof-EP L1200-2T-SG-GP 2pcs single-ended input LED TB Tube(l.2m) stainless steel 3000 

543022005610 LED Waterproof-EP L1200-2T-DB-GP 2pcs double-ended input LED TB Tube(l.2m) stainless steel 3000 

543022005510 LED Waterproof-EP L1500-2T-SG-GP 2pcs single-ended input LED TB Tube(l.Sm) stainless steel 504 

543022005310 LED Waterproof-EP L1500-2T-DB-GP 2pcs double-ended input LED TB Tube(l.Sm) stainless steel 504 

543022005410 LED Waterproof-EP L600-2T-DB-GP-PC 2pcs double-ended input LED TB Tube(0.6m) Plastic 500 

543022005710 LED Waterproof-EP L1200-2T-DB-GP-PC 2pcs double-ended input LED TB Tube(l.2m) Plastic 3000 

543022005910 LED Waterproof-EP L1500-2T-SG-GP-PC 2pcs single-ended input LED TB Tube(l.5m) Plastic 504 

*No tube included 

Technical Specifications Electrical Supply 

Housing Colour Grey Input Voltage (V) 100-240 (Follow rated input of LED TB) 

IP IP65 AC / DC AC 

Glow wire test 650°C 

Weight (kg/pc) 0.56-1.28 

Application Conditions 

Mechanical Properties Operating Temperature -30-45°C 

Housing Material PC Storage Environment -30-65°C 

Cover Material PC 

063 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543022006110 LED Waterproof-EP L600-2T-SG-GP 695x120x60 

543022006010 LED Waterproof-EP L600-2T-DB-GP 695x120x60 

543022005810 LED Waterproof-EP L1200-2T-SG-GP 1295x120x60 

543022005610 LED Waterproof-EP L1200-2T-DB-GP 1295x120x60 

543022005510 LED Waterproof-EP L1500-2T-SG-GP 1595x120x60 

543022005310 LED Waterproof-EP L1500-2T-DB-GP 1595x120x60 

543022005410 LED Waterproof-EP L600-2T-DB-GP-PC 695x120x60 

543022005710 LED Waterproof-EP L1200-2T-DB-GP-PC 7290x82x67 

543022005910 LED Waterproof-EP L1500-2T-SG-GP-PC 1595x120x60 

Dimensiona l  Drawing 
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I� 
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L 

Model L(mm) W(mm) H(mm) LF(mm) 

LED WP-EP 600-2T-S 

LED WP-EP 600-2T-D 

LED WP-EP 1200-2T-5 

LED WP-EP 1200-2T-D 

LED WP-EP 1500-2T-5 

LED WP-EP 1500-2T-D 

Photometric Data 
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1 1 6  
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1 1 60 

1 1 60 

0.74 760x320x260 7.42 10 

0.73 760x320x260 7.32 70 

1.31 1360x260x260 10.50 8 

1.28 1360x260x260 10.26 8 

1.62 1660x260x260 12.95 8 

1.57 1660x260x260 12.55 8 

0.72 760x320x260 7.22 10 

1.24 1360x260x260 9.94 8 

1.57 1660x260x260 12.55 8 
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LED Bulkhead EcoMax 

Features Benefits Application 
• Up to l00lm/W, 30Khrs lifespan 

• IP65 protection rating, IK08 anti-shock rating 

• Outstanding waterproof design, adaptable in rough environment 

• Up to 90% energy saving comparing to conventional wall lamp 1111. » 
• Surge protection up to 2.SKV • Impact resistant, long life, low maintenance cost Villa Garden Corridor 

1:-.:1 
5L 

� : 1 1 1 1 1  
: 1 1 1 1 1  - -

Wall Bu i ld ing Warehouse 

Specification 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543022000310 LED bulkhead-E 6.SW-3000-FR-GP 6.5 0.9 553 85 33 30000 1000 

543022000410 LED bulkhead-E 6.SW-4000-FR-GP 6.5 0.9 650 100 33 30000 1000 

543022000510 LED bulkhead-E 6.SW-6500-FR-GP 6.5 0.9 650 100 33 30000 1000 

543022000610 LED bulkhead-E 13W-3000-FR-GP 13 0.9 1105 85 66 30000 1000 

543022000710 LED bulkhead-E 13W-4000-FR-GP 13 0.9 1300 100 66 30000 1000 

543022000810 LED bulkhead-E 13W-6500-FR-GP 13 0.9 1300 100 66 30000 1000 

543022004410 LED bulkhead-E 6.SW-3000-FR-GP-WH 6.5 0.9 553 85 33 30000 1000 

543022004310 LED bulkhead-E 6.SW-4000-FR-GP-WH 6.5 0.9 650 100 33 30000 1000 

543022004510 LED bulkhead-E 6.SW-6500-FR-GP-WH 6.5 0.9 650 100 33 30000 1000 

543022004610 LED bulkhead-E 13W-3000-FR-GP-WH 13 0.9 1105 85 66 30000 1000 

543022004710 LED bulkhead-E 13W-4000-FR-GP-WH 13 0.9 1300 100 66 30000 1000 

543022004810 LED bulkhead-E 13W-6500-FR-GP-WH 13 0.9 1300 100 66 30000 1000 

543011000710 LED bulkhead-E 20W-3000-FR-GP 20 0.9 1700 85 101 30000 1000 

543011000810 LED bulkhead-E 20W-4000-FR-GP 20 0.9 2000 100 101 30000 1000 

543011000910 LED bulkhead-E 20W-6500-FR-GP 20 0.9 2000 100 101 30000 1000 

543011001010 LED bulkhead-E 30W-3000-FR-GP 30 0.9 2550 85 751 30000 1000 

543011001110 LED bulkhead-E 30W-4000-FR-GP 30 0.9 3000 100 751 30000 1000 

543011001210 LED bulkhead-E 30W-6500-FR-GP 30 0.9 3000 100 151 30000 1000 

543011002210 LED bulkhead-E 20W-3000-FR-GP-WH 20 0.9 1700 85 101 30000 1000 

543011002310 LED bulkhead-E 20W-4000-FR-GP-WH 20 0.9 2000 100 101 30000 1000 

543011002410 LED bulkhead-E 20W-6500-FR-GP-WH 20 0.9 2000 100 101 30000 1000 

543011002510 LED bulkhead-E 30W-3000-FR-GP-WH 30 0.9 2550 85 751 30000 1000 

543011002610 LED bulkhead-E 30W-4000-FR-GP-WH 30 0.9 3000 100 751 30000 1000 

543011002710 LED bulkhead-E 30W-6500-FR-GP-WH 30 0.9 3000 100 751 30000 1000 

065  

Technical Specifications 

CR I 

Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour White 

IP IP65 

IK IK08 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Driver failure rate 1% at 5000h 

Weight (kg/pc) 0.24/0.29/0.44/0.69 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Storage Environment 

50/60 

220-240 

AC 

PC 

PC 

-25-45°C 

-25-65°C 

[!] Th;,1,m;,_;,. 
contalnsbullt•ln 
LEDlamp1. 

The lamps cannot be changed 

in the luminaire. 
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Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

d It D . 1. Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packaging Qty Item Co e em escrip ,on 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543022000310 LED bulkhead-E 6.SW-3000-FR-GP 210*105*51 0.28 695*330*275 12.78 45 

543022000410 LED bulkhead-E 6.SW-4000-FR-GP 210*105*51 0.28 695*330*275 12.78 45 

543022000510 LED bulkhead-E 6.SW-6500-FR-GP 270*105*51 0.28 695*330*275 12.78 45 

543022000610 LED bulkhead-E 13W-3000-FR-GP 180*780*51 0.34 965*375*275 16.75 50 

543022000710 LED bulkhead-E 13W-4000-FR-GP 180*180*51 0.34 965*375*275 16.75 50 

543022000810 LED bulkhead-E 13W-6500-FR-GP 180*180*51 0.34 965*375*275 16.75 50 

543022004410 LED bulkhead-E 6.SW-3000-FR-GP-WH 270*105*51 0.28 695*330*275 12.78 45 

543022004310 LED bulkhead-E 6.SW-4000-FR-GP-WH 210*105*51 0.28 695*330*275 12.78 45 

543022004510 LED bulkhead-E 6.SW-6500-FR-GP-WH 210*105*51 0.28 695*330*275 12.78 45 

543022004670 LED bulkhead-E 13W-3000-FR-GP-WH 180*780*51 0.34 965*375*275 16.75 50 

543022004710 LED bulkhead-E 13W-4000-FR-GP-WH 180*180*51 0.34 965*375*275 16.75 50 

543022004810 LED bulkhead-E 13W-6500-FR-GP-WH 180*180*51 0.34 965*375*275 16.75 50 

543011000710 LED bulkhead-E 20W-3000-FR-GP 225*70*225 0.58 750*240*250 5.79 10 

543011000810 LED bulkhead-E 20W-4000-FR-GP 225*70*225 0.58 750*240*250 5.79 10 

543011000910 LED bulkhead-E 20W-6500-FR-GP 225*70*225 0.58 750*240*250 5.79 10 

543011001010 LED bulkhead-E 30W-3000-FR-GP 285*76*285 0.88 809*300*310 8.82 10 

543017007170 LED bulkhead-E 30W-4000-FR-GP 285*76*285 0.88 809*300*310 8.82 10 

543011001210 LED bulkhead-E 30W-6500-FR-GP 285*76*285 0.88 809*300*310 8.82 10 

543011002210 LED bulkhead-E 20W-3000-FR-GP-WH 225*70*225 0.58 750*240*250 5.79 10 

543011002310 LED bulkhead-E 20W-4000-FR-GP-WH 225*70*225 0.58 750*240*250 5.79 10 

543011002410 LED bulkhead-E 20W-6500-FR-GP-WH 225*70*225 0.58 750*240*250 5.79 10 

543011002510 LED bulkhead-E 30W-3000-FR-GP-WH 285*76*285 0.58 809*300*310 8.82 10 

543011002610 LED bulkhead-E 30W-4000-FR-GP-WH 285*76*285 0.58 809*300*310 8.82 10 

543011002710 LED bulkhead-E 30W-6500-FR-GP-WH 285*76*285 0.58 809*300*310 8.82 10 
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Dimensional Drawing 

IDJO 
LED BH-E 6.SW LED BH-E 13W 

Model L W 0 H X 

LED BH-E 6.SW 

LED BH-E 13W 

LED BH-E 20W 

LED BH-E 30W 

Photometric Data 
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LED Street l ight Performer I I  

Features Benefits Application 
• Optimized light distribution • Illuminate different sized roads and accommodate different lamppost layouts 

• High lumen output ,anti-glare • No dark space, luminaires won't blind drivers 

• Wide applicable voltage • Easy to install ,can be secured to any lamppost height 

• Surge protection up to 10KV • Safe for outdoor use, weather resistant Road Yard Square 

Specification 

Item Code Item Description 
Power Power Lumen Efficacy I nput Current Lifetime MOQ 

(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543014020710 LED Streetlight-P2 B0W-3000-GY-GP 

543014020810 LED Streetlight-P2 B0W-4000-GY-GP 

543014020910 LED Streetlight-P2 B0W-5700-GY-GP 

543014021010 LED Streetlight-P2 120W-3000-GY-GP 

543014021110 LED Streetlight-P2 120W-4000-GY-GP 

543014021210 LED Streetlight-P2 120W-5700-GY-GP 

543014021310 LED Streetlight-P2 150W-3000-GY-GP 

543014021410 LED Streetlight-P2 150W-4000-GY-GP 

543014021510 LED Streetlight-P2 150W-5700-GY-GP 

543014021610 LED Streetlight-P2 180W-3000-GY-GP 

543014021710 LED Streetlight-P2 180W-4000-GY-GP 

543014021810 LED Streetlight-P2 180W-5700-GY-GP 

Technical Specifications 

On/Off Cycle 25,000 

CRI ;,,70 

Colour Consistency (SDCM) 5 

Dimmable No 

Housing Colour Grey 

IP IP66 

IK IK0B 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Driver failure rate 1% at 5000h 

Weight (kg/pc) 6.7 /7.8/8.7 /9.8 

069 

80 0,95 11000 

80 0.95 11000 

80 0.95 11000 

120 0.95 17000 

120 0.95 17000 

120 0.95 17000 

150 0.95 21000 

150 0.95 21000 

150 0.95 21000 

180 0.95 27000 

180 0.95 27000 

180 0.95 27000 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

138 

138 

138 

142 

142 

142 

140 

140 

140 

150 

150 

150 

50/60 

100-240 

AC 

Die-cast Aluminum 

PC 

-35-50°C 

25°C 

-40-65°C 
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370 

370 
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560 

560 
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690 

690 
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830 
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50000 

50000 

50000 
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contains built-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 
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100 
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100 

100 

100 

100 

100 

100 

100 

100 

Packaging Information 

Item Packaging Unit (1pc/unit) 

Item Code Item Description Dim��:�:��mm) Gros�k:
eight 

543014020710 LED Streetlight-P2 B0W-3000-GY-GP 

543014020810 LED Streetlight-P2 B0W-4000-GY-GP 

543014020910 LED Streetlight-P2 B0W-5700-GY-GP 

543014021010 LED Streetlight-P2 120W-3000-GY-GP 

543014021110 LED Streetlight-P2 720W-4000-GY-GP 

543014021210 LED Streetlight-P2 120W-5700-GY-GP 

543014021310 LED Streetlight-P2 150W-3000-GY-GP 

543014021410 LED Streetlight-P2 150W-4000-GY-GP 

543014021510 LED Streetlight-P2 150W-5700-GY-GP 

543014021610 LED Streetlight-P2 180W-3000-GY-GP 

543014021710 LED Streetlight-P2 180W-4000-GY-GP 

543014021810 LED Streetlight-P2 180W-5700-GY-GP 

Di mens iona l  D rawi ng 

n 

Photometric Data 

I \ 

cd/kl �O - C1BO - C90 - C270 

146°+66° 

750'355'155 

750'355'155 

750'355'155 

845'355'155 

845'355'155 

845*355*155 

940'355'155 
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940*355*155 

1035'355'155 

1035*355*155 

1035'355'155 

Model L1(mm) L2(mm) W(mm) H(mm) 

LED SL-P2 BOW 

LED SL-P2 120W 

LED SL-P2 150W 

LED SL-P2 180W 
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743 
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935 
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629 

725 

821 

286 
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286 

1 05 

1 05 

1 05 

1 05 

7.8 

7,8 

7.8 

9.2 

9,2 

9.2 

10.8 

10.8 

10.8 

11.8 

11.8 

11.8 
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LED Street l ight PQ Series 

Featu res Benefits App l icat ion 

• Optimal heat management • No dark spaces, excellent lighting effect 

• High lumen output, anti-glare • Safe for outdoor use, weather resistant 

• IP66 protection rating • Up to 60% energy savings compared to HPS streetlight Pedestrian Area Residence Area Parking 
• Anti-shock IK08, 3G vibration endurance • Long life, low maintenance cost 

• Surge protection up to l0KV( ;;.10ow) and 4KV( < 60W) 

Road Yard 

Specif icat ion 

071 

I tem Code Item Description Power Power Lumen Efficacy CCT 
Lifetime MOQ 

(W) Factor (Im) ( lm/W) (L70B50) (pcs) 

140065696 LED Streetlight-PO 30W-3000-GY-GP 30 0.95 3000 100 3000 50000 100 

140065697 LED Streetlight-PO 30W-4000-GY-GP 30 0.95 3150 105 4000 50000 100 

140065698 LED Streetlight-PO 30W-5700-GY-GP 30 0.95 3300 110 5700 50000 100 

140065699 LED Streetlight-PO 60W-3000-GY-GP 60 0.95 6000 100 3000 50000 100 

140065700 LED Streetlight-PO 60W-4000-GY-GP 60 0.95 6300 105 4000 50000 100 

140065701 LED Streetlight-PO 60W-5700-GY-GP 60 0.95 6600 110 5700 50000 100 

140063309 LEDStreetlight-PQ l00W-3000-LG-GP 100 0.95 11500 115 3000 50000 100 

140063310 LEDStreetlight-PO l00W-4000-LG-GP 100 0.95 11700 117 4000 50000 100 

140063312 LEDStreetlight-PQ l00W-5700-LG-GP 100 0.95 12000 120 5700 50000 100 

740063313 LEDStreetlight-PQ 120W-3000-LG-GP 120 0.95 13200 110 3000 50000 100 

140063314 LEDStreetlight-PO 120W-4000-LG-GP 120 0.95 13800 115 4000 50000 100 

140063316 LEDStreetlight-PQ 120W-5700-LG-GP 120 0.95 14400 120 5700 50000 100 

140063317 LEDStreetlight-PQ 150W-3000-LG-GP 150 0.95 15000 100 3000 50000 100 

140063318 LEDStreetlight-PO 150W-4000-LG-GP 150 0.95 15750 105 4000 50000 100 

140063320 LEDStreetlight-PO 150W-5700-LG-GP 150 0.95 16500 110 5700 50000 100 

543014049810 LEDStreetlight-PQ l00W-3000-LG-SPD 100 0.95 11500 115 3000 50000 100 

543014049610 LEDStreetlight-PQ l00W-4000-LG-SPD 100 0.95 11700 117 4000 50000 100 

543014049510 LEDStreetlight-PO l00W-5700-LG-SPD 100 0.95 12000 120 5700 50000 100 

543014049310 LEDStreetlight-PQ 120W-3000-LG-SPD 120 0.95 13200 110 3000 50000 100 

543014049110 LEDStreetlight-PQ 120W-4000-LG-SPD 120 0.95 13800 115 4000 50000 100 

543014049210 LEDStreetlight-PO 120W-5700-LG-SPD 120 0.95 14400 120 5700 50000 100 

543014049010 LEDStreetlight-PQ 150W-3000-LG-SPD 150 0.95 15000 100 3000 50000 100 

543014049410 LEDStreetlight-PO 150W-4000-LG-SPD 150 0.95 15750 105 4000 50000 100 

543014049710 LEDStreetlight-PQ 150W-5700-LG-SPD 150 0.95 16500 110 5700 50000 100 

Square 

Technica l Specifications 

CRI 

Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Light Grey 

I P  IP66 

IK IK08 

Driver integrated (Yes/No) Yes 

Glow Wire Test 650°C 

Weight (kg/pc) 1.77 /1.77 /3.15/3.15/3.15 

Packag ing I nformat ion  

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanica l Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Storage Environment 

50/60 

220-240 

AC 

Die-cast Aiuminum 

PC 

-30-50°C 

-30-65°C 

C B  

[!] oh;,l"m;.,;,. 
containsbuilt•in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 

Item Single Box(lpc/box) Packaging Unit 

It C d It D . t· Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty em o e em escrip ,on 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140065696 LED Streetlight-PO 30W-3000-GY-GP 135*124*421 2.12 

140065697 LED Streetlight-PQ 30W-4000-GY-GP 135*124*421 2.12 

140065698 LED Streetlight-PO 30W-5700-GY-GP 135*124*421 2.12 

140065699 LED Streetlight-PQ 60W-3000-GY-GP 135*124*421 2.12 

140065700 LED Streetlight-PO 60W-4000-GY-GP 135*124*421 2.12 

140065701 LED Streetlight-PQ 60W-5700-GY-GP 135*124*421 2.12 

140063309 LED Streetlight-PQ l00W-3000-LG-GP 470*255*130 3.89 

140063310 LED Streetlight-PO l00W-4000-LG-GP 470*255'130 3.89 

140063312 LED Streetlight-PQ l00W-5700-LG-GP 470'255'130 3.89 

140063313 LED Streetlight-PQ 120W-3000-LG-GP 470'255'130 3.89 

140063314 LED Streetlight-PO 120W-4000-LG-GP 470*255'130 3.89 

140063376 LED Streetlight-PO 120W-5700-LG-GP 470'255'130 3.89 

140063317 LED Streetlight-PO 150W-3000-LG-GP 470*255'130 3.89 

140063318 LED Streetlight-PQ 150W-4000-LG-GP 470*255*130 3.89 

140063320 LED Streetlight-PO 150W-5700-LG-GP 470'255*130 3.89 

543014049810 LEDStreetlight-PQ l00W-3000-LG-SPD 470*255*130 3.89 

543014049610 LEDStreetlight-PQ l00W-4000-LG-SPD 470*255*130 3.89 

543014049510 LEDStreetlight-PO l00W-5700-LG-SPD 470'255*130 3.89 

543014049310 LEDStreetlight-PO 120W-3000-LG-SPD 470*255*130 3.89 

543014049110 LEDStreetlight-PO 120W-4000-LG-SPD 470*255*130 3.89 

543014049210 LEDStreetlight-PQ 120W-5700-LG-SPD 470*255*130 3.89 

543014049010 LEDStreetlight-PO 150W-3000-LG-SPD 470*255*130 3.89 

543014049410 LEDStreetlight-PO 150W-4000-LG-SPD 470*255*130 3.89 

543014049710 LEDStreetlight-PQ 150W-5700-LG-SPD 470*255*130 3.89 

Di mens iona l  D rawi ng 

� 
-E� . 

30W&60W 

Model L(mm) W(mm) H(mm) 

LED SL-PQ 30W 

LED SL-PO 60W 

LED SL-PQ 100W 

LED SL-PQ 120W 

LED SL-PO 150W 

382 

382 

411 

411 

411 

107 

107 

208 

208 

208 

100 

100 

95 

95 

95 

100W&120W&150W 

435*287*272 

435*287*272 

435*287*272 

435*287*272 

435*287*272 

435*287*272 

485*270*290 

485*270'290 

485'270'290 

485'270'290 

485*270'290 

485'270'290 

485*270'290 

485*270*290 

485*270'290 

485*270*290 

485*270*290 

485*270'290 

485*270'290 

485*270'290 

485*270*290 

485*270'290 

485*270'290 

485*270*290 

Photometr ic Data 
105° 

/ j  
cd 

- CO - C180 - C90- C270 

150°+70° 

8.48 4 

8.48 4 

8.48 4 

8.48 4 

8.48 4 

8.48 4 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

7.78 2 

" 105° 

\ 

\ \ 
\_ 

072 



Featu res 

• High lumen output,anti glare 

• IP66 protection rating 

• Aniti-shock IK08, 3G vibration endurance 

• Integrated & Streamline design 

• Surge protection up to lOKV 

Specif icat ion  

LED Street l ight EA Series 

Benefits 

• No dark spaces, excellent lighting effect 

• Safe for outdoor use, weather resistant 

• Up to 60% energy saving compared to HPS streetlight 

• Dust free and easy to clean 

• Long life, low maintenance cost 

App l icat ion 

Road Yard 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543014004710 LEDStreetlight-EA 80W-3000-GY-GP 80 0.95 9200 115 370 30000 100 

543014004810 LEDStreetlight-EA 80W-5700-GY-GP 80 0.95 9600 120 370 30000 100 

543014004610 LEDStreetlight-EA 120W-3000-GY-GP 120 0.95 13200 110 560 30000 100 

543014004510 LEDStreetlight-EA 120W-5700-GY-GP 120 0.95 13800 115 560 30000 100 

543014004410 LEDStreetlight-EA 150W-3000-GY-GP 150 0.95 15750 105 690 30000 100 

543014004310 LEDStreetlight-EA 150W-5700-GY-GP 150 0.95 17250 715 690 30000 100 

543014046210 LED Streetlight-EAM 80W-3000-GY-GP 80 0.95 8500 100 370 30000 100 

543014046310 LED Streetlight-EAM 80W-4000-GY-GP 80 0.95 9200 110 370 30000 100 

543014046410 LED Streetlight-EAM 80W-5700-GY-GP 80 0.95 9200 110 370 30000 100 

543014046510 LED Streetlight-EAM lOOW-3000-GY-GP 100 0.95 10000 100 430 30000 100 

543014046610 LED Streetlight-EAM lOOW-4000-GY-GP 100 0.95 10500 110 430 30000 100 

543014046710 LED Streetlight-EAM lOOW-5700-GY-GP 100 0.95 10500 110 430 30000 100 

073 

Square 

Technical Specifications 

CRI >70 

Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP IP66 

IK IK08 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Weight (kg/pc) 6.5/6.6/7.9(EA) 

3.3(EAM) 

Packaging Information 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC / DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

50 / 60 

220-240 

AC 

Die-cast Aluminium 

PC+ Glass(EA) 

PC(EMA) 

-40-45°C(EA) 

-35-45°C(EMA) 

25°C 

-40-65°C 

C B  

[!] Thisluminalr• 

,ontainsbuilt-in 

LED lamps. 

Thelampscannotbechanged 
inthelumlnalre. 

874/2012 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543014004710 LEDStreetlight-EA 80W-3000-GY-GP 690*370*145 7.91 690*370*145 7.91 

543014004810 LEDStreetlight-EA 80W-5700-GY-GP 690*370*145 7.91 690*370*145 7.91 

543014004610 LEDStreetlight-EA 120W-3000-GY-GP 690*370*145 7.98 690*370*145 7.98 

543014004510 LEDStreetlight-EA 120W-5700-GY-GP 690*370*145 7.98 690*370*145 7.98 

543014004410 LEDStreetlight-EA 150W-3000-GY-GP 690*370*145 8.93 690*370*145 8.93 

543014004310 LEDStreetlight-EA 150W-5700-GY-GP 690*370*145 8.93 690*370*145 8.93 

543014046210 LED Streetlight-EAM 80W-3000-GY-GP 560*260*115 4.3 560*260*115 4.3 

543014046310 LED Streetlight-EAM 80W-4000-GY-GP 560*260*115 4.3 560*260*115 4.3 

543014046410 LED Streetlight-EAM 80W-5700-GY-GP 560*260*115 4.3 560*260*115 4.3 

543014046510 LED Streetlight-EAM lOOW-3000-GY-GP 560*260*115 4.3 560*260*115 4.3 

543014046610 LED Streetlight-EAM lOOW-4000-GY-GP 560*260*115 4.3 560*260*115 4.3 

543014046710 LED Streetlight-EAM lOOW-5700-GY-GP 560*260*115 4.3 560*260*115 4.3 
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Dimensional Drawing 
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Features 
• Wide applicable voltage 

• Surge protection up to 6KV(60W) 

• Optimal heat management 

• High lumen output, anti-glare 

• IP65 protection rating 

Specification 

LED Street l ight EQ Series 

Benefits 
• No dark spaces, excellent light effect 

• Safe for outdoor use, weather resistant 

• Up to 60% energy saving comparing to HPS streetlight 

• Long life, low maintenance cost 

Application 

_._ _ti 
Minor Road Pedestrian Area 

Residence Area Parking 

Item Code Item Description Power Power Lumen Efficacy CCT Lifetime MOQ 
(W) Factor (Im) (lm/W) (K) (L70B50) (pcs) 

543014043200 LEDStreetlight-EQ20W-3000-150+ 70D-GY-GP2 

543014043300 LEDStreetlight-EQ20W-4000-150+ 70D-GY-GP2 

543014043400 LEDStreetlight-EQ20W-5700-150+ 70D-GY-G P2 

140058463 LEDStreetlight-EQ 40W-3000-150+ 70D-GY-GP 

140058465 LEDStreetlight-EQ 40W-4000-150+ 70D-GY-GP 

140058464 LEDStreetlight-EQ 40W-5700-150+ 70D-GY-GP 

140066457 LEDStreetlight-EQ 60W-3000-150+ 70D-GY-GP 

140066458 LEDStreetlight-EQ 60W-4000-150+ 70D-GY-GP 

140066459 LEDStreetlight-EQ 60W-5700-150+ 70D-GY-GP 

Technical Specifications 

CRI ;;.80(2ow&4o Wl 

;;.70(60W) 

Colour Consistency (SDCM) 7 

Dimmable No 

Beam Angle (0) 150+70 

Housing Colour Grey 

IP IP65 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Weight (kg/pc) 0.637(20W ) 

1.222(40&60W) 

077 

20 0.95 1800 

20 0.95 2000 

20 0.95 2000 

40 0.95 3680 

40 0.95 3920 

40 0.95 4000 

60 0.95 7000 

60 0.95 7000 

60 0.95 7500 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Appl ication Conditions 

Operating Temperature 

Storage Environment 

90 

100 

100 

92 

98 

100 

117 

117 

125 

50/60 

220-240 

AC 

Die-cast Aiuminum 

PC 

-35-50°C 

-35-65°C 

3000 

4000 

5700 

3000 

4000 

5700 

3000 

4000 

5700 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

C B  

[!] rn,,,m,""''" 
contains built-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 
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108 

108 

108 

102 

102 

102 

102 

102 

102 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543014043200 

543014043300 

543014043400 

140058463 

140058465 

140058464 

140066457 

140066458 

140066459 

LEDStreetlight-EQ20W-3000-150+ 70D-GY-GP2 324*114*72 0.805 480*235*345 9.66 

LEDStreetlight-EQ20W-4000-150+ 70D-GY-GP2 324*114*72 0.805 480*235*345 9.66 

LED5treetlight-EQ20W-5700-150+ 70D-GY-GP2 324*114*72 0.805 480*235*345 9.66 

LEDStreetlight-EQ 40W-3000-150+ 70D-GY-GP 391*140*86 1.49 414*302*282 8.96 

LEDStreetlight-EQ 40W-4000-150+ 70D-GY-GP 391*140*86 1.49 414*302*282 8.96 

LEDStreetlight-EQ 40W-5700-150+ 70D-GY-GP 391*140*86 1.49 414*302*282 8.96 

LEDStreetlight-EQ 60W-3000-150+ 70D-GY-GP 391*140*86 1.49 414*302*282 8.96 

LEDStreetlight-EQ 60W-4000-150+ 70D-GY-GP 391*140*86 1.49 414*302*282 8.96 

LEDStreetlight-EQ 60W-5700-150+ 70D-GY-GP 391*140*86 1.49 414*302*282 8.96 

Item Code Accessories Weight(kg/pc) MOQ(pcs) Picture 

543098000710 

543098016110 

streetlight wall-mounting accessory 

LEDStreet-SE-Wall-Bracket-lBU 

1.77 

0.90 

150 

150 

Dimensional Drawing 

20W 

Photometric Data 

L I 
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/ t \ 

150°+70° 

\ 
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LED Sola r Street EcoMax SOW&70W 

Features Benefits Application 

• H igh efficacy,up to 170Im/w • No electricity expense. 

• Solar energy only. • Sturdy and durable(UV /Wind/Water proof) 

• Die-cast Aluminum structure and UV proof PC lens. • Long lasting, low maintenance effort. Neiborhood Street Drive Way Yard 

• Automatic time dimming • Continuous 3 cloudy and rainy days 

Streetl ight Specification 

Power Lumen Efficacy Lifetime Item Code Item Description 
(W) (Im) (lm/W) (L701850) MOQ 

543027016000 

543027016100 

543027016200 

543027016300 

LED SolarStreet-EA 50W-4000-GD-GP 

LED SolarStreet-EA 50W-5700-GD-GP 

LED SolarStreet-EA 70W-4000-GD-GP 

LED SolarStreet-EA 70W-5700-GD-GP 

50 

50 

70 

70 

8500 

8500 

11900 

11900 

170 

170 

170 

170 

50000 

50000 

50000 

50000 

50 

50 

50 

50 

Solar panel Specification 

. . T Pmax Vmp Imp Voe Lifetime Item Code Item Descnpt1on S, icon type 
(w) (VJ (A) (VJ (Yrs) 

543027010400 

543027014200 

543027014200 

543027010900 

OPL-Solar-Poly PV-700W-18V-GP 

OPL-Solar-Mono PV-100W-18V-GP 

OPL-Solar-Mono PV-130W-18V-GP 

OPL-Solar-Poly PV-730W-18V-GP 

Poly Crystalline 

Mono Crystalline 

Poly Crystalline 

Mono Crystalline 

100 

100 

130 

130 

18.1 

18.1 

17.9 

17.9 

5.5 

5.5 

7.27 

7.27 

18.1 

18.1 

22.7 

22.7 

20 

20 

20 

20 

L I  FEP04 Battery Specification 

079 

It  C d It D . 1. 8 tt T Capacity Rated Voltage Full charged Standard Lifetime em O e em escrip ,on a ery ype 
(Ah) (VJ Voltage(V) charging mode 

543027012000 Lithium iron 2000 cycle/ ;;,,80% 
OPL-Solar-LiFePO4-12.8V-54Ah/W CC 54 12.8 30 CC-CV 

(0.2C/25 'C )  phosphate(LI FEPO4) 
Lithium iron 2000 cycle/ ;;,,80% 

543027009300 OPL-Solar-LiFePO4-25.6V-50Ah/W CC phosphate(LI FEPO4) 50 25.6 30 CC-CV (0.2C/25 'C )  

Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

Solar Panel Type 

Battery Type 

Glow wire test 

Weight (kg/pc) 

Packaging Information 

Mechanical Properties 

Housing Material Die-cast Aluminum 

6 Optical Material PC 

Yes (Automatic) 

Grey Application Conditions 

IP65 Operating Temperature -20-50°C 
IK08 Storage Environment -25-65°C 
No 

Poly /Mono Crystalline 

Lithium iron 

phosphate(LIFEPO4) 

650°C 

20.94Kg/30.45Kg 

Item Packaging Unit 

[I] Thl,l,mloal,o 
contains built-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 

1 C d Item Description Dimensions(mm) Gross Weight Packing Qty tern ° e (LxWxH) (kg) (pcs/unit) 

543027016000 

543027016100 

543027016200 

543027016300 

543027010400 

543027014200 

543027014200 

543027010900 

543027012000 

543027009300 

Dimensional Drawing 
Ll 

w 

LED Lamp 

LED SolarStreet-EA 50W-4000-GD-GP 

LED SolarStreet-EA 50W-5700-GD-GP 

LED SolarStreet-EA 70W-4000-GD-GP 

LED SolarStreet-EA 70W-5700-GD-GP 

OPL-Solar-Poly PV-100W-18V-GP 

OPL-Solar-Mono PV-100W-18V-GP 

OPL-Solar-Mono PV-130W-18V-GP 

OPL-Solar-Poly PV-130W-18V-GP 

OPL-Solar-LiFePO4-12.8V-54Ah/W CC 

OPL-Solar-LiFePO4-25.6V-50Ah/W CC 

560'260'115 3.1 

560'260'115 3.1 

560'260'115 3.1 

560'260*115 3.1 

1055'970'820 230.0 30 

1055'970'820 230.0 30 

1370*1110'820 360.0 35 

1370'1110'820 360.0 35 

480'240'160 15.1 2 

700'240*160 24.04 2 
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Solar Panel 
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LiFePO4 Battery 

Photometr ic Data 

150°+88° 
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LED Sola r Street EcoMax 20W&30W 

Featu res Benefits App l icat ion 
• Solar energy only • No electricity expense 

• Multiple installation methods • Sturdy and durable(UV /Wind/Water proof) 

• Aluminum structure and UV proof PC lens • Long lasting, low maintenance effort. Neiborhood Street Drive Way Yard 

• Smart control(Light/motion sensor/automatic time dimming) 

Specif icat ion 

. . Power Lumen Efficacy Lifetime Item Code Item Description 
(W) (Im) (lm/W) (L70850) Lamp Color 

543014025500 

543014025600 

Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

Glow wire test 

Weight (kg/pc) 

LED SolarStreet-E 20W-5700-SL-GP 

LED SolarStreet-E 30W-5700-SL-GP 

;;,70 

6 

Yes (Automatic) 

Silver 

IP65 

IK08 

Yes 

650°C 

9.9Kg/10.7Kg 

Packagi ng I nfo rmat ion 

20 

30 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Storage Environment 

Single Box(lpc/box) 

3000 

4400 

150 

147 

Aluminum Alloy 

PC 

-20-60°C 

-25-65°C 

30000 

30000 

[!] Th;,l"m;.,;,. 
contalnsbullt-rn 
LED lamps. 

Silver 

Silver 

Thelampscannot bechanged 
intheluminaire. 

874/2012 Ill 

Item Code Item Description Dimensions(mm) 
(LxWxH) 

Gross Weight 
(kg) 

Dimensions(mm) 
(LxWxH) 

Packaging Unit 

Gross Weight 
(kg) 

Packing Qty 
(pcs/unit) .. . . - .. . . . . . . . .  ' . . . 

543014025600 LED SolarStreet-E 30W-5700-SL-GP 690*560*295 10.7 690*560'295 10.7 

0 8 2  



Accessory 

It C d It D - r C I Gross Weight Packing Qty MOQ em o e em escnp 10n o or (kg/pc) (pcs) (pcs) 

543098021000 

543098021100 

Solarstreet S pole-mounted accessory 

Solarstreet S wall-mounted accessory 

Silver 

Silver 

0.27 

0.27 

100 

100 

20 

20 

Di mens iona l  D rawi ng 

,----w----, 

H 

Photometric Data 

140°+86° 
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LED Sola r Street EcoMax S 

Featu res Benefits Application 

• Solar energy only • No electricity expense 

• Multiple installation methods • No wiring, low installation effort 

• Aluminum structure and UV proof PC lens • Sturdy and durable(UV /Wind/Water proof) 

■ Long lasting, low maintenance effort 

Neiborhood Street Drive Way Yard 

• Smart control(Motion sensor/automatic dim) 

Specification 

. . Lumen Efficacy Lifetime Equivalent CFL 
Item Code Item Description 

(Im) (lm/W) (L70850) Lamp Color 
(W) 

543027007310 

543027007410 

Accessory 

LED SolarStreet-E 6W-4000-GD-GP 

LED SolarStreet-E 6W-4000-SL-GP 

1000 

1000 

160 

160 

30000 

30000 

Golden 

Silver 

. . Gross Weight Packing Qty 
Item Code Item Description Color (kg) (pcs) 

543098013010 

543098012910 

Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

IK 

Driver integrated (Yes/No) 

G low wire test 

Weight (kg/pc) 

Solarstreet S pole-mount accessory-GD 

Solarstreet S pole-mount accessory-SL 

Mechanical Properties 

;;.70 Housing Material 

6 Optical Material 

Yes (Aitomatic) 

Silver/Golden Appl ication Conditions 

IP65 Operating Temperature 
IK08 Storage Environment 
Yes 

650°C 

2.9kg 

Golden 

Silver 

0.27 

0.27 

Aluminum 

PC 

-20-45°C 

-25-85°C 

[I] 

874/2012 

100 

100 

Thlslumlnalr1 
contains built-In 
LED lamps. 

23 

23 
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Packaging Information 

543027007410 LED SolarStreet-E 6W-4000-SL-GP 

Dimensional Drawing 

H 

LED SolarStreet-E 6W-4000-SL-GP 

Photometric Data 

I l ) 

\ t / 

- QJ - ClOO - C9Q - C270 

88°+45° 
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310*310*510 

w 

477 350 341 

3.5 

I I 
I I ,------,-----,------,------== == == 
L__ L__  ,------,------= = == == == 
I I 
I I 
I I 
I I 

L 

640*340*540 8.1 2 

LED Floodlight Performer HO 

Features Benefits Application 

• Robust housing and refined finish coating 

• Up to 130Im/W, 1-lOV dimmable 

• Water and dust proof, vibration and wind proof, adatable in outdoor use 

• High efficiency for higher energy saving standard � 
• Flicker free, long lifespan, IP66, IK08 • Excellent thermal management for stable performance Stad ium Airport Port 
• Multiple beam angle options: 25°, 60°, Asymmetric • Accommodate various appl ications, low maintenance cost 

Transportation 

Specification 

It C d It D . 1. Power Power Lumen Efficacy Input Current Beam Angle CCT Lifetime MOQ em O e em escrip ,on (W) Factor (Im) (lm/W) (A) (0) (K) (L70B50) (pcs) -
543017020010 LEDAreaFlood-P-310W-3000-AS-BK-GP 310 0.95 35650 115 

543017019910 LEDAreaFlood-P-310W-3000-MB-BK-GP 310 0.95 35650 115 

543017019210 LEDAreaFlood-P-310W-3000-NB-BK-GP 310 0.95 35650 115 

543017019310 LEDAreaFlood-P-310W-5700-AS-BK-GP 310 0.95 38750 125 

543017019410 LEDAreaFlood-P-310W-5700-MB-BK-GP 310 0.95 38750 125 

543017019510 LEDAreaFlood-P-310W-5700-NB-BK-GP 310 0.95 38750 125 

543017019610 LEDAreaFlood-P-620W-3000-AS-BK-GP 620 0.95 71300 115 

543017019710 LEDAreaFlood-P-620W-3000-MB-BK-GP 620 0.95 71300 115 

543017019810 LEDAreaFlood-P-620W-3000-NB-BK-GP 620 0.95 71300 115 

543017020210 LEDAreaFlood-P-620W-5700-AS-BK-GP 620 0.95 80000 130 

543017020310 LEDAreaFlood-P-620W-5700-MB-BK-GP 620 0.95 80000 130 

543017020110 LEDAreaFlood-P-620W-5700-NB-BK-GP 620 0.95 80000 130 

543098014300 LEDAreaFlood-P-620W bracket I I I I 

543098014400 LEDAreaFlood-P-2x620W bracket I I I I 

Technical Specifications Electrical Supply 

CRI 70 Frequency (Hz) 

On/Off Cycles 100,000 Voltage CV) 

Colour Consistency (SDCM) 6 AC/DC 

Dimmable Yes(l-lOV) 

Housing Colour Black Mechanical Properties 
IP IP66 Housing Material 
IK IK08 Optical Material 
Driver integrated (Yes/No) Yes 

Glow wire test 650°c 

Weight (kg/pc) 14.17 /18.34 Application Conditions 

Operating Temperature 

Storage Environment 

1.42 Asymmetric 3000 

1.42 60 3000 

1.42 25 3000 

1.42 Asymmetric 5700 

1.42 60 5700 

1.42 25 5700 

2.84 Asymmetric 3000 

2.84 60 3000 

2.84 25 3000 

2.84 Asymmetric 5700 

2.84 60 5700 

2.84 25 5700 

I I I 

I I I 

50/60 

220-240 

AC 

Aluminum 

PC 

-30-50°C 

-30-60°C 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

70000 50 

I I 

I I 

Luminaire+Bracket 

Luminaire+Bracket 

Luminaire+Bracket 

Luminaire+Bracket 

Luminaire+Bracket 

Luminaire+Bracket 

Luminaire only 

Luminaire only 

Luminaire only 

Luminaire only 

Luminaire only 

Luminaire only 

620W Bracket 

1240W Bracket 

ll] Thl,l,mlo,I� 

contains built-in 

LED lamps. 

Cit 
}� 

Thelampscannotbechanged 
intheluminaire. 
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Packaging Information 

Item Outer Box(1pc/unit) 

Dimensions(mm) Gross Weight 
Item Code Item Description (LxWxH) (kg) 

543017020010 

543017019910 

543017019210 

543017019310 

543017019410 

543017019510 

543017019610 

543017019710 

543017019810 

543017020210 

543017020310 

543017020110 

620W 2x620W 

Dimensional  Drawing 

Photometric Data 

\. l..J F / ':it-

\ 

\ 
\ 
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LEDAreaFlood-P-310W-3000-AS-BK-GP 540*530*205 16.03 

LEDAreaFlood-P-310W-3000-MB-BK-GP 540*530'205 16.03 

LEDAreaFlood-P-310W-3000-NB-BK-GP 540*530'205 16.03 

LEDAreaFlood-P-370W-5700-AS-BK-GP 540'530'205 16.03 

LEDAreaFlood-P-310W-5700-MB-BK-GP 540*530'205 16.03 

LEDAreaFlood-P-310W-5700-NB-BK-GP 540'530'205 16.03 

LEDAreaFlood-P-620W-3000-AS-BK-GP 740'490'190 20.44 

LEDAreaFlood-P-620W-3000-MB-BK-GP 740*490*190 20.44 

LEDAreaFlood-P-620W-3000-NB-BK-GP 740'490'190 20.44 

LEDAreaFlood-P-620W-5700-AS-BK-GP 740*490*190 20.44 

LEDAreaFlood-P-620W-5700-MB-BK-GP 740*490*190 20.44 

LEDAreaFlood-P-620W-5700-NB-BK-GP 740'490*190 20.44 

543098014400 LEDAreaFlood-P-2x620W bracket 920*565*155 11.49 

I 
MB 

L W H 
M o d e  I (mm) Imm) (mm) 

LED AFL-P 310W 

LED AFL-P 620W 

J 

\ 

449 

639 

472 

399 

f I 

\ \ / 

� 
I 

j j I 

I 

NB 

170 

170 

1 I 

LED F lood l ight Performer I I  

Features Benefits Application 

• Up to 145 lm/W 

• IP66 water and dust proof 

• Saving more energy comparing to halogen floodlight 

• Optimized waterproof design aga inst heavy seas 

• Up to 10KV surge protection(85W-165W) • Robust and durable in poor grid environment Landscape Square Parking 

• 50,000 hours lifetime • Flexible insta l lation,accomodating various app l icants 
11111 
1:_1 

Specification 
Architecture Bi l lboard 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543017022910 LED floodlight-P 30W-3000-BK-GP 30 0.9 2850 95 152 50000 500 

543017022710 LED floodlight-P 30W-4000-BK-GP 30 0.9 3000 100 152 50000 500 

543017022810 LED floodlight-P 30W-6500-BK-GP 30 0.9 3000 100 152 50000 500 

543017022510 LED floodlight-P 50W-3000-BK-GP 50 0.9 4750 95 253 50000 500 

543017022610 LED floodlight-P 50W-4000-BK-GP 50 0.9 5000 700 253 50000 500 

543017022410 LED floodlight-P 50W-6500-BK-GP 50 0.9 5000 100 253 50000 500 

543017023210 LED floodlight-P 70W-3000-BK-GP 70 0.9 6650 95 354 50000 500 

543017023110 LED floodlight-P 70W-4000-BK-GP 70 0.9 7000 100 354 50000 500 

543017023010 LED floodlight-P 70W-6500-BK-GP 70 0.9 7000 100 354 50000 500 

543017041500 LED floodlight-P 85W-3000-100D-BK-GP 85 0.9 11050 140 480 50000 100 

543017041600 LED floodlight-P 85W-4000-100D-BK-GP 85 0.9 11475 145 480 50000 100 

543017041700 LED floodlight-P 85W-5700-100D-BK-GP 85 0.9 11475 145 480 50000 100 

543017041800 LED floodlight-P 85W-3000-AS-BK-GP 85 0.9 11050 140 480 50000 100 

543017041900 LED floodlight-P 85W-4000-AS-BK-GP 85 0.9 11475 145 480 50000 100 

543017042000 LED floodlight-P 85W-5700-AS-BK-GP 85 0.9 11475 145 480 50000 100 

543017042100 LED floodlight-P 115W-3000-100D-BK-GP 115 0.9 15525 140 650 50000 100 

543017042200 LED floodlight-P 115W-4000-100D-BK-GP 115 0.9 16675 145 650 50000 100 

543017042300 LED floodlight-P 115W-5700-100D-BK-GP 115 0.9 16675 145 650 50000 100 

543017042400 LED floodlight-P 115W-3000-AS-BK-GP 115 0.9 15525 740 650 50000 100 

543017042500 LED floodlight-P 115W-4000-AS-BK-GP 115 0.9 16675 145 650 50000 100 

543017042600 LED floodlight-P 115W-5700-AS-BK-GP 115 0.9 16675 145 650 50000 100 

543017042700 LED floodlight-P 165W-3000-100D-BK-GP 765 0.9 22275 140 850 50000 100 

543017042800 LED floodlight-P 165W-4000-100D-BK-GP 165 0.9 23925 145 850 50000 100 

543017042900 LED floodlight-P 165W-5700-100D-BK-GP 165 0.9 23925 145 850 50000 100 

543017043000 LED floodlight-P 165W-3000-AS-BK-GP 765 0.9 22275 740 850 50000 100 

543017043100 LED floodlight-P 165W-4000-AS-BK-GP 165 0.9 23925 145 850 50000 100 

543017043200 LED floodlight-P 165W-5700-AS-BK-GP 165 0.9 23925 145 850 50000 100 
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Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP  

IK 

Driver integrated (Yes/No) 

Glow wire test 

Driver failure rate 

Weight(kg/pc) 

;;,8oC30-70Wl 

;;,70(85-165W) 

4(30-70W) 

5(85-165W) 

No 

Black 

IP66 

IK07(30-70W) 

IK08(85-165W) 

Yes 

650°C 

1% at 5000h 

0.97 /1.42/2.10/6.46 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC / DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

50/60 

100-240(30-70W) 

220-240(85-165W) 

AC 

Alumin ium 

Polycarbonate 

-30-50°C 

25°C 

-40-65°C 

C B  

[I] rn,,,.,,.,,. 
contains built-in 
LED lamps. 

}� 

Thelampscannotbechanged 
intheluminaire. 

874/2012 Ill 

Packagi ng I nformat ion 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543017022910 LED floodlight-P II 30W-3000-BK-GP 198*73*227 1.15 413*391*250 11.5 10 

543017022710 LED floodlight-P II 30W-4000-BK-GP 198*73*227 1.15 413*391*250 11.5 10 

543017022810 LED floodlight-P II 30W-6500-BK-GP 198*73*227 1.15 413*391*250 11.5 10 

543017022510 LED floodlight-P II S0W-3000-BK-GP 228*87*286 1.72 473*461*309 17.2 10 

543017022610 LED floodlight-P II S0W-4000-BK-GP 228*87*286 1.72 473*461*309 17.2 10 

543017022410 LED floodlight-P II S0W-6500-BK-GP 228*87*286 1.72 473*461*309 17.2 10 

543017023210 LED floodlight-P II 70W-3000-BK-GP 277*93*317 2.50 581*291*340 25 6 

543017023110 LED floodlight-P II 70W-4000-BK-GP 277*93*317 2.50 581*291*340 25 6 

543017023010 LED floodlight-P II 70W-6500-BK-GP 277*93*317 2.50 581*291*340 25 6 

543017041500 LED floodlight-P II 85W-3000-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017041600 LED floodlight-P II 85W-4000-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017041700 LED floodlight-P II 85W-5700-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017041800 LED floodlight-P 85W-3000-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017041900 LED floodlight-P 85W-4000-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042000 LED floodlight-P 85W-5700-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042100 LED floodlight-P 115W-3000-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042200 LED floodlight-P 115W-4000-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042300 LED floodlight-P 115W-5700-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042400 LED floodlight-P 115W-3000-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042500 LED floodlight-P 115W-4000-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042600 LED floodlight-P 115W-5700-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042700 LED floodlight-P 165W-3000-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042800 LED floodlight-P 165W-4000-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017042900 LED floodlight-P 165W-5700-100D-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017043000 LED floodlight-P 165W-3000-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017043100 LED floodlight-P 165W-4000-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

543017043200 LED floodlight-P 165W-5700-AS-BK-GP 507*418*70 7.31 530*435*165 14.62 2 

089 

Accessor ies 
Weight Packing Qty MOQ Item Code Accessories (kg/pc) (pcs) (pcs) Picture 

543098016810 LEDFlood-Motion-Daylight-Sensor 0.17 

543098017210 LEDFlood-Re250-280-Billboard Pole-BL 1.34 

543098017110 LEDFlood-Re250-280-Spike-BL 0.50 

*Only suitable for 30W/50W/70W 

Dimens iona l  D rawing 

w H 

□ L 

OPIPIQ.E 

'- � 

Model L(mm) W(mm) H(mm) 

LED FL-P II 30W 

LED FL-P II SOW 

LED FL-P II 70W 

Photometr ic Data 

I 

30/50/70W 

178 

228 

244 

1 65 

202 

242 

41 

46 

52 

105• 

<d 
-co-c1eo 

I 
t 

24 

4 

12 

I 

400 1 
450 

497 T 

- -
� 

-
......_- � 

� 

Model L(mm) W(mm) H(mm) 

LED FL-P I I 85W 

LED FL-P I I 115W 

LED FL-P I I 165W 

390 

390 

390 

371 

371 

371 

65 

65 

65 

105' 

L 
I 

t 

/ :  \ I 
,d 
- co-c1so - c90.a10 

85/115/165W 
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Features 

• Slimmest & most compact design 

• Robust housing and refined finish coating 

• 50% lower energy consumption and longer 

lifespan(30Khrs) 

• IP66, up to 90Im/W 

Specification 

LED Floodlight EcoMax Mini 

Benefits 

• Vibration-proof, Wind -proof, Rust-proof 

• Excellent thermal management for stable performance 

• Long life, low maintenance cost 

• Adaptable installation 

Application 

Landscape Square ..... 
I l l  

Architecture 

B i l l board 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543017026900 LED floodlight-E 10W-3000-GY-GP 

543017027000 LED floodlight-E 10W-4000-GY-GP 

543017027100 LED floodlight-E 10W-5700-GY-GP 

543017027200 LED floodlight-E 20W-3000-GY-GP 

543017027300 LED floodlight-E 20W-4000-GY-GP 

543017027400 LED floodlight-E 20W-5700-GY-GP 

Technical Specifications 

CRI ;;.so 
Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP IP66 

IK IK07 

Driver integrated (Yes/No) Yes 

Glow wire test 650°c 

Driver failure rate 1% at 5000h 

Weight(kg/pc) 0.25/0.30 

091  

10W 0.9 

10W 0.9 

10W 0.9 

20W 0.9 

20W 0.9 

20W 0.9 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC / DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

900 90 

900 90 

900 90 

1800 90 

1800 90 

1800 90 

50/60 

220-240 

AC 

Aluminium 

Polycarbonate 

-30-50°C 

25°C 

-30-60°C 

47 

47 

47 

105 

105 

105 

30000 

30000 

30000 

30000 

30000 

30000 

[!] n;, ,,.;.,;� 
contains built-in 
LEDlamp5 .  

Thelampscannotbechanged 
intheluminaire. 

874/2012 Ill 

180 

180 

180 

180 

180 

180 

Packaging Information 

Item Single Box(1pc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543017026900 LED floodlight-E 

543017027000 LED floodlight-E 

543017027100 LED floodlight-E 

543017027200 LED floodlight-E 

543017027300 LED floodlight-E 

543017027 400 LED floodlight-E 

Dimensional Drawing 

□ 
D OPPla 

Photometric Data 

105' 

( 
90' 

I 

cd 
- co - c1so - c90-c210 

, '< 

t 

,, \ 

10W-3000-GY-GP 117*108*57 0.32 340*250*255 7.68 24 

l0W-4000-GY-GP 117*108*57 0.32 340*250*255 7.68 24 

10W-5700-GY-GP 117*108*57 0.32 340*250*255 7.68 24 

20W-3000-GY-GP 131*121*57 0.37 380*280*195 6.64 18 

20W-4000-GY-GP 131*121*57 0.37 380*280*195 6.64 18 

20W-5700-GY-GP 131*121*57 0.37 380*280*195 6.64 18 

H 

1 05" 

90• 

.,. 

45• 

092  



Features 
• Slim & Compact design 

• Robust housing and refined finish coating 

• 50% lower energy consumption and longer 

lifespan(50Khrs) 

• IP65, IK08, up to 1301m/W 

Specification 

LED Floodlight EcoMax H 

Benefits 
• Vibration-proof, Wind -proof, Rust-proof 

• Excellent thermal management for stable performance 

• Long life, low maintenance cost 

• Adaptable installation 

Application 

Landscape Square 

"''' 11111 

Architecture Bi l l board 

It C d It D . 1. Power Power Lumen Efficacy Input Current Lifetime MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

140064725 LED Floodlight-E II 150W-3000-60D-GY-GP 

140064731 LED Floodlight-E II 150W-3000-72+28D-GY 

140064726 LED Floodlight-E Ill 50W-4000-60D-GY-GP 

140064732 LED Floodlight-E 150W-4000-72+28D-GY 

140064727 LED Floodlight-E 150W-5700-60D-GY-GP 

140064733 LED Floodlight-E 750W-5700-72+28D-GY 

140064728 LED Floodlight-E 200W-3000-60D-GY-GP 

140064734 LED Floodlight-E 200W-3000-72+28D-GY 

140064729 LED Floodlight-E 200W-4000-60D-GY-GP 

140064735 LED Floodlight-E 200W-4000-72+28D-GY 

140064730 LED Floodlight-E 200W-5700-60D-GY-GP 

140064736 LED Floodlight-E 200W-5700-72+28D-GY 

Technical Specifications 

CRI ;;;.so 
Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP IP65 

IK IK08 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Weight (kg/pc) 4.06/5.0l 

093  

150 0.95 17250 

150 0.95 17250 

150 0.95 18750 

150 0.95 18750 

150 0.95 18750 

150 0.95 18750 

200 0.95 24000 

200 0.95 24000 

200 0.95 26000 

200 0.95 26000 

200 0.95 26000 

200 0.95 26000 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Storage Environment 

115 686 

115 686 

125 686 

125 686 

125 686 

725 686 

120 915 

120 915 

130 915 

130 915 

130 915 

130 915 

50/60 

220-240 

AC 

Die-cast Aiuminum 

PC 

-30-65°C 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

50000 

C B 

[!] Thlslumlnall'<! 
contains built-In 
LED lamp s .  

Thelampscannotbechanged 
intheluminc1ire. 

874/2012 

100 

100 

100 

100 

100 

700 

100 

100 

100 

100 

100 

100 

Parking 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit ( 48pcs/unit) 

It C d It D . 1. Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
em O e em escnp ,on 

(LxWxH) (kg) (LxWxH) (kg) (pcs/CTN) 

140064725 LED Floodlight-E 

140064731 LED Floodlight-E 

140064726 LED Floodlight-E 

140064732 LED Floodlight-E 

140064727 LED Floodlight-E 

140064733 LED Floodlight-E 

140064728 LED Floodlight-E 

140064734 LED Floodlight-E 

140064729 LED Floodlight-E 

140064735 LED Floodlight-E 

140064730 LED Floodlight-E 

140064736 LED Floodlight-E 

Dimensional Drawing 

w 

Photometric Data 

I 
/ 

I 

r 
x 

I 

60° (150W/200W) 

I 

150W-3000-60D-GY-GP 

150W-3000-72+28D-GY 

150W-4000-60D-GY-GP 

150W-4000-72+28D-GY 

150W-5700-60D-GY-GP 

150W-5700-72+28D-GY 

200W-3000-60D-GY-GP 

200W-3000-72+28D-GY 

200W-4000-60D-GY-GP 

200W-4000-72+ 28D-GY 

200W-5700-60D-GY-GP 

200W-5700-72+28D-GY 

H 

I 

"' 
\ 

543098001710 

105° 

u u 
X 

◄ ► 

338*65*415 4.55 432*290*362 18.19 

338*65'415 4.55 432'290'362 18.19 

338*65*415 4.55 432*290*362 18.19 

338'65'415 4.55 432'290'362 18.19 

338'65'415 4.55 432'290*362 18.19 

338*65*415 4.55 432*290*362 18.19 

382'65'460 5.64 480'290'406 22.54 

382*65*460 5.64 480*290'406 22.54 

382*65*460 5.64 480*290* 406 22.54 

382*65*460 5.64 480*290*406 22.54 

382*65*460 5.64 480*290* 406 22.54 

382'65'460 5.64 480*290'406 22.54 

Floodlight Ecomax 2x200W bracket 4.50 150 

105° 

t � 
f I 

\ 
\ 
X 

I 

I 

- CO - C180 

72°+28° 

L W H X 
M o d e l  [mm) (mm) [mm) [mm) 

LED FL-E 150W 

LED FL-E 200W 

\ L , / ✓ x 
\. I 

\. 

(150W/200W) 

\ 
I 

342 

376 

105° 

257 

288 

59 

59 

180 

200 

4 

4 

4 

4 

4 

4 

4 

4 

4 

4 

4 

4 
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Features 

• Slim compact design 

• Robust housing and refined finish coating 

• 50% lower energy consumption and longer 

lifespan(30Khrs) 

• IP65, IK08, up to 80Im/W 

Specification 

LED Floodlight EcoMax II 

Benefits Application 

• Vibration-proof, Wind -proof, Rust-proof 

• Excellent thermal management for stable performance 

• Long life, low maintenance cost Landscape Square Parking 

• Adaptable installation �.1, 1�m 
Architecture Bi l l board 

Item Code Item Description Power Power Lumen Efficacy I nput Current Lifetime MOQ 

(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

140059516 LED floodlight-E 30W-3000-GY-GP 

140059517 LED floodlight-E 30W-4000-GY-GP 

140059518 LED floodlight-E 30W-6000-GY-GP 

140059519 LED flood I ight-E 50W-3000-GY-GP 

140059520 LED floodlight-E 50W-4000-GY-GP 

140059521 LED floodlight-E 50W-6000-GY-GP 

140059619 LED flood I ight-E 70W-3000-GY-GP 

140059620 LED floodlight-E 70W-4000-GY-GP 

140059621 LED floodlight-E 70W-6000-GY-GP 

140059622 LED floodlight-E lOOW-3000-GY-GP 

140059623 LED floodlight-E lOOW-4000-GY-GP 

140059624 LED floodlight-Ell lOOW-6000-GY-GP 

Technical Specifications 

CRI >80 

Colour Consistency (SDCM) 6 

Dimmable No 

Housing Colour Grey 

IP IP65 

IK IK08 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Weight (kg/pc) 0.51/0.81/1.34/1.98 

095 

30 0.95 2400 

30 0.95 2450 

30 0.95 2500 

50 0.95 4000 

50 0.95 4100 

50 0.95 4200 

70 0.95 5800 

70 0.95 5900 

70 0.95 6000 

100 0.95 9200 

100 0.95 9300 

100 0.95 9400 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Storage Environment 

80 

82 

83 

80 

82 

84 

83 

84 

86 

92 

93 

94 

50/60 

220-240 

AC 

Die-cast Aiuminum 

PC 

-30-65°C 

130 

130 

130 

210 

210 

210 

300 

300 

300 

430 

430 

430 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

C B  

[!] Thl,l,mlo•I� 
contains built-in 
LED lamps. 

Thelampscannotbechanged 
lnthelumlnalre. 

874/2012 

108 

108 

108 

108 

108 

108 

108 

108 

108 

108 

108 

108 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

140059516 LED floodlight-E II 30W-3000-GY-GP 

140059517 LED floodlight-E II 30W-4000-GY-GP 

140059518 LED floodlight-E II 30W-6000-GY-GP 

140059519 LED floodlight-E II 50W-3000-GY-GP 

140059520 LED floodlight-E II 50W-4000-GY-GP 

140059521 LED floodlight-E II 50W-6000-GY-GP 

140059619 LEDfloodlight-E I I  70W-3000-GY-GP 

140059620 LED floodlight-E II 70W-4000-GY-GP 

140059621 LED floodlight-E II ?OW-6000-GY-GP 

140059622 LED floodlight-E II lOOW-3000-GY-GP 

140059623 LED floodlight-E II lOOW-4000-GY-GP 

140059624 LED floodlight-E II lOOW-6000-GY-GP 

Dimensiona l Drawing 

----L-----. 

.__,.___.___,H, ::J 

.__,.___.___,H, ::J 

Photometric Data 

I 
I 
f 
� 

I 

I f 
+-

w 

\ 

40°+80°C (30W/50W/70W/100W) 

155*125*82 

155*125*82 

155*125*82 

205*145*82 

205*145*82 

205*145*82 

275*205*98 

275*205*98 

275*205*98 

305'245'98 

305'245'98 

305'245'98 

0.63 400*330*266 11.34 

0.63 400*330*266 11.34 

0.63 400*330*266 11.34 

0.97 430*310*266 11.64 

0.97 430*310*266 11.64 

0.97 430*310*266 11.64 

1.68 430*290*324 10.10 

1.68 430*290*324 10.10 

1.68 430*290*324 10.10 

2.39 510*320*324 14.35 

2.39 510'320'324 14.35 

2.39 510'320'324 14.35 

L W H X 
M o d e  I [mm) (mm) [mm) [mm) 

LED FL-E 30W 

LED FL-E 50W 

LED FL-E 70W 

LED FL- E l O0W 

150 

200 

250 

280 

120 

140 

180 

220 

83 

99 

120 

135 

44 

60 

60 

80 

18 

18 

18 

12 

12 

12 

6 

6 

6 

6 

6 

6 
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Features 

• Four color options available 

• Slim&Compact design 

• Robust housing and refined finish coating 

• IP66,IK08,30Khrs long lifespan 

Specification 

LED Floodlight EcoMax Color 

Benefits 

• Suitable for various applications 

• Excellent thermal management for stable performance 

• Long life, low maintenance cost 

• Vibration-proof, Wind-proof, Rust-proof 

Application 

Landscape 

11111 
11111 

Architecture 

Square 

Bi l l board 

Parking 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543017028010 LED floodlight-E 20W-A-GY-GP 20W 0.95 1900 95 90 30000 108 

543017027510 LED floodlight-E 20W-R-GY-GP 20W 0.95 400 20 90 30000 108 

543017027910 LED flood I ight-E 20W-G-GY-GP 20W 0.95 1400 70 90 30000 108 

543017027810 LED floodlight-E 20W-B-GY-GP 20W 0.95 200 10 90 30000 108 

543017027610 LED floodlight-E 35W-A-GY-GP 35W 0.95 3325 95 160 30000 108 

543017028110 LED flood I ight-E 35W-R-GY-GP 35W 0.95 700 20 160 30000 108 

543017028210 LED floodlight-E 35W-G-GY-GP 35W 0.95 2450 70 160 30000 108 

543017027710 LED floodlight-E 35W-B-GY-GP 35W 0.95 350 10 160 30000 108 

543017028310 LED floodlight-E SOW-A-GY-GP SOW 0.95 4750 95 230 30000 108 

543017028710 LED flood I ight-E SOW-R-GY-GP sow 0.95 1000 20 230 30000 108 

543017028510 LED floodlight-E SOW-G-GY-GP sow 0.95 3500 70 230 30000 108 

543017028410 LED floodlight-E SOW-B-GY-GP SOW 0.95 500 10 230 30000 108 

543017028610 LED flood I ight-E 75W-A-GY-GP ?SW 0.95 7725 95 340 30000 708 

543017028810 LED floodlight-E 75W-R-GY-GP ?SW 0.95 1500 20 340 30000 108 

543017028910 LED floodlight-E 75W-G-GY-GP ?SW 0.95 5250 70 340 30000 108 

543017029010 LED floodlight-E 75W-B-GY-GP ?SW 0.95 750 10 340 30000 108 

543017029110 LED Floodlight-E II 120W-A-60D-GY-GP 120W 0.95 11400 95 550 30000 100 

543017029210 LED Floodlight-E II 120W-A-72+28D-GY-GP 120W 0.95 11400 20 550 30000 100 

543017029410 LED Floodlight-E II 160W-A-60D-GY-GP 160W 0.95 15200 70 725 30000 100 

543017029310 LED Floodlight-E II 160W-A-72+28D-GY-GP 160W 0.95 15200 10 725 30000 100 
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Technical  Specifications 

Dimmable No 

Housing Colour Grey 

IP IP66 

IK IK08 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Driver failure rate 1% at 5000h 

Weight (kg/pc) 0.51/0.81/1.34/1. 98/ 4.06/5,01 

Electrica l Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical  Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

50/60 

220-240 

AC 

Aluminium 

Polycarbonate 

-30-45°C 

25°C 

-30-65°C 

C B  

[I] Thisluminaire 
contalnsbullt•in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 II 

Packaging Information 

Item Single Box(lpc/box) Storage Environment 

Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
Item Code Item Description (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543017028010 LED floodlight-E 20W-A-GY-GP 155*125*82 0.63 400*330*266 11.34 18 

543017027510 LED floodlight-E 20W-R-GY-GP 155*125*82 0.63 400*330*266 11.34 18 

543017027910 LED floodlight-E 20W-G-GY-GP 155*125*82 0.63 400*330*266 11.34 18 

543017027810 LED floodlight-E 20W-B-GY-GP 155*125*82 0.63 400*330*266 11.34 18 

543017027610 LED floodlight-E 35W-A-GY-GP 205*145*82 0.97 430*310*266 11.64 12 

543017028110 LED floodlight-E 35W-R-GY-GP 205*145*82 0.97 430*310*266 11.64 12 

543017028210 LED floodlight-E 35W-G-GY-GP 205*145*82 0.97 430*310*266 11.64 12 

543017027710 LED floodlight-E 35W-B-GY-GP 205*145*82 0.97 430*310*266 11.64 12 

543017028310 LED floodlight-E SOW-A-GY-GP 275*205*98 1.68 430*290*324 10.1 6 

543017028710 LED floodlight-E SOW-R-GY-GP 275*205*98 1.68 430*290*324 10.1 6 

543017028510 LED floodlight-E SOW-G-GY-GP 275*205*98 1.68 430*290*324 10.1 6 

543017028410 LED floodlight-E SOW-B-GY-GP 275*205*98 1.68 430*290*324 10.1 6 

543017028610 LED floodlight-E 75W-A-GY-GP 305'245'98 2.39 510'320*324 14.35 6 

543017028810 LED floodlight-E 75W-R-GY-GP 305*245*98 2.39 510*320*324 14.35 6 

543017028910 LED floodlight-E 75W-G-GY-GP 305*245*98 2.39 510*320*324 14.35 6 

543017029010 LED floodlight-E 75W-B-GY-GP 305*245*98 2.39 510*320*324 14.35 6 

543017029110 LED Floodlight-E I I  120W-A-60D-GY-GP 338*65*415 4.55 432*290*362 18.19 4 

543017029210 LED Floodlight-E I I  120W-A-72+28D-GY-GP 338*65*415 4.55 432*290*362 18.19 4 

543017029410 LED Floodlight-E I I  160W-A-60D-GY-GP 382*65*460 5.64 480*290*406 22.54 4 

543017029310 LED Floodlight-E I I  160W-A-72+28D-GY-GP 382*65*460 5.64 480*290*406 22.54 4 
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Dimens i ona l  D raw i ng 
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LED Floodlight EQ series 

Featu res Benefits 

• IP66 water and dust proof • Optimized waterproof design against heavy seas 

• 2.SKV surge protection • Robust and durable in poor grid environment 

• 30,000 hours lifetime • Smooth and modern appearance 

• 90% lower energy consumption than halogen flood lights • Weather proof, ideal for outdoor lighting application 

S pec if icat i on  

App l icat i on  

Landscape 

11111 
11111 

Architecture 

Square 

B i l l board 

Parking 

Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543017009210 LED Flood light-EQ l0W-3000-GY-GP-EMC 10 0.9 800 80 49 30000 500 

543017009110 LED Flood light-EQ l0W-4000-GY-GP-EMC 10 0.9 800 80 49 30000 500 

543017009010 LED Flood light-EQ l0W-6500-GY-GP-EMC 10 0.9 800 80 49 30000 500 

543017008910 LED Flood light-EQ 20W-3000-GY-GP-EMC 20 0.9 1600 80 94 30000 500 

543017008810 LED Flood light-EQ 20W-4000-GY-GP-EMC 20 0.9 1600 80 94 30000 500 

543017008710 LED Flood light-EQ 20W-6500-GY-GP-EMC 20 0.9 1600 80 94 30000 500 

543017008610 LED Flood light-EQ 30W-3000-GY-GP-EMC 30 0.9 2400 80 136 30000 500 

543017008510 LED Flood light-EQ 30W-4000-GY-GP-EMC 30 0.9 2400 80 136 30000 500 

543006000410 LED Flood light-EQ 30W-6500-GY-GP-EMC 30 0.9 2400 80 136 30000 500 

543017008410 LED Flood light-EQ 50W-3000-GY-GP-EMC 50 0.9 4000 80 225 30000 500 

543017008310 LED Flood light-EQ 50W-4000-GY-GP-EMC 50 0.9 4000 80 225 30000 500 

543017008210 LED Flood light-EQ 50W-6500-GY-GP-EMC 50 0.9 4000 80 225 30000 500 

543017008110 LED Flood light-EQ 70W-3000-GY-GP-EMC 70 0.9 5600 80 324 30000 500 

543017008010 LED Flood light-EQ 70W-4000-GY-GP-EMC 70 0.9 5600 80 324 30000 500 

543017007910 LED Flood light-EQ 70W-6500-GY-GP-EMC 70 0.9 5600 80 324 30000 500 

543017007810 LED Flood light-EQ l00W-3000-GY-GP-EMC 100 0.9 8000 80 452 30000 500 

543017007710 LED Flood light-EQ l00W-4000-GY-GP-EMC 100 0.9 8000 80 452 30000 500 

543017007610 LED Flood light-EQ l00W-6500-GY-GP-EMC 100 0.9 8000 80 452 30000 500 

543017007510 LED Flood light-EQ l0W-3000-GY-GP-VLT 10 0.9 800 80 49 30000 500 

543017007410 LED Flood light-EQ l0W-4000-GY-GP-VLT 10 0.9 800 80 49 30000 500 

543017007310 LED Flood light-EQ l0W-6500-GY-GP-VLT 10 0.9 800 80 49 30000 500 

543017007210 LED Flood light-EQ 20W-3000-GY-GP-VLT 20 0.9 1600 80 94 30000 500 

543017007110 LED Flood light-EQ 20W-4000-GY-GP-VLT 20 0.9 1600 80 94 30000 500 

543017007010 LED Flood light-EQ 20W-6500-GY-GP-VLT 20 0.9 1600 80 94 30000 500 

543017006910 LED Flood light-EQ 30W-3000-GY-GP-VLT 30 0.9 2400 80 136 30000 500 

543017006810 LED Flood light-EQ 30W-4000-GY-GP-VLT 30 0.9 2400 80 136 30000 500 

543017006710 LED Flood light-EQ 30W-6500-GY-GP-VLT 30 0.9 2400 80 136 30000 500 
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Item Code Item Description Power Power Lumen Efficacy Input Current Lifetime MOQ 
(W) Factor (Im) (lm/W) (mA) (L70B50) (pcs) 

543017006610 LLED Floodlight-EQ SOW-3000-GY-GP-VLT 

543017006510 LED Floodlight-EQ SOW-4000-GY-GP-VLT 

543017006410 LED Floodlight-EQ SOW-6500-GY-GP-VLT 

543017006310 LED Floodlight-EQ 70W-3000-GY-GP-VLT 

543017006210 LED Floodlight-EQ 70W-4000-GY-GP-VLT 

543017006110 LED Floodlight-EQ 70W-6500-GY-GP-VLT 

543017006010 LED Floodlight-EQ 100W-3000-GY-GP-VLT 

543017005910 LED Floodlight-EQ lOOW-4000-GY-GP-VLT 

543017005810 LED Floodlight-EQ lOOW-6500-GY-GP-VLT 

543017009310 LED Floodlight-EQ 20W-6500-GY-GP-ESR 

543017009510 LED Floodlight-EQ 30W-6500-GY-GP-ESR 

543017009410 LED Floodlight-EQ 50W-6500-GY-GP-ESR 

* ... -EMC: EMC compliance 
... -VLT: no EMC compliance, better fit for fluctuant voltage environment 
... -ESR: EMC compliance, with motion senser 

Technical Specifications 

CRI 

Colour Consistency (SDCM) 7 

Dimmable No 

Housing Colour Grey 

IP IP66 

IK IK07 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

50 0.9 

50 0.9 

50 0.9 

70 0.9 

70 0.9 

70 0.9 

100 0.9 

100 0.9 

100 0.9 

20 0.9 

30 0.9 

50 0.9 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC / DC 

Mechanical Properties 

Housing Material 

Optical Material 

4000 80 225 30000 

4000 80 225 30000 

4000 80 225 30000 

5600 80 324 30000 

5600 80 324 30000 

5600 80 324 30000 

8000 80 452 30000 

8000 80 452 30000 

8000 80 452 30000 

1600 80 94 30000 

2400 80 136 30000 

4000 80 225 30000 

50/60 C B 
220-240 

AC I I I  

[!]
Thl,l,ml,al,o 
contain1 bullt-l n 
LED lamps. 

Die-cast Aluminium 

r» 
}� 

Tempered glass 

Driver failure rate 1% at 5000h Thelampscannotbechanged 

Weight (kg/pc) 0.45/0.55/0.88/1.1/1.85/2.53 Application Conditions 
in the luminaire. 

874/2012 

Operating Temperature -40-50°C 

Application Temperature 25°C 

Storage Environment -40-65°C 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

Ill 

500 

500 

500 

500 

500 

500 

500 

500 

500 

500 

500 

500 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543017009210 LED Floodlight-EQ lOW-3000-GY-GP-EMC 120x50xl62 0.58 255x220x178 4.60 8 

543017009110 LED Floodlight-EQ lOW-4000-GY-GP-EMC 120x50xl62 0.58 255x220x178 4.60 8 

543017009010 LED Floodlight-EQ lOW-6500-GY-GP-EMC 120x50xl62 0.58 255x220x178 4.60 8 

543017008910 LED Floodlight-EQ 20W-3000-GY-GP-EMC 135x50xl80 0.68 285x220xl95 5.40 8 

543017008810 LED Floodlight-EQ 20W-4000-GY-GP-EMC 135x50xl80 0.68 285x220x195 5.40 8 

543017008710 LED Floodlight-EQ 20W-6500-GY-GP-EMC 135x50xl80 0.68 285x220xl95 5.40 8 

543017008670 LED Floodlight-EQ 30W-3000-GY-GP-EMC 168x55x212 1.01 350x240x228 8.04 8 

543017008510 LED Floodlight-EQ 30W-4000-GY-GP-EMC 168x55x212 1.01 350x240x228 8.04 8 

543006000410 LED Floodlight-EQ 30W-6500-GY-GP-EMC 768x55x212 1.01 350x240x228 8.04 8 

543017008410 LED Floodlight-EQ 50W-3000-GY-GP-EMC 192x55x240 1.27 350x202x255 7.60 6 

543017008310 LED Floodlight-EQ 50W-4000-GY-GP-EMC 192x55x240 1.27 350x202x255 7.60 6 

543017008210 LED Floodlight-EQ 50W-6500-GY-GP-EMC 192x55x240 1.27 350x202x255 7.60 6 

543017008110 LED Floodlight-EQ 70W-3000-GY-GP-EMC 252x60x302 2.02 380x262x318 12.10 6 

543017008010 LED Floodlight-EQ 70W-4000-GY-GP-EMC 252x60x302 2.02 380x262x318 12.10 6 

543017007910 LED Floodlight-EQ 70W-6500-GY-GP-EMC 252x60x302 2.02 380x262x318 12.10 6 
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Packagi ng I nformat ion 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description 
Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543017007810 

543017007710 

543017007610 

543077007510 

543017007410 

543017007310 

543017007210 

543077007110 

543017007010 

543077006970 

543017006810 

543017006710 

543017006610 

543077006510 

543017006410 

543017006310 

543017006210 

543017006110 

543017006010 

543017005910 

543017005810 

543017009310 

543017009510 

543017009410 

LED Floodlight-EQ lOOW-3000-GY-GP-EMC 

LED Floodlight-EQ lOOW-4000-GY-GP-EMC 

LED Floodlight-EQ lOOW-6500-GY-GP-EMC 

LED Floodlight-EQ lOW-3000-GY-GP-VLT 

LED Floodlight-EQ lOW-4000-GY-GP-VLT 

LED Floodlight-EQ lOW-6500-GY-GP-VLT 

LED Floodlight-EQ 20W-3000-GY-GP-VLT 

LED Floodlight-EQ 20W-4000-GY-GP-VLT 

LED Floodlight-EQ 20W-6500-GY-GP-VLT 

LED Floodlight-EQ 30W-3000-GY-GP-VLT 

LED Floodlight-EQ 30W-4000-GY-GP-VLT 

LED Floodlight-EQ 30W-6500-GY-GP-VLT 

LED Floodlight-EQ SOW-3000-GY-GP-VLT 

LED Floodlight-EQ SOW-4000-GY-GP-VLT 

LED Floodlight-EQ SOW-6500-GY-GP-VLT 

LED Floodlight-EQ 70W-3000-GY-GP-VLT 

LED Floodlight-EQ 70W-4000-GY-GP-VLT 

LED Floodlight-EQ 70W-6500-GY-GP-VLT 

LED Floodlight-EQ lOOW-3000-GY-GP-VLT 

LED Floodlight-EQ lOOW-4000-GY-GP-VLT 

LED Floodlight-EQ lOOW-6500-GY-GP-VLT 

LED Floodlight-EQ 20W-6500-GY-GP-ESR 

LED Floodlight-EQ 30W-6500-GY-GP-ESR 

LED Floodlight-EQ SOW-6500-GY-GP-ESR 

Dimensional Drawing 

Photometr ic Data 

J 

cd 
- cO-ClSO - C90-Q70 

285x68x345 2.78 295x295x360 11.12 

285x68x345 2.78 295x295x360 11.12 

285x68x345 2.78 295x295x360 11.12 

120x50xl62 0.58 255x220xl78 4.60 

120x50xl62 0.58 255x220xl78 4.60 

120x50xl62 0.58 255x220xl78 4.60 

135x50x180 0.68 285x220xl95 5.40 

135x50x180 0.68 285x220xl95 5.40 

135x50x180 0.68 285x220xl95 5.40 

168x55x212 1.00 350x240x228 8.04 

168x55x212 1.00 350x240x228 8.04 

168x55x212 1.00 350x240x228 8.04 

192x55x240 1.27 350x202x255 7.60 

192x55x240 1.27 350x202x255 7.60 

192x55x240 1.27 350x202x255 7.60 

252x60x302 2.02 380x262x318 12.10 

252x60x302 2.02 380x262x318 12.10 

252x60x302 2.02 380x262x318 12.10 

285x68x345 2.78 295x295x360 11.12 

285x68x345 2.78 295x295x360 11.12 

285x68x345 2.78 295x295x360 11.12 

135x50xl80 0.68 285x220xl95 5.40 

168x55x212 1.00 350x240x228 8.04 

192x55x240 1.27 350x202x255 7.60 

Model A(mm) B(mm) C(mm) D(mm) H(mm) 

LED FL-EQ 10W 1 15.2 1 1 0  1 54 122 34 

LED FL-EQ 20W 1 30.4 126 1 73.5 140 34 

LED FL-EQ 30W 1 62.6 155 205.5 172 39 

LED FL-EQ SOW 1 85.6 180 233 200 39 

LED FL-EQ 70W 246.6 236 294.5 261 44 

LED FL-EQ 100W 279 272 339 305 5 1 .8 
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LED Outdoor Wall Washer Performer I I  

Features Benefits Application 

• IP65 protection rating • Uniform design,no dark area between luminaires 

• RGB option available • Water and dust proof,suitable for outdoor use 

• Extrusion Aluminum housing with Tempered Glass • Easy to install Square Building Landscape 

• Long lifespan, low maintenance cost 

Specif icat ion 

I t  C d It D . 1. Power Lumen Rated Input Input Current CTT Beam angle Lifetime MOQ em O e em escnp ,on (W) (Im) Voltage(VDC) (mA) (K) (0) (L70B50) (pcs) 

543018013710 LED Wallwasher-PII L500 9W-3000-20+60D-GY-GP 

543018013810 LED Wallwasher-PII L500 9W-4000-20+60D-GY-GP 

543018013910 LED Wallwasher-PII L500 12W-3000-20+60D-GY-GP 

543018014010 LED Wallwasher-PII L500 12W-4000-20+60D-GY-GP 

543018014110 LED Wallwasher-PII Ll000 18W-3000-20+60D-GY-GP 

543018014210 LED Wallwasher-PII Ll000 lBW-4000-20+60D-GY-GP 

543018014310 LED Wallwasher-PII Ll000 24W-3000-20+60D-GY-GP 

543018014410 LED Wallwasher-PII Ll000 24W-4000-20+60D-GY-GP 

543018013010 LED Wallwasher-PII L300 6W-RGB-20+60D-GY-GP 

543018013110 LED Wallwasher-PII L500 9W-RGB-20+60D-GY-GP 

543018013210 LED Wallwasher-PII L500 12W-RGB-20+60D-GY-GP 

543018013310 LED Wallwasher-PII L500 18W-RGB-20+60D-GY-GP 

543078013470 LED Wallwasher-PII Ll000 18W-RGB-20+60D-GY-GP 

543018013510 LED Wallwasher-PII Ll000 24W-RGB-20+60D-GY-GP 

543018013610 LED Wallwasher-PII Ll000 36W-RGB-20+60D-GY-GP 

Technical Specifications 

CRI 

Colour Consistency(SDCM) 

Dimmable 

Dimming Control Method 

Housing Colour 

IP 

IK 

Beam Angle 

Glow wire test 

Weight 

103 

>80(3000K/4000K) 

7 

No(3000K/4000K) 

Yes(RGB) 

DMX 512 

Grey 

IP65 

IK08 

650°C 

1.6kg/1.2m; 0.85kg/0.6m 

0.55kg/0.3m 

9 540 24 

9 540 24 

12 720 24 

12 720 24 

18 1080 24 

18 1080 24 

24 1440 24 

24 1440 24 

6 I 24 

9 I 24 

12 I 24 

18 I 24 

18 I 24 

24 I 24 

36 I 24 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

375 3000 

375 4000 

500 3000 

500 4000 

750 3000 

750 4000 

1000 3000 

1000 4000 

250 RGB 

375 RGB 

500 RGB 

750 RGB 

750 RGB 

1000 RGB 

1500 RGB 

Aluminum 

Tempered Glass 

-30-50°C 

25°C 

-30-65°C 

10+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

10+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

70+60 25000 

C B  

[!] Th;,1,m;u;,. 
contains built-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 
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100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

Packaging Information 

Item Single Box(lpc/box) Packaging Unit 

It C d It D . t· Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty em O e em escnp ,on (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543018013710 LED Wallwasher-PII L500 9W-3000-20+60D-GY-GP 510*65*75 

543018013810 LED Wallwasher-PII L500 9W-4000-20+60D-GY-GP 510*65*75 

543078013910 LED Wallwasher-PII L500 12W-3000-20+60D-GY-GP 510*65*75 

543018014010 LED Wallwasher-PII L500 12W-4000-20+60D-GY-GP 510*65*75 

543018014110 LED Wallwasher-PII L1000 18W-3000-20+60D-GY-GP 1010*65*75 

543078014210 LED Wallwasher-PII L1000 18W-4000-20+60D-GY-GP 1010*65*75 

543018014310 LED Wallwasher-PII L7000 24W-3000-20+60D-GY-GP 1010*65*75 

543018014410 LED Wallwasher-PII L1000 24W-4000-20+60D-GY-GP 1010*65*75 

543018013070 LED Wallwasher-PII L300 6W-RGB-20+60D-GY-GP 320*65*75 

543018013110 LED Wallwasher-PII L500 9W-RGB-20+60D-GY-GP 510*65*75 

543018013210 LED Wallwasher-PII L500 12W-RGB-20+60D-GY-GP 510*65*75 

543018013310 LED Wallwasher-PII L500 18W-RGB-20+60D-GY-GP 510*65*75 

543018013410 LED Wallwasher-PII Ll000 18W-RGB-20+60D-GY-GP 1010*65*75 

543018013510 LED Wallwasher-PII L7000 24W-RGB-20+60D-GY-GP 1010*65*75 

543018013610 LED Wallwasher-PII L7000 36W-RGB-20+60D-GY-GP 1010*65*75 

Dimens iona l  D rawing 

L 

=..J>' <c:-

Model L(mm) W(mm) H(mm) CJ>(mm) 

RG B Series 

Single color 

Series 

LED WW-PII L300 

LED WW-PII L500 

LED WW-PII L1000 

LED WW-PII Ll000 

Photometr ic Data 

t I 
t I I \ f t \ 

<. 

)( I \ � 
I 

\ 
I 

I i \ I' 

- CO - C180 - C90- C270 

\ 

300 

500 

1000 

1000 

38 

38 

38 

30 

48.9 

48.9 

48.9 

44.5 

84.9 

84.9 

84.9 

76.7 

0.65 1030*275*170 16.40 24 

0.65 1030*275*170 16.40 24 

0.65 1030*275*170 16.40 24 

0.65 1030*275*170 16.40 24 

1.25 1030*275*170 14.96 12 

1.25 1030*275*170 14.96 12 

1.25 1030*275*170 14.96 12 

1.25 1030*275*170 14.96 12 

0.64 660*275*170 10.24 16 

0.97 530*340*245 14.60 15 

0.97 530*340*245 14.60 15 

0.97 530*340*245 14.60 15 

1.8 1030*275*170 14.60 8 

1.8 1030*275*770 14.60 8 

1.8 1030*275*170 14.60 8 

CD Lt 
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LED Outdoor Wall Washer EcoMax II 

Features Benefits Application 

• IP66 protection rating • Uniform wall wash light, no dark area between luminaires 

• Single color and RGB color options • Water and dust proof, safe for outdoor application 

• Three beam angle options for multiple applications • Luminaire-luminaire connection, easy installation 

• Extrusion Aluminum housing with Anti-UV lens • Long life, low maintenance cost Bu i ld ing Bridge Landscape 

Specification 

105 

It C d It D . 1. Power Lumen Rated Input Input Current CCT Beam Angle Life Time MOQ em O e em escnp ,on (W) (Im) Voltage (mA) (0) (L70B50) (pcs) 

546007000410 LED Wallwasher-EII L3 3W-Amber-18D-GP 3W 260 24V DC 124 Amber 18 15Khrs 150 

546001000510 LED Wallwasher-EII L3 3W-3000-18D-GP 3W 320 24V DC 124 3000K 18 15Khrs 150 

546001000610 LED Wallwasher-EII L3 3W-4000-18D-GP 3W 320 24V DC 124 4000K 18 15Khrs 150 

546001000710 LED Wallwasher-EII L3 3W-5700-18D-GP 3W 320 24V DC 124 5700K 18 15Khrs 150 

546001000810 LED Wallwasher-EII L3 3W-Amber-36D-GP 3W 260 24V DC 124 Amber 36 15Khrs 150 

546001000910 LED Wallwasher-EII L3 3W-3000-36D-GP 3W 320 24V DC 124 3000K 36 15Khrs 150 

546001001010 LED Wallwasher-EII L3 3W-4000-36D-GP 3W 320 24V DC 124 4000K 36 15Khrs 150 

546001001110 LED Wallwasher-EII L3 3W-5700-36D-GP 3W 320 24V DC 124 5700K 36 15Khrs 150 

546001001210 LED Wallwasher-EII L3 3W-Amber-120D-GP 3W 260 24V DC 124 Amber 120 15Khrs 150 

546001001310 LED Wallwasher-EII L3 3W-3000-720D-GP 3W 320 24V DC 124 3000K 120 15Khrs 150 

546001001410 LED Wallwasher-EII L3 3W-4000-120D-GP 3W 320 24V DC 124 4000K 120 15Khrs 150 

546001001510 LED Wallwasher-EII L3 3W-5700-120D-GP 3W 320 24V DC 124 5700K 120 75Khrs 150 

546001001610 LED Wallwasher-EII L6 6W-Amber-18D-GP 6W 580 24V DC 237 Amber 18 15Khrs 150 

546001001710 LED Wallwasher-EII L6 6W-3000-18D-GP 6W 640 24V DC 237 3000K 18 15Khrs 150 

546001001810 LED Wallwasher-EII L6 6W-4000-18D-GP 6W 640 24V DC 237 4000K 18 15Khrs 150 

546001003410 LED Wallwasher-EII L6 6W-5700-18D-GP 6W 640 24V DC 237 5700K 18 15Khrs 150 

546001003110 LED Wallwasher-EII L6 6W-Amber-36D-GP 6W 580 24V DC 237 Amber 36 15Khrs 150 

546001002910 LED Wallwasher-EII L6 6W-3000-36D-GP 6W 640 24V DC 237 3000K 36 15Khrs 150 

546001003610 LED Wallwasher-EII L6 6W-4000-36D-GP 6W 640 24V DC 237 4000K 36 15Khrs 150 

546001003310 LED Wallwasher-EII L6 6W-5700-36D-GP 6W 640 24V DC 237 5700K 36 15Khrs 150 

546001003210 LED Wallwasher-EII L6 6W-Amber-120D-GP 6W 580 24V DC 237 Amber 120 15Khrs 150 

546001002810 LED Wallwasher-EII L6 6W-3000-120D-GP 6W 640 24V DC 237 3000K 120 15Khrs 150 

546001003010 LED Wallwasher-EII L6 6W-4000-120D-GP 6W 640 24V DC 237 4000K 120 15Khrs 150 

546001003510 LED Wallwasher-EII L6 6W-5700-120D-GP 6W 640 24V DC 237 5700K 120 75Khrs 150 

It C d It D . 1. Power Lumen Rated Input Input Current CCT Beam Angle Life Time MOQ em O e em escnp ,on (W) (Im) Voltage (mA) (0) (L70B50) (pcs) 

546001002610 LED Wallwasher-EII L12 12W-Amber-18D-GP 

546001002210 LED Wallwasher-EII L12 12W-3000-18D-GP 

546001002410 LED Wallwasher-EII L12 12W-4000-18D-GP 

546001002510 LED Wallwasher-EII L12 12W-5700-18D-GP 

546001002710 LED Wallwasher-EII L12 12W-Amber-36D-GP 

546001002310 LED Wallwasher-EII L12 12W-3000-36D-GP 

546001003910 LED Wallwasher-EII L12 12W-4000-36D-GP 

546001004110 LED Wallwasher-EII L12 12W-5700-36D-GP 

546001004210 LED Wallwasher-EII L12 12W-Amber-120D-GP 

546001003710 LED Wallwasher-EII L12 12W-3000-120D-GP 

546001003810 LED Wallwasher-EII L12 12W-4000-120D-GP 

546001004010 LED Wallwasher-EII L12 12W-5700-120D-GP 

546001004710 LED Wallwasher-EII L3 3W-RGB-18D-GP 

546001004810 LED Wallwasher-EII L3 3W-RGB-36D-GP 

546001004610 LED Wallwasher-EII L3 3W-RGB-120D-GP 

546001005010 LED Wallwasher-EII L6 6W-RGB-18D-GP 

546001005110 LED Wallwasher-EII L6 6W-RGB-36D-GP 

546001004910 LED Wallwasher-EII L6 6W-RGB-720D-GP 

546001004410 LED Wallwasher-EII L12 12W-RGB-18D-GP 

546001004510 LED Wallwasher-EII L12 12W-RGB-36D-GP 

546001004310 LED Wallwasher-EII L12 12W-RGB-120D-GP 

Technical Specifications 

CRI 80 (white color) 

Housing Colour Silver 

Dimmable No 

IP IP66 

Driver integrated(Yes/No) No 

Weight(kg/pc) 0.18(0.3m)/0.29(0.6m)/0.51(1.2m) 

Electrical Supply 

Input Voltage (V) 24 

AC/DC DC 

12W 1200 24V DC 489 

12W 1280 24V DC 489 

12W 1280 24V DC 489 

12W 1280 24V DC 489 

12W 1200 24V DC 489 

12W 1280 24V DC 489 

12W 1280 24V DC 489 

12W 1280 24V DC 489 

12W 1200 24V DC 489 

12W 1280 24V DC 489 

12W 1280 24V DC 489 

72W 1280 24V DC 489 

3W 260 24V DC 124 

3W 260 24V DC 124 

3W 260 24V DC 124 

6W 580 24V DC 237 

6W 580 24V DC 237 

6W 580 24V DC 237 

12W 1200 24V DC 489 

12W 1200 24V DC 489 

12W 1200 24V DC 489 

Mechanical Properties 

Housing Material Aluminum 

Optical Material PC 

Application Conditions 

Operating Temperature -20-45°C 

Storage Environment -25-50°C 

Amber 

3000K 

4000K 

5700K 

Amber 

3000K 

4000K 

5700K 

Amber 

3000K 

4000K 

5700K 

RGB 

RGB 

RGB 

RGB 

RGB 

RGB 

RGB 

RGB 

RGB 

18 15Khrs 

18 15Khrs 

18 15Khrs 

18 15Khrs 

36 15Khrs 

36 15Khrs 

36 15Khrs 

36 15Khrs 

120 15Khrs 

120 15Khrs 

120 15Khrs 

120 15Khrs 

18 15Khrs 

36 15Khrs 

120 15Khrs 

18 15Khrs 

36 15Khrs 

120 15Khrs 

18 15Khrs 

36 15Khrs 

120 15Khrs 

[!] Thlslumlnalre 

contains built-in 

LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 Ill 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 
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Packaging I nformat ion 

107 

Item Single Box(2pc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

546001000410 LED Wallwasher-EII L3 3W-Amber-18D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001000510 LED Wallwasher-EII L3 3W-3000-18D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001000610 LED Wallwasher-EII L3 3W-4000-18D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001000710 LED Wallwasher-EII L3 3W-5700-18D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001000810 LED Wallwasher-EII L3 3W-Amber-36D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001000910 LED Wallwasher-EII L3 3W-3000-36D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001001010 LED Wallwasher-EII L3 3W-4000-36D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001001110 LED Wallwasher-EII L3 3W-5700-36D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001001210 LED Wallwasher-EII L3 3W-Amber-120D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001001310 LED Wallwasher-EII L3 3W-3000-120D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001001410 LED Wallwasher-EII L3 3W-4000-120D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001001510 LED Wallwasher-EII L3 3W-5700-120D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001001610 LED Wallwasher-EII L6 6W-Amber-18D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001001710 LED Wallwasher-EII L6 6W-3000-18D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001001810 LED Wallwasher-EII L6 6W-4000-18D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001003410 LED Wallwasher-EII L6 6W-5700-18D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001003110 LED Wallwasher-EII L6 6W-Amber-36D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001002910 LED Wallwasher-EII L6 6W-3000-36D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001003610 LED Wallwasher-EII L6 6W-4000-36D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001003310 LED Wallwasher-EII L6 6W-5700-36D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001003210 LED Wallwasher-EII L6 6W-Amber-120D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001002810 LED Wallwasher-EII L6 6W-3000-120D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001003010 LED Wallwasher-EII L6 6W-4000-120D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001003510 LED Wallwasher-EII L6 6W-5700-120D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001002610 LED Wallwasher-EII L12 12W-Amber-18D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001002210 LED Wallwasher-EII L12 12W-3000-18D-GP 65*30*7380 0.61 1395*215*180 18.21 30 

546001002410 LED Wallwasher-EII L12 12W-4000-18D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001002510 LED Wallwasher-EII L12 12W-5700-18D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001002710 LED Wallwasher-EII L12 12W-Amber-36D-GP 65*30*7380 0.61 1395*215*180 18.21 30 

546001002310 LED Wallwasher-EII L12 12W-3000-36D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001003910 LED Wallwasher-EII L12 12W-4000-36D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001004110 LED Wallwasher-EII L12 12W-5700-36D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001004210 LED Wallwasher-EII L12 12W-Amber-120D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001003710 LED Wallwasher-EII L12 12W-3000-120D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001003810 LED Wallwasher-EII L12 12W-4000-120D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001004010 LED Wallwasher-EII L12 12W-5700-120D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001004710 LED Wallwasher-EII L3 3W-RGB-18D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001004810 LED Wallwasher-EII L3 3W-RGB-36D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001004610 LED Wallwasher-EII L3 3W-RGB-120D-GP 65*30*475 0.22 490*215*180 6.45 30 

546001005010 LED Wallwasher-EII L6 6W-RGB-18D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001005110 LED Wallwasher-EII L6 6W-RGB-36D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001004910 LED Wallwasher-EII L6 6W-RGB-120D-GP 65*30*787 0.34 800*215*180 10.26 30 

546001004410 LED Wallwasher-EII L12 12W-RGB-18D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

546001004510 LED Wallwasher-EII L12 12W-RGB-36D-GP 65*30*7380 0.61 1395*215*180 18.21 30 

546001004310 LED Wallwasher-EII L12 12W-RGB-120D-GP 65*30*1380 0.61 1395*215*180 18.21 30 

Accessories Outer Box 

Picture Item Code Item Description Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (pcs/CTN) 

546098000810 LED Wallwasher-EII Clamping bracket 245*210*165 3.00 100 

546098000710 LED Wallwasher-EII single color cable 215*195*190 6.10 50 

546098000610 LED Wallwasher-EII RGB power cable 215*195*190 6.10 50 

546098000110 LED Wallwasher-EII T-shape RGB cable 215*195*190 4.83 30 

546098000210 LED Wallwasher-EII Controller (2in1) 330*284*105 1.93 • 546098000510 LED Wallwasher-EII Master Controller 315*210*85 1.07 

41 546098000410 LED Wallwasher-EII Sub Controller 340*330*105 2.70 

546098000310 LED Waterproof Power Supply 200W 24V 254 *254 *204 4.97 8 

Di mens iona l  D rawing 

1 200/600/3 

Photometr ic Data 

105° 
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LED Bollard Performer 

Features Benefits 
• Wide applicable voltage 

• Flicker Free,anti-glare 

• Easy Installation 

• Safe for outdoor use, weather resistant 

• Long life up to 30000h 

• Soft light , Comfortable vision 

Application 

» _ti_ 
Garden Pedestrian Area 

Residence Area Parking 

Specification 

Item Code Item Description Power Power Lumen Input Current Lifetime MOQ 
(W) Factor (Im) (mA) (L70B50) (pcs) 

543012002210 

543072002370 

543012002410 

Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

Driver integrated (Yes/No) 

Glow wire test 

Weight (kg/pc) 

1 0 9  

LED Bollard-P H600 15W 3000-BK-GP 

LED Bollard-P H600 75W 4000-BK-GP 

LED Bollard-P H600 75W 5700-BK-GP 

;;;.so 
6 

No 

Black 

IP65 

Yes 

650°C 

1.63 

15 

75 

75 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Applicat ion Condit ions 

Operating Temperature 

0.9 

0,9 

0.9 

Application Temperature 

Storage Environment 

800 

800 

800 

50/60 

100-240 

AC 

Aluminium 

PC 

-30-50°C 

25°C 

-30-65°C 

73 

73 

73 

30000 

30000 

30000 

C B  

[!] Thlslumlnalr1 
contains built-In 
LEDl�mp $ .  

Thelampscannotbechanged 
intheluminaire. 

874/2012 II 

100 

700 

100 

Packaging Information 

Item Single Box(7pc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543072002270 

543012002310 

543012002410 

LED Bollard-P H600 75W 3000-BK-GP 

LED Bollard-P H600 15W 4000-BK-GP 

LED Bollard-P H600 75W 5700-BK-GP 

Dimensional Drawing 

I I 

Photometric Data 

235*235*640 

235*235*640 

235*235*640 

2.25 

2.25 

2.25 

LED08-P15W2oo60 

655* 490*250 

655*490*250 

655* 490*250 

4.5 

4.5 

4.5 

2 

2 

2 

1 1 0  



LED Outdoor Bolla rd Ecomax 

Features Benefits 

• Wide applicable voltage 

• Flicker Free,anti-glare 

• Easy Installation 

• Safe for outdoor use, weather resistant 

• Long life up to 25000h 

• Soft light , Comfortable vision 

App l icat ion 

» _ti 
Garden Pedestrian Area 

Residence Area Parking 

Specif icat ion  

Item Code Item Description Power Power Lumen Input Current Lifetime MOQ 
(W) Factor (Im) (mA) (L70B50) (pcs) 

1 1 1  

543012001210 

543012001710 

543012001610 

543012001310 

543012001510 

543012001410 

Technical Specifications 

CRI 

Colour Consistency (SDCM) 

Dimmable 

Housing Colour 

IP 

Driver integrated (Yes/No) 

Glow wire test 

Driver failure rate 

Weight (kg/pc) 

LED Bollard-El H500 7W 3000-BK-GP 

LED Bollard-El H500 7W 4000-BK-GP 

LED Bollard-El H500 7W 5000-BK-GP 

LED Bollard-E2 H500 l0W 3000-BK-GP 

LED Bollard-E2 H500 l0W 4000-BK-GP 

LED Bollard-E2 H500 lOW 5000-BK-GP 

;.so 

7 

No 

Black 

IP54 

Yes 

650°C 

1% at 5000h 

1.66/0.96 

7 

7 

7 

10 

10 

10 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

0.5 

0.5 

0.5 

0.5 

0.5 

0.5 

Application Temperature 

Storage Environment 

145 

145 

145 

480 

480 

480 

50/60 

100-240 

AC 

Stainless Steel 

PC 

-25-45°C 

25°C 

-30-65°C 

43 

43 

43 

62 

62 

62 

25000 

25000 

25000 

25000 

25000 

25000 

100 

100 

100 

100 

100 

100 

Packagi ng I nformat ion 

Item Single Box(lpc/box) Packaging Unit 

Item Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 
(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543012001210 LED Bollard-El H500 7W 3000-BK-GP 

543012001710 LED Bollard-El H500 7W 4000-BK-GP 

543012001610 LED Bollard-El H500 7W 5000-BK-GP 

543012001310 LED Bollard-E2 H500 l0W 3000-BK-GP 

543012001510 LED Bollard-E2 H500 l0W 4000-BK-GP 

543012001410 LED Bollard-E2 H500 l0W 5000-BK-GP 

Di mens iona l D rawing 

I-- , , ------,  

f------ • 1 ------,  

7W 

l 
j 

I--- Q 2-----I 

1--- 4' 1-----1 

10W 

165*165*720 2.3 7 45*520*350 15.6 6 

165*165*720 2.3 7 45*520*350 15.6 6 

165*165*720 2.3 7 45*520*350 15.6 6 

140*140'620 1.3 645'445*300 9.3 6 

140'140'620 1.3 645'445'300 9.3 6 

140*140*620 1.3 645'445*300 9.3 6 

1 1 2  



LED Outdoor Spot EcoMax 1 1  

Featu res Benefits App l icat ion 

• Aluminum d ie-cast housing with integrated d river 

• I P66 Protection 

• Excellent thermal management for stable performance 

• Smooth apparance and durable performance 11il• 
1:.,1 

• Energy saving • Long l ife ,low maintenance cost Landscape Square Facades 

Specif icat ion 

1 1 3 

It C d It D . 1. Power Power Lumen Efficacy Input Current Beam Angle Life Time MOQ em O e em escnp ,on (W) Factor (Im) (lm/W) (mA) (0) (L70BSO) (pcs) 

543017047810 LED Outdoor Spot-Ell 6W-3000-8D-GY-GP 

543017047710 LED Outdoor Spot-Ell 6W-3000-24D-GY-GP 

543017047910 LED Outdoor Spot-Ell 6W-4000-8D-GY-GP 

543017048010 LED Outdoor Spot-Ell 6W-4000-24D-GY-GP 

543017048210 LED Outdoor Spot-Ell 15W-3000-8D-GY-GP 

543017048110 LED Outdoor Spot-Ell 15W-3000-24D-GY-GP 

543017048310 LED Outdoor Spot-Ell 15W-4000-8D-GY-GP 

543017048410 LED Outdoor Spot-Ell 15W-4000-24D-GY-GP 

543017048510 LED Outdoor Spot-Ell 30W-3000-8D-GY-GP 

543017048610 LED Outdoor Spot-Ell 30W-3000-24D-GY-GP 

543017048710 LED Outdoor Spot-Ell 30W-4000-8D-GY-GP 

543017048810 LED Outdoor Spot-Ell 30W-4000-24D-GY-GP 

Techn ical  Spec ifications 

CRI ;;;.so 
Colour Consistency (SDCM) 7 

Dimmable No 

Housing Colour Black 

IP IP66 

IK IK06 

Driver integrated (Yes/No) Yes 

Glow wire test 650°C 

Weight (kg/pc) 0.8/0.92/1.5 

6 0.9 600 

6 0.9 550 

6 0.9 600 

6 0.9 550 

15 0.9 1600 

15 0.9 1500 

15 0.9 1600 

15 0.9 1500 

30 0.9 3200 

30 0.9 3000 

30 0.9 3200 

30 0.9 3000 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC / DC 

Mechanical Properties 

Housing Material 

Optical Material 

Application Conditions 

Operating Temperature 

Application Temperature 

Storage Environment 

100 40 

92 40 

100 40 

92 40 

107 100 

100 100 

107 100 

100 100 

107 170 

100 170 

107 170 

100 170 

50 / 60 

220-240 

AC 

Die-casting Aluminum 

Toughen Glass 

-30-50°C 

25°C 

-30-60°C 

8 

24 

8 

24 

8 

24 

8 

24 

8 

24 

8 

24 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

30000 

C B  

[!] ;h;,1,m;",;" 
contains built-in 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

100 

Packagi ng I nfo rmat ion 

Item Single Box(lpc/box) Packaging Unit 

It C d It D . 1. Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty em O e em escnp ,on (LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

543017047810 LED Outdoor Spot-Ell 6W-3000-8D-GY-GP 118*118*165 0.82 490*370*185 

543017047710 LED Outdoor Spot-Ell 6W-3000-24D-GY-GP 118*118*165 0.82 490*370*185 

543017047910 LED Outdoor Spot-Ell 6W-4000-8D-GY-GP 118*118*165 0.82 490*370*185 

543017048010 LED Outdoor Spot-Ell 6W-4000-24D-GY-GP 118*118*165 0.82 490*370*185 

543017048210 LED Outdoor Spot-Ell 15W-3000-8D-GY-GP 163*163*155 1.02 510*345*175 

543017048110 LED Outdoor Spot-Ell 15W-3000-24D-GY-GP 163*163*155 1.02 510*345*175 

543017048310 LED Outdoor Spot-Ell 15W-4000-8D-GY-GP 163*163*155 1.02 510*345*175 

543017048410 LED Outdoor Spot-Ell 15W-4000-24D-GY-GP 163*163*155 1.02 510*345*175 

543017048510 LED Outdoor Spot-Ell 30W-3000-8D-GY-GP 193*193*170 1.65 405*405*195 

543017048610 LED Outdoor Spot-Ell 30W-3000-24D-GY-GP 193*193*170 1.65 405*405*195 

543017048710 LED Outdoor Spot-Ell 30W-4000-8D-GY-GP 193*193*170 1.65 405*405*195 

543017048810 LED Outdoor Spot-Ell 30W-4000-24D-GY-GP 193*193*170 1.65 405*405*195 

Di mens iona l  Drawing 

Model <Ill (mm) Cll2(mm) Hl(mm) H2(mm) 

Photometr ic Data 

8D 

LED OS-Ell 6W 

LED OS-Ell 15W 

LED OS-Ell 30W 

82 

82 

82 

u 
24D 

82 

126 

155 

25 

25 

25 

83 

104 

119 

10.31 12 

10.31 12 

10.31 12 

10.31 12 

7,8 6 

7.8 6 

7.8 6 

7,8 6 

7.0 4 

7.0 4 

7.0 4 

7.0 4 

1 1 4 
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LED EcoMax Dimma ble Filament Lamp 

Featu res Benefits Appl ication 
• Reach Same lighting performance as incandescent 

• Dimmable from 10-100% brightness 
• Could replace incandescent directly 

• Tune ight intensity to suit you r  environment or the time of day uj lllllf 

• Energy efficient • Up to 85% energy savings compared to Incandescent bulb Home Hotel Retai l  

Specification 

Product Description Power Power Factor 
Lumen Efficacy Beam Angle CRI CCT . A�erage Energy Level 

(W) (Im) (lm/W) (K) L,fet,me(hrs) 

LED E C35 El4 4.SW Dim 2700K 4.5 >0.7 470 104 360' 80 2700K 20000 A+ 

LED E A60 E27 4.SW Dim 2700K 4.5 >0.7 470 104 360' 80 2700K 20000 A+ 

LED E A60 E27 7W Dim 2700K 7 >0.7 806 115 360' 80 2700K 20000 A++ 

LED E ST64 E27 7W Dim 2200K 7 >0.7 700 100 360' 80 2200K 20000 A+ 

LED E ST64 E27 7W Dim 2700K 7 >0.7 806 115 360° 80 2700K 20000 A++ 

Electrical Supply Application Conditions 

Frequency (Hz) 50/60 IP IP20 
( B I EC Safety 

Voltage (V) 220-240 Operating Temperature -20-40°C 

AC/DC AC Application Temperature 25°C al4M;W 
eHeprnR . EVEPYEIO 

Storage Environment -25-50°C 

Mechanical Properties 

Optical Material Glass 

Housing Material Glass 

Finishing Colour Clear 

1 1 5  

Packaging Information 

Single Box(lpc/box) Outer box 
Product Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight BOX QTY 

LED E C35 El4 4.SW Dim 

LED E A60 E27 4.SW Dim 

LED E A60 E27 7W Dim 

LED E ST64 E27 7W Dim 

Dimensiona l D rawing 

A 

B 

A 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

110*45*45 

128*68*68 

128*68*68 

160*68*68 

B B 

0.026 

0.057 

0.057 

0.104 

320*256*140 

595*369*166 

595*369*166 

456*369*195 

0.78 

2.28 

2.28 

3.12 

30 

40 

40 

30 

1 1 6  



! 

1 1 1 1 1  1 1 1 1 1 1 1 1 1 1 
1 1 1 1 1 

LED EcoMax PLC Bulb 

Featu res Benefits App l icat ion 

• High lumen output u p  t o  720/1020Im 

• Widely application 

• Easy replace traditional PLC 13/18/26W 

• Could work in horizontal down light UJ 
• Energy efficient • Up to 50% energy savings compared to traditional PLC 

Home Hotel Retai l  

Specif icat ion 

Item Description Power Power Lumen Efficacy Beam Angle CRI CCT 
. 

A�erage Energy Level 
(W) Factor (Im) (lm/W) (0) (K) L1fet1me(hrs) 

1 1 7  

LED E PLC G24d S W  2P 

LED E PLC E27 SW 

LED E PLC G24d llW 2P 

LED E PLC E27 11W 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

Mechanical Properties 

Optical Material 

Housing Material 

Finishing Colour 

8 

8 

11 

11 

0.5 

0.5 

0.5 

0.5 

50/60 

220-240 

AC 

PC 

PC + Aluminum 

White 

720 

720 

1020 

1020 

90 

90 

93 

93 

300 

300 

300 

300 

Application conditions 

IP 

Operating Temperature 

Application Temperature 

Storage Environment 

80 

80 

80 

80 

IP20 

2700/4000/6500 

2700/ 4000/6500 

2700/4000/6500 

2700/4000/6500 

-20-40°C 

25°C 

-25-50°C 

25000 

25000 

25000 

25000 

C B  

1111��1�,1-
eHeprnR • EVEPYEIQ 

s 
G 

E-
I•-

A+ 

A+ 

A+ 

A+ 

Packagi ng I nfo rmat ion 

Single Box(lpc/box) Outer box 
Product Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight BOX QTY 

LED E PLC G24d SW 2P 

LED E PLC E27 SW 

LED E PLC G24d llW 2P 

LED E PLC E27 llW 

Di mens iona l  Drawing 

■DODI ■DODI ■DODI 

11W G24d 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

38*38*161 0.724 250*270*210 3.72 30 

38*38*161 0.127 250*210*210 3.81 30 

38*38*200 0.163 250*210*250 4.89 30 

38*38*200 0.764 250*270*250 4.92 30 

■DODI ■DODI ■DODI ■DODI ■DODI 

11W E27 8W G24d SW E27 

1 1 8  
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LED Performerl High Power Bulb 

Features Benefits Application 

• High lumen output up to 126Im/W • Easy replace 100W-300W HID !!. m ,=is • Long life time • 2.5 times lifetime longer than HID 
• Energy efficient • Up to 50% energy savings compared to H ID Factory Parking Warehouse 

Specification 

Power Power Lumen Efficacy Beam CCT Energy Product Description (W) Factor (Im) (lm/W) Angle CRI (K) Life Time (hrs) Level 

LED Pl HPB E40 64W 4000K 64 0.9 6900 108 90° 80 4000K 25000 A++ 

LED Pl HPB E40 64W 6500K 64 0.9 6900 108 90° 80 6500K 25000 A++ 

LED Pl HPB E40 78W 4000K 78 0.9 8400 108 90° 80 4000K 25000 A++ 

LED Pl HPB E40 78W 6500K 78 0.9 8400 108 90° 80 6500K 25000 A++ 

LED Pl HPB E40 95W 4000K 95 0.9 12000 126 90° 80 4000K 25000 A++ 

LED Pl HPB E40 95W 6500K 95 0.9 12000 126 90° 80 6500K 25000 A++ 

LED Pl HPB E40 120W 4000K 120 0.9 15000 125 90° 80 4000K 25000 A++ 

LED Pl HPB E40 120W 6500K 120 0.9 15000 125 90° 80 6500K 25000 A++ 

LED Pl HPB E40 150W 4000K 150 0.9 18000 120 90° 80 4000K 25000 A++ 

LED Pl HPB E40 150W 6500K 150 0.9 18000 120 90° 80 6500K 25000 A++ 

Electrical Supply Appl1cat1on cond1t1ons •IHlliM 
Frequency (Hz) 50/60Hz IP IP20 eHepn,R • EVEpyEia 

Voltage (V) 100V-240V Operating Temperature -20°C-45°C 

AC/DC AC Application Temperature 25°C 

- 4111 
Storage Environment -25°C-50°C 

Mechanical Properties I•-
Optical Material PC 

Housing Material PBT + Aluminum 

Finishing Colour Black 

1 7 9  

Packaging Information 

Single Box(lpc/box) Outer box 
Product Description D1mens1ons(mm) Gross Weight D1mens1ons(mm) Gross Weight BOX QTY 

(LxWxH) (kg) (LxWxH) (kg) 

LED Pl HPB E40 64W 

LED Pl HPB E40 78W 

LED Pl HPB E40 95W 

LED Pl HPB E40 120W 

LED Pl HPB E40 150W 

Dimensiona l  Drawing 

A 

B 

310*325*215 

310*325*215 

310*325*215 

370*225*375 

370*225*375 

1.38 

1.437 

1.682 

2.63 

2.63 

A (mm) 

B (mm) 

675*665*330 

675*665*330 

675*665*330 

475*390*410 

475*390*410 

8.28 

8.622 

10.092 

5.26 

5.26 

6 

6 

6 

2 

2 

64W 78W 95W 120W 750W 

©278 ©278 ©278 ©340 ©340 

206 206 206 213 213 

1 2 0  
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LED Performer1 TS Batten 

Featu res Benefits App l icat ion 
• Plastic uni body design with integrated connector 

• Broad range of lengths and color temperatures 

• Continuous light with no dark spots 

• Accessory free Installation, easy to connect UJ 
• Energy efficient Home Hotel 

Parking Shopping Mal l  

Specif icat ion 

. . Power Lumen Efficacy CCT Life Time Product Description (W) Power Factor (Im) (lm/W) CRI (K) (hrs) 

LED Pl TS batten 310mm 3.SW 3.5 0.9 300 86 70 3000 40000 

LED Pl TS batten 310mm 3.SW 3.5 0.9 300 86 70 4000 40000 

LED Pl TS batten 310mm 3.SW 3.5 0.9 300 86 70 5700 40000 

LED Pl TS batten 570mm 7W 7 0.9 600 86 70 3000 40000 

LED P1 TS batten 570mm 7W 7 0.9 600 86 70 4000 40000 

LED P1 TS batten 570mm 7W 7 0.9 600 86 70 5700 40000 

LED Pl TS batten 870mm 10.SW 10.5 0.9 900 86 70 3000 40000 

LED P1 TS batten 870mm 10.SW 10.5 0.9 900 86 70 4000 40000 

LED P1 TS batten 870mm 10.SW 10.5 0.9 900 86 70 5700 40000 

LED Pl TS batten 1170mm 14W 14 0.9 1200 86 70 3000 40000 

LED Pl TS batten 1170mm 14W 14 0.9 1200 86 70 4000 40000 

LED P1 TS batten 1170mm 14W 14 0.9 1200 86 70 5700 40000 

1 2 1  

Application Conditions Mechenical Properties 

IP  IP20 Optical Material PC 
( 8 I EC Safety 

Operating Temperature -20-40°C 

Application Temperature 25°C 

Storage Environment -25-50°C 

Electrical Supply 

Frequency (Hz) 50/ 60 

Voltage (V) 100-240 

AC/DC AC 

Packagi ng I nfo rmat ion 

Housing Material PC +Aluminum 11-iUl#iN 
Finishing Colour White eHeprn" • EVEpyE1a 

Single Box(lpc/box) Packaging Unit 
Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

LED Pl TS batten 310mm 3.SW 

LED Pl TS batten 570mm 7W 

LED Pl TS batten 870mm 10.SW 

LED Pl TS batten 1170mm 14W 

Dimens iona l  D rawi ng 

A 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

333X24X40 

633X35X234 

933X30X230 

1233X35X324 

0.135 

0.186 

0.237 

0.289 

395X215Xl65 

695X215X165 

995X215X165 

1295X215X165 

r=n c  

� 

4.05 

5.58 

7.11 

8.67 

30 

30 

30 

30 

3.SW 7W 10 SW 14W 

A (mm) 

8 (mm) 

C (mm) 

300 

22.2 

38 

600 

22.2 

38 

900 

22.2 

38 

1 200 

22.2 

38 

1 2 2  
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20W & 23W 

Of>pLE. 

Features 
• THD .;;;; 10% 

• High Efficacy Up lo 150Im/W 

• Unbreakable Nano PC material 

S pecification 

9W & 18W 

7W & 15W 

LED Performer TB Tu be 

Benefits 
• Stress free ambient light 

• Long lifespan 

• Energy efficient 

Application 

Home Hotel Parking 

Office Shopping Mall Hospital 

Item Description Power Power Factor Lumen Efficacy CRI CCT Optical  Materia l  Life Time 
(W) (Im) (lm/W) (K) (hrs) L70 

LED Pl TS 600mm 9W 9 0.9 

LED Pl TS 600mm 9W 9 0.9 

LED Pl TS 1200mm 18W 18 0.9 

LED Pl TS 1200mm 18W 18 0.9 

LED Pl TS 1500mm 20W 20 0,9 

LED Pl TS 1500mm 20W 20 0.9 

LED Pl TS 1500mm 20W 20 0.9 

LED Pl TS 1500mm 23W 23 0,9 

LED P2 TS 600mm 7W 7 0.9 

LED P2 TB 600mm 7W 7 0.9 

LED P2 TS 1200mm 15W 15 0.9 

LED P2 TB 1200mm 15W 15 0.9 

Application Conditions 

IP IP20 

Operating Temperature -20-45°C 

Application Temperature 25°C 

Storage Environment -25-50°C 

Electrical Supply 

Frequency (Hz) 50/60 

Voltage (V) 220-240 

AC/DC AC 

1 2 3  

1100 120 80 3000 

1100 120 80 6500 

2200 120 80 3000 

2200 120 80 6500 

2000 100 80 3000 

2200 110 80 4000 

2200 110 80 6500 

3700 160 80 6500 

1100 150 80 3000 

1100 150 80 6500 

2200 150 80 3000 

2200 150 80 6500 

Mechenical  Properties 

Optical Material Nano PC+Glass 

Housing Material PC 

Finishing Colour White 

Nano PC 40000 

Nano PC 40000 

Nano PC 40000 

Nano PC 40000 

Glass 30000 

Glass 30000 

Glass 30000 

Glass 50000 

Nano PC 50000 

Nano PC 50000 

Nano PC 50000 

Nano PC 50000 

( B I EC Safety 

[!] Thlslumlnalre 
contalnsbullt-Jn 
LED lamps. 

Thelampscannotbechanged 
intheluminaire. 

874/2012 Ill 

Packaging Information 

Single Box(lpc/box) Packaging Unit 
Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty 

LED Pl TB 600mm 9W 

LED Pl TB 1200mm 18W 

LED Pl TB 1500mm 20W 

LED Pl TB 1500mm 23W 

LED P2 TB 600mm 7W 

LED P2 TB 1200mm 15W 

Dimensional Drawing 

� 

Accessory Information 

OPPLE =-
°"",_l-Ul T-
lB>·U---Ha -•-·----

LED-Starter 
(Replacement for conventional TB Batten starter) 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

680X30X30 0.15 725Xl85Xl85 3.75 25 

1290X30X30 0.25 1335Xl85Xl85 6.25 25 

1570X31X31 0.45 1600X215X215 11.3 25 

1590X30X30 0.34 1600Xl70X90 3.4 10 

680X30X30 0.15 725Xl85Xl85 3.75 25 

1290X30X30 0.25 1335Xl85Xl85 6.25 25 

�� 
B 

� 
I ,  

1- . 
• 

LED Utility TS Empty Batten 
(Match with single-ended TB Tube) 

1 24 
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LED EcoMax DC 24V Strip 

Featu res Benefits App l i cat i on  
• Efficacy up to 120Im/w, lifetime 20000H 

• DC 24V, length l0M 

• Flicker free 

• High quality •-' • tfimi • Engergy efficient 

• Safety and easy installation Hotel Restaurant Shopping Mall 

UJ Gj) 
Home Hospital 

Specif icat i on  

. . Power Lumen Efficacy CCT Lifetime Product Description (W/m) SDCM (lm/m) (lm/w) CRI (K) (hrs) 

LED-E-24/2835-SW / 42-830-T ube-l0M 

LED-E-24/2835-SW / 42-840-Tube-l0M 

LED-E-24/2835-SW / 42-865-T ube-l0M 

LED-E-24/2835-l0W /98-830-T ube-l0M 

LED-E-24/2835-lOW /98-840-Tube-l0M 

LED-E-24/2835-lOW /98-865-T ube-l0M 

LED-E-24/2835-SW / 42-830-Bare-l0M 

LED-E-24/2835-SW / 42-840-Bare-l0M 

LED-E-24/2835-SW / 42-865-Bare-l0M 

LED-E-24/2835-lOW /98-830-Bare-l0M 

LED-E-24/2835-lOW /98-840-Bare-l0M 

LED-E-24/2835-lOW /98-865-Bare-l0M 

Application Conditions 

IP 

Operating Temperature 

Application Temperature 

Storage Environment 

1 2 5  

IP20(Bare) 

IP65(Tube) 

-20-40°C 

25°C 

-25-45C 

5 <5 

5 <5 

5 <5 

10 <5 

10 <5 

10 <5 

5 <5 

5 <5 

5 <5 

10 <5 

10 <5 

10 <5 

Mechenical Properties 

Optical Material 

Housing Material 

Finishing Colour 

Electrical Supply 

Frequency (Hz) 

Voltage (V) 

AC/DC 

570 114 80 3000 20000 

570 114 80 4000 20000 

570 114 80 6500 20000 

1100 110 80 3000 20000 

1100 110 80 4000 20000 

1100 110 80 6500 20000 

570 114 80 3000 20000 

600 120 80 4000 20000 

600 120 80 6500 20000 

1100 110 80 3000 20000 

1200 120 80 4000 20000 

1200 120 80 6500 20000 

PVC C B  
PVC llll��l�itB 
Transparency 

eHepr1111 • EvEpyE1a 

r. 
(31 

50/ 60 

24 

DC 
I•� 

Packaging I nfo rmat i on  

Single Box(lpc/box) Packaging Unit 
Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty Remark 

(LxWxH) (kg) (LxWxH) (kg) (pcs/unit) 

LED-E-24/2835-SW / 42-830-Tube-l0M 10000*10*4 0.405 525*320*245 16.2 

LED-E-24/2835-5W / 42-840-T ube-l0M 10000*10*4 0.405 525*320*245 16.2 

LED-E-24/2835-SW / 42-865-Tube-l0M 10000*10*4 0.405 525*320*245 16.2 

LED-E-24/2835-l0W /98-830-T ube-l0M 10000*10*4 0.405 525*320*245 16.2 

LED-E-24/2835-l0W /98-840-T ube-l0M 10000*10*4 0.405 525*320*245 16.2 

LED-E-24/2835-l0W /98-865-Tube-l0M 10000*10*4 0.405 525*320*245 16.2 

LED-E-24/2835-SW / 42-830-Bare-l0M 10000*8*2.5 0.155 450*235*220 6.2 

LED-E-24/2835-5W / 42-840-Bare-l0M 10000*8*2.5 0.155 450*235*220 6.2 

LED-E-24/2835-SW / 42-865-Bare-l0M 10000*8*2.5 0.155 450*235*220 6.2 

LED-E-24/2835-l0W /98-830-Bare-l0M 10000*8*2.5 0.155 450*235*220 6.2 

LED-E-24/2835-l0W /98-840-Bare-lOM 10000*8*2.5 0.155 450*235*220 6.2 

LED-E-24/2835-l0W /98-865-Bare-l0M 10000*8*2.5 0.155 450*235*220 6.2 

LED-E-Strip-Driver-60W(l*2)-24CV 370*49*44 0.504 420*260*195 10.08 

LED-E-Strip-Driver-60W(l*l)-24CV 265*49*39 0.293 315*255*270 8.79 

LED-E-Strip-24V-I nput Connector-SA-Bare \ 0.002 285*220*245 2.00 

LED-E-Strip-24V- Middle Connector-SA-Bare \ 0.003 285*220*246 6.00 

LED-E-Strip-Fixing Clip-Tube \ 0.002 285*220*247 20.00 

D imens iona l D rawing 

� " � � 1 
��tc•=· ·-�-- -�b±-.- ��o�· -- �;��:�- �;��:� .. �1,-� - �1,=·:1=:=-·�- =;-- =� - =;-- -�;-- �:-���-�c�-�t;�-- -�o�-.�c�- �o�-• =·····"":I:=•-=· �o�- �-="·; 

������������ 

40 

40 

40 

40 

40 

40 

40 

40 

40 

40 

40 

40 

20 

30 

1000 

2000 

10000 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

1*40roll (lOm/roll) 

20pcs 

30pcs 

20*50 

20*100 

100*700 

I ■  n l[[Jc------'�- ----<�-. =111:::>uCiCJCIIO:::II :idw=1111::::,scs:s ::n:110:::11 Jyu=111::::,,_.;,::::n:==1n11 ::::,,_.CiCJC,1 r11 :idu=l[J[t11::::,scs:s ::n:11 0:::11 Jyu=111::::,,_.;,::::n:===>'-'='' i::::11 :,;,u□l[J[t11 ::::,scs:s ::n:11 i::::11 Jeiu=111 ::::,,_.;,::::n:==::::,,_.;,:::ir:,, i::::11 :,;;,uo,0,:111:::JJ 

Accesso ry I nfo rmat i on  

I 

Input Connector Middle Connector LED Driver 60W & 6QWx2 Fixing Clip 

1 2 6  



P ROJ ECTS 



OFFICE OFF ICE RETAI L I N DUSTRY 

....... 

Doha, Qatar 

-

Cairo, Egypt 



HOSPITALITY

Jeddah, Saudi Arabia

Abu Dhabi,
United Arab Emirates

Doha, Qatar
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OTHERS
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South Africa
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Cairo, Egypt

OUTDOOR
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Myanmar
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Aden, Yemen

RESIDENTIAL
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Bangkok, Thailand

Abu Dhabi,
United Arab Emirates

Doha, Qatar
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