OPPLE

LED Spotlight Track Performerll

Features Benefits Application

« High CRI Ra>90, R9>50 « High visual comfort EE:; I\ =N

* No UV radiation * Prevents color distortion, won't damage cloth or artwork Light where you need it m m

« Tilt 90°, rotate 355° * At least 30% energy savings compared to CDM Hotel Retail shopping Mall

* Energy saving

Specification

_— Power Power Lumen Efficac Beam Angle Input Current CCT ife Ti MO

Item Code Item Description W) Factor am (Im/W); © g P (mA) «© E_II?OE;T; (pcs?
541001126810  LEDSpotTR-PII 25W-3000-15D-WH-GP 25 0.9 2400 96 15 >90 125 3000 30000 300
541001126910  LEDSpotTR-PIl 25W-3000-24D-WH-GP 25 0.9 2400 96 24 >90 125 3000 30000 300
541001127010  LEDSpotTR-PII 25W-3000-36D-WH-GP 25 0.9 2400 96 36 >90 125 3000 30000 300
541001127110 LEDSpotTR-PIl 25W-4000-15D-WH-GP 25 0.9 2500 100 15 >90 125 4000 30000 300
541001127210  LEDSpotTR-PII 25W-4000-24D-WH-GP 25 0.9 2500 100 24 >90 125 4000 30000 300
541001127310  LEDSpotTR-PIl 25W-4000-36D-WH-GP 25 0.9 2500 100 36 >90 125 4000 30000 300
541001127410  LEDSpotTR-PII 25W-5700-15D-WH-GP 25 0.9 2500 100 15 >90 125 5700 30000 300
541001127510  LEDSpotTR-PIl 25W-5700-24D-WH-GP 25 0.9 2500 100 24 >90 125 5700 30000 300
541001127610  LEDSpotTR-PII 25W-5700-36D-WH-GP 25 0.9 2500 100 36 >90 125 5700 30000 300
541001127710  LEDSpotTR-PIl 25W-3000-15D-BL-GP 25 0.9 2400 96 15 >90 125 3000 30000 300
541001127810  LEDSpotTR-PII 25W-3000-24D-BL-GP 25 0.9 2400 96 24 >90 125 3000 30000 300
541001127910  LEDSpotTR-PIl 25W-3000-36D-BL-GP 25 0.9 2400 96 36 >90 125 3000 30000 300
541001128010  LEDSpotTR-PII 25W-4000-15D-BL-GP 25 0.9 2500 100 15 >90 125 4000 30000 300
541001128110 LEDSpotTR-PIl 25W-4000-24D-BL-GP 25 0.9 2500 100 24 >90 125 4000 30000 300
541001128210  LEDSpotTR-PII 25W-4000-36D-BL-GP 25 0.9 2500 100 36 >90 125 4000 30000 300
541001128310  LEDSpotTR-PIl 25W-5700-15D-BL-GP 25 0.9 2500 100 15 >90 125 5700 30000 300
541001128410  LEDSpotTR-PIl 25W-5700-24D-BL-GP 25 0.9 2500 100 24 >90 125 5700 30000 300
541001128510  LEDSpotTR-PIl 25W-5700-36D-BL-GP 25 0.9 2500 100 36 >90 125 5700 30000 300
541001128610  LEDSpotTR-PII 35W-3000-15D-WH-GP 35 0.9 3360 96 15 >90 170 3000 30000 300
541001128710  LEDSpotTR-PIl 35W-3000-24D-WH-GP 35 0.9 3360 96 24 >90 170 3000 30000 300
541001128810  LEDSpotTR-PII 35W-3000-36D-WH-GP 35 0.9 3360 96 36 >90 170 3000 30000 300
541001128910  LEDSpotTR-PIl 35W-4000-15D-WH-GP 35 0.9 3500 100 15 >90 170 4000 30000 300
541001129010  LEDSpotTR-PII 35W-4000-24D-WH-GP 35 0.9 3500 100 24 >90 170 4000 30000 300
541001129110 LEDSpotTR-PIl 35W-4000-36D-WH-GP 35 0.9 3500 100 36 >90 170 4000 30000 300
541001129210  LEDSpotTR-PII 35W-5700-15D-WH-GP 35 0.9 3500 100 15 >90 170 5700 30000 300
541001129310  LEDSpotTR-PIl 35W-5700-24D-WH-GP 35 0.9 3500 100 24 >90 170 5700 30000 300
541001129410  LEDSpotTR-PII 35W-5700-36D-WH-GP 35 0.9 3500 100 36 >90 170 5700 30000 300
541001129510  LEDSpotTR-PIl 35W-3000-15D-BL-GP 35 0.9 3360 96 15 >90 170 3000 30000 300
541001129610  LEDSpotTR-PII 35W-3000-24D-BL-GP 35 0.9 3360 96 24 >90 170 3000 30000 300
541001129710  LEDSpotTR-PIl 35W-3000-36D-BL-GP 35 0.9 3360 96 36 >90 170 3000 30000 300
541001129810  LEDSpotTR-PII 35W-4000-15D-BL-GP 35 0.9 3500 100 15 >90 170 4000 30000 300
541001129910  LEDSpotTR-PIl 35W-4000-24D-BL-GP 35 0.9 3500 100 24 >90 170 4000 30000 300
541001130010  LEDSpotTR-PII 35W-4000-36D-BL-GP 35 0.9 3500 100 36 >90 170 4000 30000 300
541001130110 LEDSpotTR-PII 35W-5700-15D-BL-GP 35 0.9 3500 100 15 >90 170 5700 30000 300
541001130210  LEDSpotTR-PII 35W-5700-24D-BL-GP 35 0.9 3500 100 24 >90 170 5700 30000 300

541001130310  LEDSpotTR-PIl 35W-5700-36D-BL-GP 35 0.9 3500 100 36 >90 170 5700 30000 300



Technical Specifications Electrical Supply

CRI =90 Frequency (Hz) 50/ 60
Colour Consistency (SDCM) <6 Voltage (V) 220-240
Dimmable No AC/DC AC
Housing Colour White&Black
P 1P20
Mechanical Properties
IK IKO2
Housing Material Aluminium
Driver integrated (Yes/No) Yes
Optical Material PC
Glow wire test 650°C
Driver failure rate 1% at 5000h
Weight (pc/kg) 0676 Application Conditions
Operating Temperature -25-~50°C
Application Temperature 25°C
Storage Environment -25-50°C

Certification

IEC

Packaging Information

Item Single box(1pc/box) Outer box
ltem Code Item Description Dimensions(mm) Gross Weight Dimensions(mm) Gross Weight Packing Qty
(LxWxH) ((39)] (LxWxH) (3] (pcs/CTN)
541001126810 LEDSpotTR-PIl 25W-3000-15D-WH-GP 190796192 0.766 400*310*215 4.95 6
541001126910 LEDSpotTR-PIl 25W-3000-24D-WH-GP 190*96*192 0.766 400*310*215 4.95 6
541001127010 LEDSpotTR-PII 25W-3000-36D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001127110 LEDSpotTR-PIl 25W-4000-15D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001127210 LEDSpotTR-PII 25W-4000-24D-WH-GP 190*96*192 0.766 400*310*215 4.95 6
541001127310 LEDSpotTR-PIl 25W-4000-36D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001127410 LEDSpotTR-PIl 25W-5700-15D-WH-GP 190%96*192 0.766 4007310*215 4.95 6
541001127510 LEDSpotTR-PIl 25W-5700-24D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001127610 LEDSpotTR-PII 25W-5700-36D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001127710 LEDSpotTR-PIl 25W-3000-15D-BL-GP 190%96*192 0.766 4007310*215 4.95 6
541001127810 LEDSpotTR-PII 25W-3000-24D-BL-GP 190*96*192 0.766 400*310*215 4.95 6
541001127910 LEDSpotTR-PIl 25W-3000-36D-BL-GP 190%96*192 0.766 400*310*215 4.95 6
541001128010 LEDSpotTR-PIl 25W-4000-15D-BL-GP 190*96*192 0.766 400*310*215 4.95 6
541001128110 LEDSpotTR-PIl 25W-4000-24D-BL-GP 190*96*192 0.766 400*310*215 4.95 6
541001128210 LEDSpotTR-PIl 25W-4000-36D-BL-GP 190*96*192 0.766 400*310*215 4.95 6
541001128310 LEDSpotTR-PIl 25W-5700-15D-BL-GP 190%96*192 0.766 4007310*215 4.95 6
541001128410 LEDSpotTR-PIl 25W-5700-24D-BL-GP 190*96*192 0.766 400*310*215 4.95 6
541001128510 LEDSpotTR-PIl 25W-5700-36D-BL-GP 190%96*192 0.766 400*310*215 4.95 6
541001128610 LEDSpotTR-PIl 35W-3000-15D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001128710 LEDSpotTR-PIl 35W-3000-24D-WH-GP 190*96*192 0.766 400*310*215 4.95 6
541001128810 LEDSpotTR-PIl 35W-3000-36D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001128910 LEDSpotTR-PIl 35W-4000-15D-WH-GP 190*96*192 0.766 400*310*215 4.95 6
541001129010 LEDSpotTR-PII 35W-4000-24D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001129110 LEDSpotTR-PII 35W-4000-36D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001129210 LEDSpotTR-PIl 35W-5700-15D-WH-GP 190%96*192 0.766 400*310*215 4.95 6
541001129310 LEDSpotTR-PIl 35W-5700-24D-WH-GP 190*96*192 0.766 400*310*215 4.95 6
541001129410 LEDSpotTR-PIl 35W-5700-36D-WH-GP 190796192 0.766 400*310*215 4.95 6
541001129510 LEDSpotTR-PIl 35W-3000-15D-BL-GP 190*96*192 0.766 400*310*215 4.95 6
541001129610 LEDSpotTR-PII 35W-3000-24D-BL-GP 190%96*192 0.766 400*310*215 4.95 6
541001129710 LEDSpotTR-PIl 35W-3000-36D-BL-GP 190%96*192 0.766 4007310*215 4.95 6
541001129810 LEDSpotTR-PII 35W-4000-15D-BL-GP 190*96*192 0.766 400*310*215 4.95 6
541001129910 LEDSpotTR-PIl 35W-4000-24D-BL-GP 190%96*192 0.766 400*310*215 4.95 6
541001130010 LEDSpotTR-PIl 35W-4000-36D-BL-GP 190%96*192 0.766 400*310*215 4.95 6
541001130110 LEDSpotTR-PIl 35W-5700-15D-BL-GP 190%96*192 0.766 400*310*215 4.95 6
541001130210 LEDSpotTR-PII 35W-5700-24D-BL-GP 190%96*192 0.766 400*310*215 4.95 6
541001130310 LEDSpotTR-PIl 35W-5700-36D-BL-GP 190%96*192 0.766 4007310*215 4.95 6



Dimensional Drawing
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OPPLE SHANGHAI OFFICE

Building V3, The Mixc,1799 Wuzhong Road,

Minhang District, Shanghai, China

ZIP:201103

+86 213855 0000
intersales@opple.com
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