
Operating Temperature

Application Temperature

Storage Environment

-25~50°C

 25°C

-25~50°C

Application Conditions

Optical Material

Housing Material

PC

PC

Mechanical  Properties

Frequency (Hz)

Voltage (V)

AC/DC

50/60

220-240

AC

Electrical Supply

≥80

6

No

White

IP20

IK02

No

650°C

1% at 5000h

0.213/0.327/0.416

Technical Specifications

CRI

Colour Consistency (SDCM)

Dimmable

Housing Colour

IP

IK

Driver integrated (Yes/No)

Glow wire test

Driver failure rate

Weight (pc/kg)

LED Spotlight Ecomax

Benefits
• New designed optical reflector with COB chips provides clean light beam

• Aluminum heat sink ensure lifetime up to 30000hrs

• Flexible adjustment for accent lighting

Features
• Clean Beam

• Long Lifespan

• Vertical Rotate 25°

Application

Home SchoolShopping Mall

Conference Room Hospital

Dimensional Drawing
H

Photometric Data

630

680

680

1050

1125

1125

1540

1650

1650

Lumen
(lm)

9

9

9

15

15

15

22

22

22

Power
(W)

541003077910

541003078010

541003078110

541003078210

541003078310

541003078410

541003078510

541003078610

541003078710

Item Code

0.9

0.9

0.9

0.9

0.9

0.9

0.9

0.9

0.9

Power
Factor

70

75

75

70

75

75

70

75

75

E�cacy
(lm/W)

45

45

45

70

70

70

100

100

100

Input Current
        (mA)

30000

30000

30000

30000

30000

30000

30000

30000

30000

 Lifetime
(L70B50)

600

600

600

600

600

600

600

600

600

MOQ
(pcs)

LEDSpotlightRA-E R75-9W-3000-36D-WH-GP

LEDSpotlightRA-E R75-9W-4000-36D-WH-GP

LEDSpotlightRA-E R75-9W-6500-36D-WH-GP

LEDSpotlightRA-E R90-15W-3000-36D-WH-GP

LEDSpotlightRA-E R90-15W-4000-36D-WH-GP

LEDSpotlightRA-E R90-15W-6500-36D-WH-GP

LEDSpotlightRA-E R110-22W-3000-45D-WH-GP

LEDSpotlightRA-E R110-22W-4000-45D-WH-GP

LEDSpotlightRA-E R110-22W-6500-45D-WH-GP

Item Description Beam Angle
        (°)

36

36

36

36

36

36

45

45

45

Packaging Information

Single Box(1pc/box) Outer box

Item Code

Item 

541003077910

541003078010

541003078110

541003078210

541003078310

541003078410

541003078510

541003078610

541003078710

Item Description

LEDSpotlightRA-E R75-9W-3000-36D-WH-GP

LEDSpotlightRA-E R75-9W-4000-36D-WH-GP

LEDSpotlightRA-E R75-9W-6500-36D-WH-GP

LEDSpotlightRA-E R90-15W-3000-36D-WH-GP

LEDSpotlightRA-E R90-15W-4000-36D-WH-GP

LEDSpotlightRA-E R90-15W-6500-36D-WH-GP

LEDSpotlightRA-E R110-22W-3000-45D-WH-GP

LEDSpotlightRA-E R110-22W-4000-45D-WH-GP

LEDSpotlightRA-E R110-22W-6500-45D-WH-GP

Dimensions(mm)
(LxWxH)

113*113*80

113*113*80

113*113*80

133*133*92

133*133*92

133*133*92

150*150*105

150*150*105

150*150*105

Gross Weight
(kg)

0.235

0.235

0.235

0.357

0.357

0.357

0.456

0.456

0.456

Gross Weight
(kg)

7.05

7.05

7.05

10.71

10.71

10.71

13.68

13.68

13.68

Dimensions(mm)
(LxWxH)

585*240*260

585*240*260

585*240*260

685*280*295

685*280*295

685*280*295

770*315*335

770*315*335

770*315*335

Packing Qty
(pcs/CTN)

30

30

30

30

30

30

30

30

30

D

LED SP-RA-E R75 9W-GP

LED SP-RA-E R90 15W-GP

LED SP-RA-E R110 22W-GP 

H(mm)

 67

83

93

D(mm)

Φ108

Φ128

Φ145

Recessed Cutout(mm)

Φ75

Φ90

Φ110

Type

036

C

M

Y

CM

MY

CY

CMY

K
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Operating Temperature

Application Temperature

Storage Environment

 -25~50°C

 25°C

-25~50°C

Application Conditions

Optical Material

Housing Material

PC

PC

Mechanical  Properties

Frequency (Hz)

Voltage (V)

AC/DC

50/60

220-240

AC

Electrical Supply

≥80

6

No

White

IP20

IK02

No

650°C

1% at 5000h

0.213/0.327/0.416

Technical Specifications

CRI

Colour Consistency (SDCM)

Dimmable

Housing Colour

IP

IK

Driver integrated (Yes/No)

Glow wire test

Driver failure rate

Weight (pc/kg)

LED Spotlight Ecomax

Benefits
•  New designed optical reflector with COB chips provides clean light beam

•  Aluminum heat sink ensure lifetime up to 30000hrs

•  Flexible adjustment for accent lighting

Features
•  Clean Beam

•  Long Lifespan

•  Vertical Rotate 25°

Application

Home SchoolShopping Mall

Conference Room Hospital

Dimensional Drawing
H

Photometric Data

630

680

680

1050

1125

1125

1540

1650

1650

Lumen
(lm)

9

9

9

15

15

15

22

22

22

Power
(W)

541003077910

541003078010

541003078110

541003078210

541003078310

541003078410

541003078510

541003078610

541003078710

Item Code

0.9

0.9

0.9

0.9

0.9

0.9

0.9

0.9

0.9

Power
Factor

70

75

75

70

75

75

70

75

75

E�cacy
(lm/W)

45

45

45

70

70

70

100

100

100

Input Current
        (mA)

30000

30000

30000

30000

30000

30000

30000

30000

30000

 Lifetime
(L70B50)

600

600

600

600

600

600

600

600

600

MOQ
(pcs)

LEDSpotlightRA-E R75-9W-3000-36D-WH-GP

LEDSpotlightRA-E R75-9W-4000-36D-WH-GP

LEDSpotlightRA-E R75-9W-6500-36D-WH-GP

LEDSpotlightRA-E R90-15W-3000-36D-WH-GP

LEDSpotlightRA-E R90-15W-4000-36D-WH-GP

LEDSpotlightRA-E R90-15W-6500-36D-WH-GP

LEDSpotlightRA-E R110-22W-3000-45D-WH-GP

LEDSpotlightRA-E R110-22W-4000-45D-WH-GP

LEDSpotlightRA-E R110-22W-6500-45D-WH-GP

Item Description Beam Angle
        (°)

36

36

36

36

36

36

45

45

45

Packaging Information

Single Box(1pc/box) Outer box

Item Code

Item 

541003077910

541003078010

541003078110

541003078210

541003078310

541003078410

541003078510

541003078610

541003078710

Item Description

LEDSpotlightRA-E R75-9W-3000-36D-WH-GP

LEDSpotlightRA-E R75-9W-4000-36D-WH-GP

LEDSpotlightRA-E R75-9W-6500-36D-WH-GP

LEDSpotlightRA-E R90-15W-3000-36D-WH-GP

LEDSpotlightRA-E R90-15W-4000-36D-WH-GP

LEDSpotlightRA-E R90-15W-6500-36D-WH-GP

LEDSpotlightRA-E R110-22W-3000-45D-WH-GP

LEDSpotlightRA-E R110-22W-4000-45D-WH-GP

LEDSpotlightRA-E R110-22W-6500-45D-WH-GP

Dimensions(mm)
(LxWxH)

113*113*80

113*113*80

113*113*80

133*133*92

133*133*92

133*133*92

150*150*105

150*150*105

150*150*105

Gross Weight
(kg)

0.235

0.235

0.235

0.357

0.357

0.357

0.456

0.456

0.456

Gross Weight
(kg)

7.05

7.05

7.05

10.71

10.71

10.71

13.68

13.68

13.68

Dimensions(mm)
(LxWxH)

585*240*260

585*240*260

585*240*260

685*280*295

685*280*295

685*280*295

770*315*335

770*315*335

770*315*335

Packing Qty
(pcs/CTN)

30

30

30

30

30

30

30

30

30

D

LED SP-RA-E R75 9W-GP

LED SP-RA-E R90 15W-GP

LED SP-RA-E R110 22W-GP 

H(mm)

 67

83

93

D(mm)

 Φ108

Φ128

Φ145

Recessed Cutout(mm)

Φ75

Φ90

Φ110

Type

035

C

M

Y

CM

MY

CY

CMY

K
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